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	According to requirements in 23.167 and 24.229, it is forbidden to deregister emergency registration. However it is not defined anywhere what the S-CSCF shall do when a registration termination request (RTR) is received from the HSS and the affected user identity is emergency registered (possibly has a normal registration in parallel). The procedures in 24.229 describe on SIP level how to deregister normal registration for the HSS initiated deregistration case. For emergency registration no SIP procedures needed, but the HSS must be aware that the emergency registration is there, as to route terminating PSAP call back using the emergency registration, it is necessary in the HSS to keep the user registered and assigned to the S-CSCF.
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7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 



	
	part of table removed for clarity
	
	

	613
	SIP-Item-Number
	Unsigned32
	29.229 [2]

	614
	Server-Assignment-Type
	Enumerated
	

	615
	Deregistration-Reason
	Grouped
	

	616
	Reason-Code
	Enumerated
	

	617
	Reason-Info
	UTF8String
	

	618
	Charging-Information
	Grouped
	

	619
	Primary-Event-Charging-Function-Name
	DiameterURI
	

	620
	Secondary-Event-Charging-Function-Name
	DiameterURI
	

	621
	Primary-Charging-Collection-Function-Name
	DiameterURI
	

	622
	Secondary-Charging-Collection-Function-Name
	DiameterURI
	

	623
	User-Authorization-Type
	Enumerated
	

	624
	User-Data-Already-Available
	Enumerated
	

	625
	Confidentiality-Key
	OctetString
	

	626
	Integrity-Key
	OctetString
	

	627
	User-Data-Request-Type
	Enumerated
	

	628
	Supported-Features
	Grouped
	

	629
	Feature-List-ID
	Unsigned32
	

	630
	Feature-List
	Unsigned32
	

	631
	Supported-Applications
	Grouped
	

	632
	Associated-Identities
	Grouped
	

	633
	Originating-Request
	Enumerated
	

	634
	Wildcarded-PSI
	UTF8String
	

	635
	Not used in this version of the specification.
	
	

	636
	Not used in this version of the specification.
	
	

	637
	UAR-Flags
	Unsigned32
	

	xxx 
	Identity-with-Emergency-Registration
	Grouped
	

	Note: The AVP codes from 63x to 699 are reserved for TS 29.229.
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