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This document contains CRs on PCC Enhancements that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
	CT3#
	Title
	Spec
	CR
	Rev
	Cat
	Rel
	Ver
	Work Item

	1051
	Accumulated usage reporting for all the enabled monitoring keys
	29.212
	619
	1
	F
	9
	9.6.1
	PCC-Enh

	1052
	Accumulated usage reporting for all the enabled monitoring keys
	29.212
	620
	1
	A
	10
	10.2.1
	PCC-Enh

	1053
	Accumulated usage reporting for all the enabled monitoring keys
	29.212
	621
	1
	A
	11
	11.0.1
	PCC-Enh

	1143
	Bearer Control Mode for multiple PDN connections for 3GPP2 accesses
	29.212
	640
	2
	F
	9
	9.6.1
	PCC-Enh

	1142
	Bearer Control Mode for multiple PDN connections for 3GPP2 accesses
	29.212
	641
	2
	A
	10
	10.2.1
	PCC-Enh

	1144
	Bearer Control Mode for multiple PDN connections for 3GPP2 accesses
	29.212
	642
	2
	A
	11
	11.0.1
	PCC-Enh

	915
	Correction to applicablitity of QoS-Base-Rule-Name
	29.212
	611
	-
	F
	9
	9.6.1
	PCC-Enh

	916
	Correction to applicablitity of QoS-Base-Rule-Name
	29.212
	612
	-
	A
	10
	10.2.1
	PCC-Enh

	917
	Correction to applicablitity of QoS-Base-Rule-Name
	29.212
	613
	-
	A
	11
	11.0.1
	PCC-Enh

	963
	Event Trigger not used in Gxx (29.212)
	29.212
	622
	-
	F
	9
	9.6.1
	PCC-Enh

	1054
	Event Trigger not used in Gxx (29.212)
	29.212
	623
	1
	A
	10
	10.2.1
	PCC-Enh

	1055
	Event Trigger not used in Gxx (29.212)
	29.212
	624
	1
	A
	11
	11.0.1
	PCC-Enh

	825
	PS-to-CS HO indicator in Rx
	29.214
	178
	-
	F
	9
	9.6.1
	PCC-Enh

	826
	PS-to-CS HO indicator in Rx
	29.214
	179
	-
	A
	10
	10.2.0
	PCC-Enh

	827
	PS-to-CS HO indicator in Rx
	29.214
	180
	-
	A
	11
	11.0.0
	PCC-Enh


