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* * * First Change * * * *

7.6.1.4
User error

This parameter can take values as follows:

NOTE:
The values are grouped in order to improve readability; the grouping has no other significance.

a)
Generic error:

-
system failure, i.e. a task cannot be performed because of a problem in the entity reporting the error or in another entity. The type of entity or network resource may be indicated by use of the network resource parameter or additional network resource parameter. If and only if the problem is in the entity reporting the error, a cause of failure (FailureCauseParam) shall be included;

-
data missing, i.e. an optional parameter required by the context is missing;

-
unexpected data value, i.e. the data type is formally correct but its value or presence is unexpected in the current context;

-
resource limitation;

-
initiating release, i.e. the receiving entity has started the release procedure;

-
facility not supported, i.e. the requested facility is not supported by the PLMN with detailed reasons as follows:




-
Shape of location estimate not supported;




-
Needed LCS capability not supported in serving node;

-
incompatible terminal, i.e. the requested facility is not supported by the terminal.

b)
Identification or numbering problem:

-
unknown subscriber, i.e. no such subscription exists;

-
number changed, i.e. the subscription does not exist for that number any more;

-
unknown MSC;

-
unidentified subscriber, i.e. if the subscriber is not contained in the database and it has not or cannot be established whether or not a subscription exists;

-
unallocated roaming number;

-
unknown equipment;

-
unknown location area.

c)
Subscription problem:

-
roaming not allowed, i.e. a location updating attempt is made in an area not covered by the subscription;

-
illegal subscriber, i.e. illegality of the access has been established by use of authentication procedure;

-
bearer service not provisioned;

-
teleservice not provisioned;

-
illegal equipment, i.e. the IMEI check procedure has shown that the IMEI is blacklisted or not whitelisted.

d)
Handover problem:

· no handover number available, i.e. the VLR cannot allocate a number for handover or cannot allocate the required amount of numbers for relocation;

· subsequent handover failure, i.e. handover to a third MSC failed for some reason;

· target cell outside group call area.

e)
Operation and maintenance problem:

-
tracing buffer full, i.e. tracing cannot be performed because the tracing capacity is exceeded.

f)
Call set-up problem:

-
no roaming number available, i.e. a roaming number cannot be allocated because all available numbers are in use;

-
absent subscriber, i.e. the subscriber has activated the detach service or the system detects the absence condition. This error may be qualified to indicate whether the subscriber was IMSI detached, in a restricted area or did not respond to paging;

-
busy subscriber. This error may be qualified to indicate that the subscriber was busy due to CCBS and that CCBS is possible;

-
no subscriber reply;

-
forwarding violation, i.e. the call has already been forwarded the maximum number of times that is allowed;

-
CUG reject, i.e. the call does not pass a CUG check; additional information may also be given in order to indicate rejection due to e.g. incoming call barred or non-CUG membership;

-
call barred. Optionally, additional information may be included for indicating either that the call meets a barring condition set by the subscriber or that the call is barred for operator reasons. In the case of barring of Mobile Terminating Short Message, the additional information may indicate a barring condition due to "Unauthorised Message Originator"; if the call is rejected due to the application of the ACR supplementary service, the additional information shall indicate a barring condition due to "Anonymous Call Rejection";
-
optimal routeing not allowed, i.e. the entity which sends the error does not support optimal routeing, or the HLR will not accept an optimal routeing interrogation from the GMSC, or the call cannot be optimally routed because it would contravene optimal routeing constraints;

-
forwarding failed, i.e. the GMSC interrogated the HLR for forwarding information but the HLR returned an error.

g)
Supplementary services problem:

-
call barred;

-
illegal SS operation;

-
SS error status;

-
SS not available;

-
SS subscription violation;

-
SS incompatibility;

-
negative password check;

-
password registration failure;

-
Number of Password Attempts;

-
USSD Busy;

-
Unknown Alphabet;

-
short term denial;

-
long term denial.

For definition of these errors see 3GPP TS 24.080 [38].

h)
Short message problem:

-
SM delivery failure with detailed reason as follows:

-
memory capacity exceeded;

-
MS protocol error;

-
MS not equipped;

-
unknown service centre (SC);

-
SC congestion;

-
invalid SME address;

-
subscriber is not an SC subscriber;

-
and possibly detailed diagnostic information, coded as specified in 3GPP TS 23.040, under SMS-SUBMIT-REPORT and SMS-DELIVERY-REPORT. If the SM entity that returns the SM Delivery Failure error includes detailed diagnostic information, it shall be forwarded in the MAP_MO_FORWARD_SHORT_MESSAGE and in the MAP_MT_FORWARD_SHORT_MESSAGE response.

-
message waiting list full, i.e. no further SC address can be added to the message waiting list.

-
Subscriber busy for MT SMS, i.e. the mobile terminated short message transfer cannot be completed because:

-
another mobile terminated short message transfer is going on and the delivery node does not support message buffering; or 

-
another mobile terminated short message transfer is going on and it is not possible to buffer the message for later delivery; or

-
the message was buffered but it is not possible to deliver the message before the expiry of the buffering time defined in 3GPP TS 23.040;

-
Absent Subscriber SM, i.e. the mobile terminated short message transfer cannot be completed because the network cannot contact the subscriber. Diagnostic information regarding the reason for the subscriber's absence may be included with this error.

i)
Location services problem:

· Unauthorised Requesting Network

· Unauthorised LCS Client with detailed reasons as follows:

· NoAdditional Information

· Client not in MS Privacy Exception List

· Call to Client not setup

· Disallowed by Local Regulatory Requirements

· Unauthorised Privacy Class

· Unauthorised Call/Session Unrelated External Client

· Unauthorised Call/Session Related External Client

· Privacy override not applicable

· Position method failure with detailed reasons as follows:

· Congestion

· Insufficient resources

· Insufficient Measurement Data

· Inconsistent Measurement Data

· Location procedure not completed

· QoS not attainable

· Position Method Not Available in Network

· Position Method Not Available in Location Area

-
Unknown or unreachable LCS Client.

* * * Next Change * * * *

10.1
MAP_SEND_ROUTING_INFORMATION service

10.1.1
Definition

This service is used between the Gateway MSC and the HLR. The service is invoked by the Gateway MSC to perform the interrogation of the HLR in order to route a call towards the called MS.

This is a confirmed service using the primitives listed in table 10.1/1.

This service is also used between the GMSC and the NPLR and between the gsmSCF and the HLR.

10.1.2
Service primitives

Table 10.1/1: MAP_SEND_ROUTING_INFORMATION parameters

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Interrogation Type
	M
	M(=)
	
	

	GMSC or gsmSCF Address
	M
	M(=)
	
	

	MSISDN
	M
	M(=)
	C
	C(=)

	OR Interrogation
	C
	C(=)
	
	

	OR Capability
	C
	C(=)
	
	

	CUG Interlock
	C
	C(=)
	C
	C(=)

	CUG Outgoing Access
	C
	C(=)
	C
	C(=)

	Number of Forwarding
	C
	C(=)
	
	

	Network Signal Info
	C
	C(=)
	
	

	Supported CAMEL Phases
	C
	C(=)
	C
	C(=)

	Suppress T-CSI
	C
	C(=)
	
	

	Offered CAMEL 4 CSIs
	C
	C(=)
	
	

	Suppression of Announcement
	C
	C(=)
	
	

	Call Reference Number
	C
	C(=)
	
	

	Forwarding Reason
	C
	C(=)
	
	

	Basic Service Group
	C
	C(=)
	
	

	Basic Service Group 2
	C
	C(=)
	
	

	Alerting Pattern
	C
	C(=)
	
	

	CCBS Call
	C
	C(=)
	
	

	Supported CCBS Phase
	C
	C(=)
	
	

	Additional Signal Info
	C
	C(=)
	
	

	IST Support Indicator
	C
	C(=)
	
	

	Pre-paging supported
	C
	C(=)
	
	

	Call Diversion Treatment Indicator
	C
	C(=)
	
	

	Long FTN Supported
	C
	C(=)
	
	

	Suppress VT-CSI
	C
	C(=)
	
	

	Suppress Incoming Call Barring
	C
	C(=)
	
	

	SuppressMTSS
	C
	C(=)
	
	

	gsmSCF Initiated Call
	C
	C(=)
	
	

	Network Signal Info 2
	C
	C(=)
	
	

	MT Roaming Retry Supported
	U
	C(=)
	
	

	Call Priority
	U
	C(=)
	
	

	IMSI
	
	
	C
	C(=)

	MSRN
	
	
	C
	C(=)

	Forwarding Data
	
	
	C
	C(=)

	Forwarding Interrogation Required
	
	
	C
	C(=)

	VMSC address
	
	
	C
	C(=)

	ReleaseResourcesSupported
	
	
	C
	C(=)

	GMSC Camel Subscription Info
	
	
	C
	C(=)

	Location Information
	
	
	C
	C(=)

	Subscriber State
	
	
	C
	C(=)

	Basic Service Code
	
	
	C
	C(=)

	CUG Subscription Flag
	
	
	C
	C(=)

	North American Equal Access preferred Carrier Id
	
	
	U
	C(=)

	User error
	
	
	C
	C(=)

	SS-List
	
	
	U
	C(=)

	CCBS Target
	
	
	C
	C(=)

	Keep CCBS Call Indicator
	
	
	C
	C(=)

	IST Alert Timer
	
	
	C
	C(=)

	Number Portability Status
	
	
	U
	C(=)

	Supported CAMEL Phases in VMSC
	
	
	C
	

	Offered CAMEL 4 CSIs in VMSC
	
	
	C
	C(=)

	MSRN 2
	
	
	C
	C(=)

	Forwarding Data 2
	
	
	C
	C(=)

	SS-List 2
	
	
	C
	C(=)

	Basic Service Code 2
	
	
	C
	C(=)

	Allowed Services
	
	
	C
	C(=)

	Unavailability Cause
	
	
	C
	C(=)

	Provider error
	
	
	
	O

	GSM Bearer Capability
	
	
	U
	C(=)


10.1.3
Parameter use

See clause 7.6 for a definition of the parameters used in addition to the following. Note that:

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 shall be absent if the sending entity does not support CAMEL;

-
a conditional parameter whose use is defined only in 3GPP TS 23.079 [99] shall be absent if the sending entity does not support optimal routeing;

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 & 3GPP TS 23.079 [99] shall be absent if the sending entity supports neither CAMEL nor optimal routeing.

Interrogation Type
See 3GPP TS 23.079 [99] for the use of this parameter.

GMSC or gsmSCF address
The E.164 address of the GMSC or the gsmSCF. This parameter contains the gsmSCF address if the gsmSCF iniated call parameter is present, otherwise it is the GMSC address.
MSISDN
This is the Mobile Subscriber ISDN number assigned to the called subscriber. In the Request & Indication it is the number received by the GMSC in the ISUP IAM. If the call is to be forwarded and the HLR supports determination of the redirecting number, the HLR inserts the basic MSISDN in the Response.

See 3GPP TS 23.066 [108] for the use of this parameter and the conditions for its presence in the response.

OR Interrogation
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

OR Capability
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

CUG Interlock

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

CUG Outgoing Access

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

Number of Forwarding

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

Network Signal Info

See 3GPP TS 23.018 [97] for the conditions for the presence of the components of this parameter.

Supported CAMEL Phases

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

T-CSI Suppression

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Offered CAMEL 4 CSIs 

This parameter indicates the CAMEL phase 4 CSIs offered in the GMSC/VLR (see clause 7.6.3.36D).

Suppression Of Announcement

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Call Reference Number

The use of this parameter and the conditions for its presence are specified in 3GPP TS 23.078 [98] and 3GPP TS 23.079 [99].

Forwarding Reason
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

Basic Service Group
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence. 

Basic Service Group 2
See 3GPP TS 23.079[99] for the use of this parameter and the conditions for its presence.

Alerting Pattern

See 3GPP TS 23.018 [97] and 3GPP TS 23.078 [98] for the use of this parameter and the conditions for its presence.
CCBS Call
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.

Supported CCBS Phase

This parameter indicates by its presence that CCBS is supported and the phase of CCBS which is supported.
Additional Signal Info
See 3GPP TS 23.081 [27] and 3GPP TS 23.088 [33] for the conditions for the presence of the components of this parameter.

IST Support Indicator

This parameter is used to indicate to the HLR that the GMSC supports basic IST functionality, that is, the GMSC is able to terminate the subscriber call activity that originated the IST Alert when it receives the IST Alert response indicating that the call(s) shall be terminated. If this parameter is not included in the Send Routing Information indication and the subscriber is marked as an IST subscriber, then the HLR may limit the service for the call (by barring the incoming call if it is not subject to forwarding, or suppressing Call Forwarding from the GMSC), or allow the call assuming the associated risk of not having the basic IST mechanism available.

This parameter can also indicate that the GMSC supports the IST Command, including the ability to terminate all calls being carried for the identified subscriber by using the IMSI as a key. If this additional capability is not included in the Send Routing Information indication and the subscriber is marked as an IST subscriber, then the HLR may limit the service for the subscriber (by barring the incoming calls if they are not subject to forwarding, or suppressing Call Forwarding from the GMSC), or allow the incoming calls assuming the associated risk of not having the IST Command mechanism available.

Pre-paging supported

See 3GPP TS 23.018 for the use of this parameter and the conditions for its presence.

Call Diversion Treatment Indicator

This parameter indicates whether or not call diversion is allowed. 

Network Signal Info 2

See 3GPP TS 23.172 [126] for the conditions for the presence of the components of this parameter.

MT Roaming Retry Supported

See 3GPP TS 23.018 [97] and 3GPP TS 23.012 [23] for the use of this parameter and the conditions for its presence.

Call Priority
This parameter indicates the eMLPP priority of the call (see 3GPP TS 24.067 [137]). This parameter should be present if the GMSC supports the eMLPP feature and if the call is an eMLPP call. The eMLPP priority levels A and B shall be mapped to the Call Priority level 0.
IMSI

See 3GPP TS 23.018 [97] and 3GPP TS 23.066 [108] for the use of this parameter and the conditions for its presence.

MSRN
See 3GPP TS 23.018 [97], 3GPP TS 23.066 [108] and 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence. If the NPLR returns only the MSISDN-number without Routeing Number to the GMSC, the MSISDN-number shall be returned as MSRN.

Forwarding Data

This parameter includes a number to define the forwarded-to destination, the forwarding reason and the forwarding options Notification to calling party and Redirecting presentation, and can include the forwarded-to subaddress. See 3GPP TS 23.018 [97] and 3GPP TS 23.079 [99] for the conditions for the presence of its components.

Forwarding Interrogation Required

See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

Long FTN Supported
This parameter indicates that the GMSC supports Long Forwarded-to Numbers.

Suppress VT-CSI

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Suppress Incoming Call Barring

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

gsmSCF Initiated Call

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.
SuppressMTSS

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

VMSC address
See 3GPP TS 23.079 [99] and 3GPP TS 23.078 [98] for the use of this parameter and the conditions for its presence. 
In addition this parameter shall be present if the ReleaseResourcesSupported parameter is present.

Release Resources Supported
This parameter indicates by its presence that the MAP_RELEASE_RESOURCES service is supported at the VMSC. It shall be present if so indicated by the VMSC with MAP_PROVIDE_ROAMING_NUMBER confirm.

GMSC CAMEL Subscription Info

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Location Information

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Subscriber State

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

CUG Subscription Flag
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

North American Equal Access preferred Carrier Id

This parameter is returned to indicate the preferred carrier identity to be used to set-up the call (i.e. forwarding the call or establishing the roaming leg).

SS-List

This parameter includes SS-codes and will be returned as an operator option. The HLR shall not send PLMN-specific SS-codes across PLMN boundaries. However if the GMSC receives PLMN-specific SS-codes from a foreign PLMN's HLR the GMSC may ignore it. If the GMSC attempts to process the PLMN- specific SS- codes, this may lead to unpredictable behaviour but the GMSC shall continue call processing.

Basic Service Code

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.
If the CAMEL service is not involved, this parameter includes the basic service code and will be returned as an operator option. The HLR shall not send a PLMN-specific Basic Service Code across PLMN boundaries. However if the GMSC receives a PLMN-specific Basic Service Code from a foreign PLMN's HLR the GMSC may ignore it. If the GMSC attempts to process the PLMN specific Basic Service codes, this may lead to unpredictable behaviour but the GMSC shall continue call processing.

CCBS Target
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.
Keep CCBS Call Indicator
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.
IST Alert Timer

It includes the IST Alert timer value that must be used to inform the HLR about the call activities that the subscriber performs. This parameter is only sent to the GMSC in response to a Send Routing Information request which indicates the the GMSC supports IST.
Number Portability Status

This parameter indicates the number portability status of the subscriber. This parameter may be present if the sender of SRIack is NPLR.

Supported CAMEL Phases in VMSC

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Offered CAMEL 4 CSIs in VMSC

This parameter is defined in clause 7.6.3.36F.

MSRN 2

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Forwarding Data 2

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

SS-List 2
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Basic Service Code 2
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Allowed Services

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

Unavailability Cause
The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.172 [126].

User error
This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Unknown Subscriber;

The diagnostic for the Unknown Subscriber error may indicate “NPDB Mismatch”.

-
Number changed;

-
Call Barred;


This error will indicate that either incoming calls are barred for this MS or that calls are barred due to Operator Determined Barring (see 3GPP TS 22.041 [8] for a definition of this network feature);

-
CUG Reject;


The value of this error cause will indicate the reason for CUG Reject;

-
Bearer Service Not Provisioned;

-
Teleservice Not Provisioned;


A subscription check has been performed and the call has not passed the check due to incompatibility with regard to the requested service. Depending on the nature of the incompatibility, either of these messages will be returned;

-
Facility Not Supported;

-
Absent Subscriber;


This indicates that the location of the MS is not known (either the station is not registered and there is no location information available or the Provide Roaming Number procedure fails due to IMSI detached flag being set), or the GMSC requested forwarding information with a forwarding reason of not reachable, and the call forwarding on MS not reachable service is not active; this may also indicate that the MS has moved to a new MSC/VLR and that MT Roaming Retry is requested (see 3GPP TS 23.018 [97]);
-
Busy Subscriber;


This indicates that Call Forwarding on Busy was not active for the specified basic service group when the GMSC requested forwarding information with a forwarding reason of busy;


The error may also indicate that the subscriber is busy due to an outstanding CCBS recall. In the error data it may then be specified that CCBS is possible for the busy encountered call;

-
No Subscriber Reply;


This indicates that Call Forwarding on No Reply was not active for the specified basic service group when the GMSC requested forwarding information with a forwarding reason of no reply;

-
OR Not Allowed;


This indicates that the HLR is not prepared to accept an OR interrogation from the GMSC, or that calls to the specified subscriber are not allowed to be optimally routed;

-
Forwarding Violation;

-
System Failure;

-
Data Missing;

-
Unexpected Data Value.

See clause 7.6.1.4 for a definition of these errors.

Provider error
These are defined in clause 7.6. 

GSM Bearer Capability

This information is passed according to the rules specified in 3GPP TS 29.007 [56]. There may be two GSM Bearer Capabilities supplied.
* * * For information * * * *

sendRoutingInfo  OPERATION ::= {



--Timer m

-- The timer is set to the upper limit of the range if the GMSC supports pre-paging.

ARGUMENT



SendRoutingInfoArg


RESULT



SendRoutingInfoRes


ERRORS {



systemFailure |



dataMissing |



unexpectedDataValue |



facilityNotSupported |



or-NotAllowed |



unknownSubscriber |



numberChanged |



bearerServiceNotProvisioned |



teleserviceNotProvisioned |



absentSubscriber |



busySubscriber |



noSubscriberReply |



callBarred |



cug-Reject |



forwardingViolation}


CODE
local:22 }

callBarred  ERROR ::= {


PARAMETER



CallBarredParam


-- optional


CODE
local:13 }

* * * Next Change * * * *

17.7.7
Error data types

CallBarredParam ::= CHOICE {


callBarringCause
CallBarringCause,


-- call BarringCause must not be used in version 3 and higher

extensibleCallBarredParam
ExtensibleCallBarredParam


-- extensibleCallBarredParam must not be used in version <3


}

CallBarringCause ::= ENUMERATED {


barringServiceActive  (0),


operatorBarring  (1)}

ExtensibleCallBarredParam ::= SEQUENCE {


callBarringCause
CallBarringCause
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


unauthorisedMessageOriginator
[1] NULL

OPTIONAL,


anonymousCallRejection
[2] NULL

OPTIONAL }
-- unauthorisedMessageOriginator and anonymousCallRejection shall be mutually exclusive. 
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