Page 1



3GPP TSG CT WG1 Meeting #72
















C1-112848
Shanghai (P.R. China), 27 June - 1 July 2011
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	24.642
	CR
	0059
	(

rev
	1
	(

Current version:
	9.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	CC invocation target correction

	
	

	Source to WG:
(

	Deutsche Telekom

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	CCBS_CCNR
	
	Date: (

	30/06/2011

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	In order to indicate that CC is possible the Originating AS sends back in the Call-Info header either the URI of the Terminating AS or the URI received in the original INVITE request. The URI in the Call-Info header will be used as the Request-URI for the CC SUBSCRIBE, which means that also the Request-URI of the CC SUBSCRIBE can indicate the CC target to the Terminating AS. Procedures at the Terminating AS check only the To header field to determine the CC target.
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****************** First Change ******************

4.5.4.3.2.1
Normal operation

Several CC requests can be queued against one destination B in the destination B CC queue (queue B). The exact size of queue B (from 1 to 5 entries) is a destination network operator option.

As a network option the destination network operator can reduce the sizes of the CC queues associated with individual users. The reduced size can be zero. The size of the CCBS queue can also be related to the size of the CCNR queue if existing.
On receipt of a CC invocation request as described in subclause 4.5.4.2.1.1.5, the terminating AS shall:
a)
acknowledge the receipt of the SUBSCRIBE request with a 202 Accepted response. The terminating AS shall set the Expires header field in the 202 Accepted response to a value less or equal than the value of the Expires header field in the received SUBSCRIBE request, in accordance with RFC 3265 [6].
b)
check if the Request-URI of the SUBSCRIBE request is available for the requested CC service; if there is no match, the terminating AS shall check if the URI in the To header field of the SUBSCRIBE request is available for the requested CC service; if it is available, the terminating AS shall store the information received in the CC invocation request in the destination B queue and send a NOTIFY request to the originating AS according to draft-ietf-bliss-call-completion [5]. The terminating AS shall populate the NOTIFY request as follows:

-
a Request-URI set to the URI of the originating AS as received in the Contact header field of the SUBSCRIBE request;

-
a To header field set to the URI of UE-A as received in the From header field of the SUBSCRIBE request;
-
a From header field set to the URI of UE-B as received in the To header field of the SUBSCRIBE request;

-
a Subscription-State header field set to "active";

-
the "expires" Subscription-State header field parameter set to the current value of the subscription duration,
-
a body set to a cc-state parameter set to 'queued'; and
-
if the retain option is supported at the terminating AS, a cc-service-retention parameter in the same body;

c)
start the service duration timer CC-T7; and
d)
monitor destination B 
-
in case of CCBS for becoming not busy; or

-
in case of CCNR for becoming not busy after having initiated an activity.
NOTE:
Methods for monitoring the callee for becoming not busy are a network provider implementation option.
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