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****************** change 1 ******************

9.2.1A
SC UE procedures for PS to CS access transfer with MSC server assisted mid-call feature

The SC UE shall apply the MSC Server assisted mid-call feature when transferring the session not using ICS capabilities if:

1.
the SC UE supports the MSC Server assisted mid-call feature; and

2.
one of the following is true:

A.
there is at least one ongoing full-duplex session with active speech media component and the Contact header field received during the establishment of the ongoing full-duplex session with active speech media component which has been most recently made active includes the g.3gpp.mid-call media feature tag as described in annex C; or

B.
there is no ongoing full-duplex session with active speech media component and the Contact header field received during the establishment of the ongoing full-duplex session with inactive speech media component which became inactive most recently includes the g.3gpp.mid-call media feature tag as described in annex C.

When the SC UE applies the MSC Server assisted mid-call feature, in addition to the procedures described in subclause 9.2.1, and before sending a message to set up a call over the CS domain, the SC UE shall:

1.
if there are two or more ongoing full-duplex sessions with active speech media component:

A.
initiate the release of all the ongoing full-duplex sessions with speech media component except two that were most recently made active;

B.
initiate the session modification of the ongoing full-duplex session with speech media component that was made active less recently and offer the speech media component with "sendonly" or "inactive" directionality; and

C.
transfer two remaining ongoing full-duplex sessions with speech media component;

NOTE 1:
When full-duplex session with active speech media component and another session with inactive speech media component exist, one CC SETUP message transfers both sessions.

2.
if there are one ongoing full-duplex session with active speech media component and one or more ongoing full-duplex session with inactive speech media component:

A.
initiate the release of all the ongoing full-duplex sessions with inactive speech media component except the one which became inactive most recently; and

B.
transfer two remaining ongoing full-duplex sessions with speech media component;

NOTE 2:
When full-duplex session with active speech media component and another session with inactive speech media component exist, one CC SETUP message transfers both sessions.

3.
if there is one ongoing full-duplex session with active speech media component and no ongoing full-duplex session with inactive speech media component, transfer the ongoing full-duplex session with the speech media component; and

4.
if there is no ongoing full-duplex session with active speech media component and there is one or more ongoing full-duplex session with inactive speech media component:

A.
initiate the release of all the ongoing full-duplex sessions with inactive speech media component except the one which became inactive most recently; and

C.
transfer the ongoing full-duplex session with speech media component.

NOTE 3:
The ongoing full-duplex session with inactive speech media component is transferred to a held CS call.

The SC UE shall associate the additional transferred session with CS call with transaction identifier calculated as in the table 9.2.1A-1 and TI flag value as in mobile originated call.

Table 9.2.1A-1: held session transaction identifier calculation formula

<transaction identifier of the additional transferred session> = (1 + <transaction identifier of the CS call established by the SETUP message>) modulo 7

If:

1.
the SC UE has a subscription as described in subclause 7.2.2 for the ongoing full-duplex session with active speech media component; or

2.
the ongoing full-duplex session with active speech media component does not exist and the SC UE has a subscription as described in subclause 7.2.2 for the ongoing full-duplex session with inactive speech media component;

then the SC UE shall associate the participants extracted in subclause 9.1A with transaction identifiers calculated as in the table 9.2.1A-2 and with TI flag of the session. The offsets 0, 2, 3, 4, 5 are assigned to the participants in their order in the list of the extracted participants.

Table 9.2.1A-2: transaction identifier assignment for participants

<transaction identifier of participant> = (<transaction identifier of the conference> + <offset of participant>) modulo 7

If 

1.
the ongoing full-duplex session with active speech media component exists and the SC UE does not have a subscription as described in subclause 7.2.2 for the ongoing full-duplex session with active speech media component; and

2.
the SC UE has a subscription as described in subclause 7.2.2 for the additional transferred session;

then the SC UE shall associate the participants extracted in subclause 9.1A with transaction identifiers calculated as in the table 9.2.1A-2 and with TI flag of the additional transferred session. The offsets 0, 1, 2, 3, 4 are assigned to the participants in their order in the list of the extracted participants.

****************** change 2 ******************

9.3.2A
SCC AS procedures for PS to CS access transfer with MSC server assisted mid-call feature

The SCC AS shall apply the MSC Server assisted mid-call feature if:

1.
the Contact header field of the SIP INVITE request due to static STN includes the g.3gpp.mid-call media feature tag as specified in annex C;

2.
one of the following is true:

A.
at least one confirmed dialog supporting a session with active speech media component exists for the user identified in the P-Asserted-Identity header field and the Contact header field provided by the SC UE at the establishment of the confirmed dialog supporting a session with active speech media comonent which has been most recently made active includes the g.3gpp.mid-call media feature tag as described in annex C; or

B.
no confirmed dialog supporting a session with active speech media component exists for the user identified in the P-Asserted-Identity header field, one or more confirmed dialogs supporting a session with inactive speech media component exists for the user and the Contact header field provided by the SC UE at the establishment of the confirmed dialog supporting a session with inactive speech media component which became inactive most recently includes the g.3gpp.mid-call media feature tag as described in annex C;

3.
the SCC AS supports the MSC Server assisted mid-call feature according to operator policy; and

4.
the SCC AS is aware that all MSC Servers in the network where the UE is registered which can be involved in the SRVCC procedures support the MSC Server assisted mid-call feature.

When the SCC AS applies the MSC Server assisted mid-call feature, in addition to the procedures described in subclause 9.3.2, and before determining that the SCC AS is not able to identify one dialog for session transfer, the SCC AS may:

1.
if more than one confirmed dialog supporting a session exists for the user identified in the P-Asserted-Identity header field, and exactly one confirmed dialog supporting a session with active speech media component exists and there is at least one remaining confirmed dialog supporting a session with inactive speech media component, then:

-
release all dialogs supporting a session with active speech media component for which SIP 2xx responses have not been sent for these dialogs;

-
release all confirmed dialogs supporting a session with inactive speech media component except the one with the speech media component which became inactive most recently and continue the session transfer procedures with the confirmed dialog supporting a session with active speech media component;

2.
if more than one confirmed dialog supporting a session with active speech media component exists for the user identified in the P-Asserted-Identity header field, release all confirmed dialogs supporting a session with speech media component except two with the speech media component which became active most recently and continue the session transfer procedures with the confirmed dialog supporting a session with the speech media component which became active most recently; and

3.
if no confirmed dialog supporting a session with active speech media component exists for the user identified in the P-Asserted-Identity header field, one or more confirmed dialogs supporting a session with inactive speech media component exists for the user then the SCC AS may release all confirmed dialogs supporting a session with speech media component except the one with the speech media component which became inactive most recently and continue the session transfer procedures with the confirmed dialog supporting a session with inactive speech media component.

When the SCC AS applies the MSC Server assisted mid-call feature, in addition to the procedures described in subclause 9.3.2, the SCC AS shall include the g.3gpp.mid-call media feature tag as described in annex C in the Contact header field of the SIP 2xx response to the SIP INVITE request due to static STN.

When the SCC AS applies the MSC Server assisted mid-call feature and a confirmed dialog supporting a session with inactive speech media component was associated with the SIP INVITE request due to static STN, in addition to the procedures described in subclause 9.3.2, the SCC AS shall set the directionality of the audio media in the SDP offer as used in the session with remote UE.

If:

-
the SCC AS applies the MSC Server assisted mid-call feature;

-
the session associated with the SIP INVITE request due to static STN is related to a subscription as described in subclause 7.3.3; and

-
a SIP 2xx response was received to the last SIP NOTIFY request with conference information sent to the UE within the related subscription;

then the SCC AS shall send a SIP INFO request towards the MSC Server as specified in 3GPP TS 24.229 [2] and IETF RFC 6086 [54] in the dialog created by the SIP INVITE request due to static STN. The SCC AS shall populate the SIP INFO request as follows:

1.
include the Info-Package header field as specified in IETF RFC 6086 [54] with g.3gpp.mid-call package name; and

2.
include application/vnd.3gpp.mid-call+xml XML body contaning the participants extracted as specified in the subclause 9.1A of the subscription related to the session associated with the SIP INVITE request due to static STN as described in subclause 7.3.3.

If the SCC AS applies the MSC Server assisted mid-call feature, two confirmed dialogs supporting a session with  speech media component exist for the user identified in the P-Asserted-Identity header field then the SCC AS shall send a SIP REFER request towards the MSC Server in accordance with the procedures specified in 3GPP TS 24.229 [2], IETF RFC 3515 [13] and IETF RFC 4488 [20] in the dialog created by the SIP INVITE request due to static STN. The SCC AS shall populate the SIP REFER request as follows:

1.
the Refer-Sub header field with value "false" as specified in IETF RFC 4488 [20];

2.
the Supported header field with value "norefersub" as specified in IETF RFC 4488 [20];

3.
the Refer-To header field containing the information related to the additional transferred session, i.e. session with speech media component other than the session associated with the SIP INVITE request due to static STN, i.e. set to the additional transferred session SCC AS URI and the following URI header fields:

A.
the Target-Dialog URI header field populated as specified in IETF RFC 4538 [11], containing the dialog identifier of the session with the SC UE;

B.
the Require URI header field populated with the option tag value "tdialog";

C.
the To URI header field populated as specified in IETF RFC 3261 [19], containing the P-Asserted-Identity provided by the remote UE during the session establishment;

D.
the From URI header field populated as specified in IETF RFC 3261 [19], containing the public user identity of the SC UE provided during the session establishment;

E.
the Content-Type header field with "application/sdp"; and

F.
the "body" URI header field populated with an SDP body describing the media streams as negotiated in the session with the remote UE and:

a.
if directionality used by SC UE is "sendrecv" or "sendonly", with the "sendonly" directionality; and

b.
if directionality used by SC UE is "recvonly" or "inactive", with the "inactive" directionality.

4.
the Content-Type header field with the value set to MIME type as specified in the annex D.1.3; and

5.
a XML body compliant to the XML schema specified in the annex D.1.2. If 

A.
the session associated with the SIP INVITE request due to static STN is not related to any subscription as described in subclause 7.3.3;

B.
the additional transferred session is related to a subscription as described in subclause 7.3.3; and

C.
a SIP 2xx response was received to the last SIP NOTIFY request with conference information sent to the UE within the related subscription;


then SCC AS shall populate the XML body with the participants extracted as specified in the subclause 9.1A of the subscription related to the additional transferred session as specified in subclause 7.3.3.

****************** change 3 ******************

12.2.3
Not based on ICS

After successful SR-VCC procedures (as described in 3GPP TS 24.008 [8]), if the SC UE is not using ICS capabilities and the SC UE does not apply the MSC Server assisted mid-call feature as specified in subclause 12.2.3A, the SC UE shall replace the ongoing session with active speech media component which was made active most recently with the newly established CS voice call.

NOTE: 
In the case when ICS is not supported or used and the SC UE does not apply the MSC Server assisted mid-call feature, only the ongoing session with active speech media component which was made active most recently is transferred from PS to CS audio.

If:

-
the Gm reference point is retained upon PS handover; 

-
the SC UE is not using ICS capabilities; and

-
SR-VCC procedures (as described in 3GPP TS 24.008 [8]) have been completed;

the SC UE shall:

-
send a SIP re-INVITE request to the SCC AS as specified for media removal in subclause 13.2.1; and

-
indicate in the SDP offer the speech media component as removed.

****************** change 4 ******************

12.2.3A
Not based on ICS with MSC Server assisted mid-call feature

After successful SR-VCC procedures (as described in 3GPP TS 24.008 [8]), if:

1.
the SC UE is not using ICS capabilities;

2.
the SC UE supports the MSC Server assisted mid-call feature; and

3.
one of the following is true:

A.
there is at least one ongoing session with active speech media component and the Contact header field received by the SC UE at the establishment of the ongoing session with active speech media component, which has been most recently made active, includes the g.3gpp.mid-call media feature tag as described in annex C; or

B.
there is no ongoing session with active speech media component and the Contact header field received by the SC UE at the establishment of the ongoing session with inactive speech media component which became inactive most recently includes the g.3gpp.mid-call media feature tag as described in annex C.

then the SC UE shall apply the MSC Server assisted mid-call feature as follows:
1.
if two or more ongoing sessions with active speech media component exist, the SC UE shall replace the speech media components of the two ongoing sessions with active speech media component which were most recently made active with the newly established active and held CS voice calls;
2.
if one ongoing session with active speech media component exists and one or more ongoing sessions with inactive speech media component exist, the SC UE shall replace the speech media components of the ongoing session with active speech media component and of the ongoing session with inactive speech media component which was most recently made inactive with the newly established active and held CS voice calls;

3.
if one ongoing session with active speech media component exists and no ongoing sessions with inactive speech media component exist, the SC UE shall replace the speech media component of the ongoing session with active speech media component with the newly established active CS voice call; and

4.
if no ongoing session with active speech media component exists and one or more ongoing session with inactive speech media component exists, the SC UE shall replace the speech media component of the ongoing session with inactive speech media component which became inactive most recently with the newly established held CS voice call.

For each session, the SC UE shall proceed as specified in subclause 12.2.3.

If two sessions are transferred, the SC UE shall associate the additional transferred session with CS call with transaction identifier 1 and TI flag value as in mobile terminated call.
NOTE:
The session with active speech media component transaction identifier value is described in 3GPP TS 24.008 [8]

If a transferred session is with conference focus then the SC UE shall associate the transaction identifiers to participants as in subclause 9.2.1A.

If single session with inactive speech media component is transferred, the SC UE shall associate the transferred session with CS call with transaction identifier 0 and TI flag value as in mobile terminated call.

