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11.2.3
Timers of GPRS session management

Table 11.2c/3GPP TS 24.008: GPRS session management timers - MS side

	TIMER NUM.
	TIMER VALUE
	STATE 
	CAUSE OF START
	NORMAL STOP
	ON THE
 1st, 2nd, 3rd, 4th EXPIRY

	T3380
	30s
	PDP-
ACTIVE-PEND or MBMS ACTIVE-PENDING
	ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST or ACTIVATE MBMS CONTEXT REQUEST sent
	ACTIVATE 
PDP CONTEXT ACCEPT, ACTIVATE 
SECONDARY PDP CONTEXT ACCEPT or ACTIVATE MBMS CONTEXT ACCEPT received

ACTIVATE
PDP CONTEXT REJECT, ACTIVATE
SECONDARY PDP CONTEXT REJECT or ACTIVATE MBMS CONTEXT REJECT received
	Retransmission of ACTIVATE PDP
CONTEXT REQ, ACTIVATE SECONDARY PDP CONTEXT REQUEST or ACTIVATE MBMS CONTEXT REQUEST

	T3381 
	8s
	PDP-MODIFY-PENDING
	MODIFY PDP CONTEXT REQUEST sent
	MODIFY PDP CONTEXT ACCEPT received
	Retransmission of MODIFY PDP CONTEXT REQUEST

	T3390
	8s
	PDP-
INACT-PEND 
	DEACTIVATE PDP CONTEXT REQUEST sent
	DEACTIVATE PDP CONTEXT ACC
received
	Retransmission of DEACTIVATE
PDP CONTEXT REQUEST

	T3396
	NOTE 1
	PDP-
ACT-PEND or MBMS ACTIVE-PENDING
PROCEDURE TRANSACTION PENDING (defined in 3GPP TS 24.301 [120])
	ACTIVATE PDP CONTEXT REJECT, ACTIVATE MBMS CONTEXT REJECT, ACTIVATE SECONDARY PDP CONTEXT REJECT or modify PDP context reJECT with a timer value for T3396 received 
PDN CONNECTIVITY REJECT, BEARER RESOURCE MODIFICATION REJECT or BEARER RESOURCE ALLOCATION REJECT (defined in 3GPP TS 24.301 [120]) with a timer value for T3396 received
	REQUEST PDP CONTEXT ACTIVATION or REQUEST SECONDARY PDP CONTEXT ACTIVATION or MODIFY PDP CONTEXT REQUEST or ACTIVE DEFAULT EPS BEARER CONTEXT REQUEST or ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST or MODIFY EPS BEARER CONTEXT REQUEST received
	None

	NOTE 1:
The value of this timer can be provided by the network operator when a request to activate a PDP context or a request to activate a MBMS context or a request to modify a PDP context is rejected by the network with a certain SM cause, or a request to establish a PDN connection, a request to allocate bearer resources or a request to modify bearer resources (defined in 3GPP TS 24.301 [120]) is rejected by the network with a certain ESM cause. The value of the timer when included with SM cause or ESM cause #26 is taken randomly from an operator dependent range not greater than 72 hours. If the PDN CONNECTIVITY REJECT was sent together with an ATTACH REJECT message and the ATTACH REJECT message was not integrity protected, MS uses a random value from a default range of 15mins to 30mins.


NOTE:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.

Table 11.2d/3GPP TS 24.008: GPRS session management timers - network side

	TIMER NUM.
	TIMER VALUE
	STATE 
	CAUSE OF START
	NORMAL STOP
	ON THE
 1st, 2nd, 3rd, 4th EXPIRY

	T3385
	8s
	PDP-
ACT-PEND or MBMS ACTIVE-PENDING
	REQUEST PDP CONTEXT ACTIVATION or 
REQUEST SECONDARY PDP CONTEXT ACTIVATION or REQUEST MBMS CONTEXT ACTIVATION sent
	ACTIVATE PDP CONTEXT REQUEST or ACTIVATE SECONDARY PDP CONTEXT REQUEST or
ACTIVATE MBMS CONTEXT REQUEST received
	Retransmission of REQUEST PDP CONTEXT ACTIVATION or REQUEST SECONDARY PDP CONTEXT ACTIVATION or
REQUEST MBMS CONTEXT ACTIVATION

	T3386
	8s
	PDP-
MOD-PEND
	MODIFY PDP CONTEXT REQUEST sent
	MODIFY PDP CONTEXT ACC received
	Retransmission of MODIFY PDP CONTEXT REQ

	T3395
	8s
	PDP-
INACT-PEND or MBMS INACTIVE-PENDING
	DEACTIVATE PDP CONTEXT REQUEST sent
	DEACTIVATE PDP CONTEXT ACC received
	Retransmission of DEACTIVATE PDP CONTEXT REQ


NOTE:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.
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