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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-2nd-Level
	Status-2nd-Level
	WorkItem

	24.312
	0080
	1
	Rel-11
	Access technologies for IFOM
	F
	C1-114196
	agreed
	TEI11

	27.007
	0304
	1
	Rel-11
	Add support for display orientation event reporting
	C
	C1-114275
	agreed
	TEI11

	27.007
	0312
	-
	Rel-11
	Addition of missing brackets to make responses optional
	F
	C1-114484
	agreed
	TEI11

	23.041
	0071
	2
	Rel-11
	Additional Message Identifiers for CMAS/EU-Alerts
	B
	C1-115255
	agreed
	TEI11

	29.118
	0180
	4
	Rel-11
	Asynchronous display of network name in CSFB deployment
	F
	C1-114717
	agreed
	TEI11

	24.008
	1954
	1
	Rel-11
	Clarification of network's knowledge of MS's valid CSG subscription
	F
	C1-114347
	agreed
	TEI11

	24.301
	1245
	1
	Rel-11
	Clarification of network's knowledge of UE's valid CSG subscription
	F
	C1-114346
	agreed
	TEI11

	24.305
	0015
	-
	Rel-11
	Clarification to GPRS SM and EPS SM procedures
	F
	C1-113960
	agreed
	TEI11

	24.008
	1957
	1
	Rel-11
	Clarification to the description of the cause value #22 (congestion)
	F
	C1-114327
	agreed
	TEI11

	24.302
	0173
	4
	Rel-11
	Clarify interaction between ISRP and ISMP
	F
	C1-115254
	agreed
	TEI11

	23.041
	0066
	2
	Rel-11
	Coding of Geographical Scope parameter for E-UTRAN/LTE operation.
	F
	C1-114427
	agreed
	TEI11

	23.040
	0113
	-
	Rel-11
	Correction of mapping of SIP transport errors to RP-ERRORs
	F
	C1-114672
	agreed
	TEI11

	24.312
	0079
	1
	Rel-11
	Correction of the scope of RulePriority
	F
	C1-114194
	agreed
	TEI11

	27.007
	0313
	-
	Rel-11
	Correction to +CRLP
	F
	C1-114485
	agreed
	TEI11

	24.305
	0016
	-
	Rel-11
	Correction to allow 3GPP network operators to stop useless signalling over IP-CAN used by 3GPP
	F
	C1-114727
	agreed
	TEI11

	24.008
	1942
	3
	Rel-11
	Correction to authentication not accepted by the MS
	F
	C1-114725
	agreed
	TEI11

	24.301
	1228
	3
	Rel-11
	Correction to authentication not accepted by the UE
	F
	C1-114724
	agreed
	TEI11

	24.008
	1947
	2
	Rel-11
	Correction to MS initiated PDP context modification without changing packet filter(s) procedure
	F
	C1-114403
	agreed
	TEI11

	24.234
	0106
	1
	Rel-11
	Correction to radio access technology supported by a WLAN UE
	F
	C1-114342
	agreed
	TEI11

	29.118
	0181
	1
	Rel-11
	Correction to references
	F
	C1-113958
	agreed
	TEI11

	24.301
	1233
	2
	Rel-11
	Correction to UE initiated bearer modification without changing packet filter(s) procedure
	F
	C1-114404
	agreed
	TEI11

	27.007
	0311
	-
	Rel-11
	Corrections to +CGCONTRDP and +CGSCONTRDP
	F
	C1-114483
	agreed
	TEI11

	24.301
	1282
	1
	Rel-11
	eKSI value allocation when no eKSI value stored
	F
	C1-115122
	agreed
	TEI11

	24.301
	1224
	1
	Rel-11
	Emergency bearer services from EMM-REGISTERED substates
	F
	C1-114335
	agreed
	TEI11

	24.008
	1938
	2
	Rel-11
	Emergency bearer services from GMM-REGISTERED substates
	F
	C1-114752
	agreed
	TEI11

	24.312
	0076
	4
	Rel-11
	Handling ForServiceBased ISRP where APN leaf in absent
	F
	C1-115253
	agreed
	TEI11

	24.301
	1229
	1
	Rel-11
	Handling of Equivalent PLMN after emergency PDN connection is released
	F
	C1-114325
	agreed
	TEI11

	24.008
	1943
	1
	Rel-11
	Handling of equivalent PLMN list for GPRS services during the attach and RAU procedure.
	F
	C1-114324
	agreed
	TEI11

	24.302
	0175
	3
	Rel-11
	Handling the absence of APN leaf in ForServiceBased ISRP
	F
	C1-114969
	agreed
	TEI11

	24.301
	1227
	-
	Rel-11
	IMSI detach and EMM common procedure collision
	F
	C1-113954
	agreed
	TEI11

	24.008
	1941
	-
	Rel-11
	IMSI detach and GMM common procedure collision
	F
	C1-113955
	agreed
	TEI11

	27.007
	0309
	1
	Rel-11
	Introduction of a default PDP context (cid=0)
	B
	C1-115116
	agreed
	TEI11

	24.302
	0182
	1
	Rel-11
	ISRP usage
	F
	C1-114976
	agreed
	TEI11

	24.008
	1998
	1
	Rel-11
	MLD RFC references
	F
	C1-115123
	agreed
	TEI11

	24.008
	1997
	2
	Rel-11
	MM state in combine GMM procedure initiated
	F
	C1-115353
	agreed
	TEI11

	27.007
	0320
	1
	Rel-11
	Modifying +CGCONTRDP to indicate that connectivity is provided by a LIPA PDN connection
	C
	C1-115125
	agreed
	TEI11

	23.041
	0073
	1
	Rel-11
	Multiple languages used in CBS
	F
	C1-114975
	agreed
	TEI11

	24.234
	0108
	1
	Rel-11
	Network selection for emergency calls
	F
	C1-114973
	agreed
	TEI11

	27.007
	0318
	-
	Rel-11
	No More PS Data, +CNMPSD
	B
	C1-114769
	agreed
	TEI11

	24.237
	0606
	2
	Rel-11
	PS to CS SRVCC update
	F
	C1-115256
	agreed
	TEI11

	24.008
	1802
	11
	Rel-11
	Re-attach for emergency bearer service
	F
	C1-115257
	agreed
	TEI11

	24.301
	1182
	7
	Rel-11
	Re-attach for emergency bearer service
	F
	C1-115258
	agreed
	TEI11

	24.008
	1977
	1
	Rel-11
	Removal of cause values #52 from activate PDP context reject
	F
	C1-115117
	agreed
	TEI11

	24.301
	1255
	4
	Rel-11
	Request for CS emergency call when CS domain not available
	F
	C1-115363
	agreed
	TEI11

	27.007
	0319
	2
	Rel-11
	Setting UE Usage Setting, +CEUS
	B
	C1-115260
	agreed
	TEI11

	27.005
	0008
	-
	Rel-11
	Specification of integer type definitions of AT-command parameters
	F
	C1-114524
	agreed
	TEI11

	43.068
	0155
	-
	Rel-11
	TC-RT: GCR Transient Data
	F
	C1-114668
	agreed
	TEI11

	43.069
	0110
	-
	Rel-11
	TC-RT: GCR Transient Data
	F
	C1-114669
	agreed
	TEI11

	43.068
	0154
	-
	Rel-11
	TC-RT: Initial Talker Information handling (solving race conditions)
	F
	C1-114666
	agreed
	TEI11

	43.069
	0109
	-
	Rel-11
	TC-RT: Initial Talker Information handling (solving race conditions)
	F
	C1-114667
	agreed
	TEI11

	23.041
	0072
	1
	Rel-11
	Update Number Processing
	F
	C1-114923
	agreed
	TEI11

	24.008
	1933
	2
	Rel-11
	Update of handling of collision between MS initiated detach procedure and network initiated detach procedure with “re-attached required”
	F
	C1-114720
	agreed
	TEI11

	24.301
	1219
	2
	Rel-11
	Update of handling of collision between UE initiated detach procedure and network initiated detach procedure with “re-attached required”
	F
	C1-114719
	agreed
	TEI11

	24.008
	1953
	1
	Rel-11
	Update of the forbidden PLMN list for GPRS services on receipt of Detach request
	F
	C1-114344
	agreed
	TEI11


