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[Start of the change]

	C101
	IF A.1/1 THEN M ELSE N/A
	-- O_Cap_Conf

	C102
	void
	

	C103
	void
	

	C104
	IF A.1/2 THEN M ELSE N/A

	-- O_Sust_text

	C105
	IF A.1/3 AND A.1/26 THEN M ELSE N/A
	-- O_Ucs2_Entry AND O_UCS2_Cyrillic

	C106
	IF A.1/4 THEN M ELSE N/A
	-- O_Ext_Str

	C107
	IF A.1/5 THEN M ELSE N/A
	-- O_Help

	C108
	IF A.1/6 THEN O.1 ELSE N/A
	-- O_Icons

	C109
	IF A.1/7 THEN M ELSE N/A
	-- O_Dual_Slot

	C110
	IF (A.1/9 AND A.1/25) THEN M ELSE N/A

	O_Run_At AND O_+CIMI

	C111
	IF (A.1/10 OR E.1/71) THEN M ELSE N/A
	-- O_LB

	C112
	IF A.1/11 THEN M ELSE N/A
	-- O_Soft_key

	C113
	void
	

	C114
	IF C110 AND A.1/6 THEN O.1 ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons

	C115
	IF C111 AND A.1/6 THEN O.1 ELSE N/A
	-- O_LB AND O_Icons

	C116
	IF A1/7 AND A.1/8 THEN M ELSE N/A
	-- O_Dual_Slot AND O_Detach_Rdr

	C117
	IF C111 AND C118 THEN M ELSE N/A
	-- O_LB AND O_Ucs2_Disp AND O_UCS2_Cyrillic

	C118
	IF A.1/15 AND A.1/26 THEN M ELSE N/A

	-- O_Ucs2_Disp AND O_UCS2_Cyrillic

	C119
	IF A.1/19 THEN M ELSE N/A

	-- O_Redial

	C120
	IF A.1/20 THEN M ELSE N/A

	-- O_D_NoResp

	C121
	IF A.1/21 AND A.1/17 THEN M ELSE N/A
	-- O_BIP_GPRS AND O_UDP

	C122
	IF C111 AND A.1/16 THEN M ELSE N/A
	-- O_LB  AND O_GPRS

	C123
	void
	

	C124
	IF A.1/22, test x.A M ELSE x.B M (where x is the expected sequence number value)
	-- O_CP_Subaddr

	C125
	IF A. 1/23 THEN M ELSE N/A

	-- O_FDN

	C126
	IF A. 1/24 THEN M ELSE N/A

	-- O_BDN

	C127
	IF C121 AND A.1/31 THEN M ELSE N/A

	-- O_BIP_GPRS AND O_UDP AND O_BUFFER_SIZE

	C128
	IF C121 AND (NOT A.1/32) THEN M ELSE N/A
	-- O_BIP_GPRS AND O_UDP AND (NOT O_DTM)

	C129
	IF A.1/33 THEN test x.A M ELSE test x.B M
	-- O_longFTN

	C130
	IF (C121 AND A.1/34) THEN test x.A M ELSE
IF (C121 AND NOT A.1/34) test x.B M ELSE N/A
	-- (O_BIP_GPRS AND O_UDP  AND O_User_Confirm_Before_PDP_Context_Request) OR (O_BIP_GPRS AND O_UDP AND NOT O_User_Confirm_Before_PDP_Context_Request)

	C131
	IF A.1/36 THEN M ELSE N/A
	-- O_UC_Before_EnvCC

	C132
	IF A.1/37 THEN M ELSE N/A
	-- O_UC_After_EnvCC

	C133
	IF A.1/38 THEN M ELSE N/A
	-- O_Serv_SS_HOLD

	C134
	IF A.1/6 THEN O.2 ELSE N/A
	-- O_Icons

	C135
	IF A.1/6 THEN O.4 ELSE N/A
	-- O_Icons

	C136
	IF C110 AND A.1/6 THEN O.2 ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons

	C137
	IF A.1/42 AND A.1/43 THEN M ELSE N/A
	-- O_AddInfo_SS AND O_Serv_SS_CFU

	C138
	IF A.1/42 AND A.1/44 THEN M ELSE N/A
	-- O_AddInfo_SS AND O_Serv_SS_CLIR

	C139
	IF A.1/45 THEN M ELSE N/A
	-- O_No_Type_ND

	C140
	IF A.1/46 THEN M ELSE N/A
	-- O_No_Type_NK

	C141
	IF A.1/47 THEN M ELSE N/A                             
	-- O_No_Type_NA

	C142
	IF A.1/48 THEN M ELSE N/A
	-- O_No_Type_NS

	C143
	IF A.1/49 THEN M ELSE N/A
	-- O_No_Type_NL

	C144
	IF A.1/6 AND A.1/71 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Send_SS

	C145
	IF A.1/6 AND A.1/75 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec2_Send_USSD

	C146
	IF A.1/6 AND A.1/74 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Send_USSD

	C147
	IF A.1/6 AND A.1/80 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Set_Up_Idle_Mode_Text

	C148
	IF C110 AND A.1/6 AND A.1/83 THEN M ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons AND O_Icon_Rec1_Run_AT_Cmd

	C149
	IF (A.1/10 OR (E.1/71 AND E.1/42)) THEN M ELSE N/A
	-- O_LB

	C150
	IF A.1/92 THEN M ELSE N/A
	-- O_Select_Item_Default_Item

	

	O.1
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG)) and x.y is the expected sequence number value)

	O.2
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/51 if Display Text supports icons as defined in record 2 of EF(IMG)) and x.y is the expected sequence number value)

	O.3
	void

	O.4
	IF A.1/zz AND A.1/ww tests x.yA M ELSE tests x.yB M (where zz and ww correspond to the options relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG) and A.1.52 if Display Text supports icons as defined in record 5 of EF(IMG) ) and x.y is the expected sequence number value)

	AER001
	IF (A.1/35) THEN R ELSE A
	-- O_SAT_USAT

	AER002
	IF (A.1/35) THEN R (27.22.4.10.1 Seq. 1.9) ELSE A
	-- O_SAT_USAT

	TCEP001
	IF NOT A.1/45 THEN during the test execution, the display or the non-display of any alpha identifier, text string or icon shall be treated as successfully verified.

	TCEP002
	IF NOT A.1/46 THEN the terminal may open the channel without explicit confirmation by the user.


[End of the change]

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





