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The Event CSG Cell selection value shall be 200 and not 199. the position value 199 corresponds to a different USAT command defined in TS 102 223 (Multiple access technologies in event Access Technolgy Change and Provide Local Information).

See TS 31.111 sec 5.2 Terminal Profile, byte 25 and 26.
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//-----------------------------------------------------------------------------

// PACKAGE DEFINITION

//-----------------------------------------------------------------------------

package uicc.usim.toolkit;

//-----------------------------------------------------------------------------

// IMPORTS

//-----------------------------------------------------------------------------

/**

 * The <code>USATTerminalProfile</code> interface contains constants for the Terminal Profile according to TS 51.014 and to TS 31.111

 *

 * @see uicc.toolkit.TerminalProfile

 */

public interface USATTerminalProfile {

[…]

        public final static short IDX_EVENT_NETWORK_REJECTION_GERAN_UTRAN = (short)196 ;

        /**

         * Event: Network Rejection for GERAN/UTRAN = 198

         */

        public final static short IDX_EVENT_NETWORK_REJECTION_E_UTRAN = (short)198;

         /**

          * Event: CSG Cell Selection  = 199;
          * @deprecated
          */

        public final static short IDX_EVENT_CSG_CELL_SELECTION = (short)199;
       /**

*Event: CSG Cell Selection = 200;

       */

       public static final short IDX_EVENT_CSG_CELL_SELECTION_N_ = (short)200;
        /**

         * I-WLAN bearer support = 232

         */

        public final static short IDX_I_WLAN_BEARER_SUPPORT = (short)232;

        /**

         * Proactive UICC: PROVIDE LOCAL INFORMATION (WSID of the current I-WLAN connection) = 233

         */

        public final static short IDX_PROACTIVE_UICC_PROVIDE_LOCAL_INFORMATION_WSID_I_WLAN = (short)233;

        /**

         * "Steering of Roaming" REFRESH support = 235

         */

        public final static short IDX_STEERING_OF_ROAMING_REFRESH = (short)235;

        /**

         * Proactive UICC: Geographical Location Request = 237

         */

        public final static short IDX_PROACTIVE_UICC_GEOGRAPHICAL_LOCATION_REQUEST = (short)237;

       /**

        * "Steering of Roaming for I-WLAN" REFRESH support = 239

        */

       public final static short IDX_STEERING_OF_ROAMING_FOR_I_WLAN_REFRESH = (short)239;

       /**

        *  Support for CSG cell discovery = 241;

        */

       public final static short IDX_CSG_CELL_DISCOVERY = (short) 241;

}
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