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**************** 1st change *****************

A.3.2.2
SDP types

Table A.318: SDP types

	Item
	Type
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	Session level description

	1
	v= (protocol version)
	[39] 5.1
	m
	m
	[39] 5.1
	m
	m

	2
	o= (owner/creator and session identifier)
	[39] 5.2
	m
	m
	[39] 5.2
	m
	m

	3
	s= (session name)
	[39] 5.3
	m
	m
	[39] 5.3
	m
	m

	4
	i= (session information)
	[39] 5.4
	o
	c2
	[39] 5.4
	m
	c3

	5
	u= (URI of description)
	[39] 5.5
	o
	c4
	[39] 5.5
	o
	n/a

	6
	e= (email address)
	[39] 5.6
	o
	c4
	[39] 5.6
	o
	n/a

	7
	p= (phone number)
	[39] 5.6
	o
	c4
	[39] 5.6
	o
	n/a

	8
	c= (connection information)
	[39] 5.7
	c5
	c5
	[39] 5.7
	m
	m

	9
	b= (bandwidth information)
	[39] 5.8
	o
	o (NOTE 1)
	[39] 5.8
	m
	m

	
	Time description (one or more per description)

	10
	t= (time the session is active)
	[39] 5.9
	m
	m
	[39] 5.9
	m
	m

	11
	r= (zero or more repeat times)
	[39] 5.10
	o
	c4
	[39] 5.10
	o
	n/a

	
	Session level description (continued)

	12
	z= (time zone adjustments)
	[39] 5.11
	o
	n/a
	[39] 5.11
	o
	n/a

	13
	k= (encryption key)
	[39] 5.12
	x
	x
	[39] 5.12
	n/a
	n/a

	14
	a= (zero or more session attribute lines)
	[39] 5.13
	o
	o
	[39] 5.13
	m
	m

	
	Media description (zero or more per description)

	15
	m= (media name and transport address)
	[39] 5.14
	m
	m
	[39] 5.14
	m
	m

	16
	i= (media title)
	[39] 5.4
	o
	c2
	[39] 5.4
	o
	c3

	17
	c= (connection information)
	[39] 5.7
	c1
	c1
	[39] 5.7
	m
	m

	18
	b= (bandwidth information)
	[39] 5.8
	o
	o (NOTE 1)
	[39] 5.8
	
	

	19
	k= (encryption key)
	[39] 5.12
	x
	x
	[39] 5.12
	n/a
	n/a

	20
	a= (zero or more media attribute lines)
	[39] 5.13
	o
	o
	[39] 5.13
	m
	m

	c1:
IF (A.318/15 AND NOT A.318/8) THEN m ELSE (IF (A.318/15 AND A.318/8) THEN o ELSE n/a - - “c=” contained in session level description and SDP contains media descriptions.

c2:
IF A.3A/6 THEN x ELSE o - - MGCF.

c3:
IF A.3A/6 THEN n/a ELSE m - - MGCF.

c4:
IF A.3A/6 THEN x ELSE n/a - - MGCF.

c5:
IF A.318/17 THEN o ELSE m - - "c=" contained in all media description.

NOTE 1:
The UE may use b=TIAS and b=AS as described in RFC 3890 [152]. For "video" and "audio" media types that utilise RTP/RTCP, and if the UE is configured to request an RTCP bandwidth level different than the default RTCP bandwidth as specified in RFC 3556 [56], then the UE shall include the “b=” media descriptors with the bandwidth modifiers “RS” and “RR”. For other media types, the UE may include the “b=” media descriptor with the bandwidth modifiers “RS” and “RR”.


Prerequisite A.318/14 OR A.318/20 - - a= (zero or more session/media attribute lines)

Table A.319: zero or more session / media attribute lines (a=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	category (a=cat)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	2
	keywords (a=keywds)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	3
	name and version of tool (a=tool)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	4
	packet time (a=ptime)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	5
	maximum packet time (a=maxptime)
	[39] 6 (NOTE 1)
	c10
	c10
	[39] 6 (NOTE 1)
	c11
	c11

	6
	receive-only mode (a=recvonly)
	[39] 6
	o
	o
	[39] 6
	m
	m

	7
	send and receive mode (a=sendrecv)
	[39] 6
	o
	o
	[39] 6
	m
	m

	8
	send-only mode (a=sendonly)
	[39] 6
	o
	o
	[39] 6
	m
	m

	8A
	Inactive mode (a=inactive)
	[39] 6
	o
	o
	[39] 6
	m
	m

	9
	whiteboard orientation (a=orient)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	10
	conference type (a=type)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	11
	character set (a=charset)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	12
	language tag (a=sdplang)
	[39] 6
	o
	o
	[39] 6
	m
	m

	13
	language tag (a=lang)
	[39] 6
	o
	o
	[39] 6
	m
	m

	14
	frame rate (a=framerate)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	15
	quality (a=quality)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	16
	format specific parameters (a=fmtp)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	17
	rtpmap attribute (a=rtpmap)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	18
	current-status attribute (a=curr)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	19
	desired-status attribute (a=des)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	20
	confirm-status attribute (a=conf)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	21
	media stream identification attribute (a=mid)
	[53] 3
	c3
	c3
	[53] 3
	c4
	c4

	22
	group attribute (a=group)
	[53] 4
	c5
	c5
	[53] 3
	c6
	c6

	23
	setup attribute (a=setup)
	[83] 4
	c7
	c7
	[83] 4
	c7
	c7

	24
	connection attribute (a=connection)
	[83] 5
	c7
	c7
	[83] 5
	c7
	c7

	25
	candidate IP addresses (a=candidate)
	[99]
	c12
	c12
	[99]
	c13
	c13

	26
	floor control server determination (a=floorctrl)
	[108] 4
	c14
	c14
	[108] 4
	c14
	c14

	27
	conference id (a=confid)
	[108] 5
	c14
	c14
	[108] 5
	c14
	c14

	28
	user id (a=userid)
	[108] 5
	c14
	c14
	[108] 5
	c14
	c14

	29
	association between streams and floors (a=floorid)
	[108] 6
	c14
	c14
	[108] 6
	c14
	c14

	30
	RTCP feedback capability attribute (a=rtcp-fb)
	[135] 4.2
	c15
	c15
	[135] 4.2
	c15
	c15

	31
	extension of the rtcp-fb attribute (a=rtcp-fb)
	[136] 7.1
	c15
	c15
	[136] 7.1
	c15
	c15

	32
	supported capability negotiation extensions (a=csup)
	[137] 3.3.1
	c16
	c16
	[137] 3.3.1
	c16
	c16

	33
	required capability negotiation extensions (a=creq)
	[137] 3.3.2
	c16
	c16
	[137] 3.3.2
	c16
	c16

	34
	attribute capability (a=acap)
	[137] 3.4.1
	c16
	c16
	[137] 3.4.1
	c16
	c16

	35
	transport protocol capability (a=tcap)
	[137] 3.4.2
	c16
	c16
	[137] 3.4.2
	c16
	c16

	36
	potential configuration (a=pcfg)
	[137] 3.5.1
[167] 3.3.6
	c16
	c16
	[137] 3.5.1
[167] 3.3.6
	c16
	c16

	37
	actual configuration (a=acfg)
	[137] 3.5.2
	c16
	c16
	[137] 3.5.2
	c16
	c16

	38
	connection data capability (a=ccap)
	[156] 5.1
	c17
	c17
	[156] 5.1
	c18
	c18

	39
	maximum packet rate (a=maxprate)
	[152] 6.3
	c19
	c19
	[152] 6.3
	c19
	c19

	43
	media capability (a=mcap)
	[172] 3.3.1
	c23
	c23
	[172] 3.3.1
	c23
	c23

	44
	media format capability (a=mfcap)
	[172] 3.3.2
	c23
	c23
	[172] 3.3.2
	c23
	c23

	45
	media-specific capability (a=mscap)
	[172] 3.3.3
	c23
	c23
	[172] 3.3.3
	c23
	c23

	46
	latent configuration (a=lcfg)
	[172] 3.3.5
	c24
	c24
	[172] 3.3.5
	c24
	c24

	47
	session capability (a=sescap)
	[172] 3.3.8
	c24
	c24
	[172] 3.3.8
	c24
	c24

	48
	msrp path (a=path)
	[178]
	c25
	c25
	[178]
	c25
	c25

	49
	file selector (a=file-selector)
	[185] 6
	c27
	c27
	[185] 6
	c28
	c28

	50
	file transfer identifier (a= file-transfer-id)
	[185] 6
	c26
	c26
	[185] 6
	c28
	c28

	51
	file disposition (a=file-disposition)
	[185] 6
	c26
	c26
	[185] 6
	c28
	c28

	52
	file date (a=file-date)
	[185] 6
	c26
	c26
	[185] 6
	c28
	c28

	53
	file icon (a=file-icon
	[185] 6
	c26
	c26
	[185] 6
	c28
	c28

	54
	file range (a=file-range)
	[185] 6
	c26
	c26
	[185] 6
	c28
	c28

	c1:
IF A.317/22 AND A.318/20 THEN o ELSE n/a - - integration of resource management and SIP, media level attribute name "a=".

c2:
IF A.317/22 AND A.318/20 THEN m ELSE n/a - - integration of resource management and SIP, media level attribute name "a=".

c3:
IF A.317/23 AND A.318/20 THEN o ELSE n/a - - grouping of media lines, media level attribute name "a=".

c4:
IF A.317/23 AND A.318/20 THEN m ELSE n/a - - grouping of media lines, media level attribute name "a=".

c5:
IF A.317/23 AND A.318/14 THEN o ELSE n/a - - grouping of media lines, session level attribute name "a=".

c6:
IF A.317/23 AND A.318/14 THEN m ELSE n/a - - grouping of media lines, session level attribute name "a=".

c7:
IF A.317/26 AND A.318/20 THEN m ELSE n/a - - TCP-based media transport in the session description protocol, media level attribute name "a=".

c8:
IF A.318/14 THEN o ELSE x - - session level attribute name "a=".

c9:
IF A.318/14 THEN m ELSE n/a - - session level attribute name "a=".

c10:
IF A.318/20 THEN o ELSE x - - media level attribute name "a=".

c11:
IF A.318/20 THEN m ELSE n/a - - media level attribute name "a=".

c12:
IF A.317/27 AND A.318/20 THEN o ELSE n/a - - candidate IP addresses, media level attribute name "a=".

c13:
IF A.317/27 AND A.318/20 THEN m ELSE n/a - - candidate IP addresses, media level attribute name "a=".

c14:
IF A.317/28 AND A.318/20 THEN m ELSE n/a - - session description protocol format for binary floor control protocol streams, media level attribute name "a=".
c15:
IF (A.317/29 AND A.318/20) THEN m ELSE n/a - - extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF), media level attribute name "a=".
c16:
IF A.317/30 AND A.318/20 THEN m ELSE n/a - - SDP capability negotiation, media level attribute name "a=".
c17: 
IF A.317/32 AND A.318/20 THEN o ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=".
c18: 
IF A.317/32 AND A.318/20 THEN m ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=".
c19:
IF A.317/33 AND (A.318/14 OR A.318/20) THEN o ELSE n/a - - bandwidth modifier packet rate parameter, media or session level attribute name "a=".
c23:
IF A.317/38 AND THEN m ELSE n/a - - SDP media capabilities negotiation.

c24:
IF A.317/38 AND A.318/14 THEN m ELSE n/a - - SDP media capabilities negotiation, session level attribute name "a=".
c25:
IF A.317/39 AND A.318/20 THEN m ELSE n/a - - message session relay protocol, media level attribute name "a=".
c26:
IF A.317/41 AND A.318/20 THEN o ELSE n/a - - a SDP offer/answer mechanism to enable file transfer, media level attribute name "a=".
c27:
IF A.317/41 AND A.318/20 AND (A.3A/31 OR A.3A/33) THEN m ELSE IF A.317/41 AND A.318/20 AND NOT (A.3A/31 OR A.3A/33) THEN o ELSE n/a - - a SDP offer/answer mechanism to enable file transfer, media level attribute name "a=", messaging application server, messaging participant.

c28:
IF A.317/41 AND A.318/20 THEN m ELSE n/a - - a SDP offer/answer mechanism to enable file transfer, media level attribute name "a=".

	NOTE 1:
Further specification of the usage of this attribute is defined by specifications relating to individual codecs.


**************** 2nd change *****************

A.3.3.2
SDP types

Table A.329: SDP types

	Item
	Type
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	Session level description

	1
	v= (protocol version)
	[39] 5.1
	m
	m
	[39] 5.1
	m
	m

	2
	o= (owner/creator and session identifier).
	[39] 5.2
	m
	m
	[39] 5.2
	i
	i

	3
	s= (session name)
	[39] 5.3
	m
	m
	[39] 5.3
	i
	i

	4
	i= (session information)
	[39] 5.4
	m
	m
	[39] 5.4
	i
	i

	5
	u= (URI of description)
	[39] 5.5
	m
	m
	[39] 5.5
	i
	i

	6
	e= (email address)
	[39] 5.6
	m
	m
	[39] 5.6
	i
	i

	7
	p= (phone number)
	[39] 5.6
	m
	m
	[39] 5.6
	i
	i

	8
	c= (connection information)
	[39] 5.7
	m
	m
	[39] 5.7
	i
	i

	9
	b= (bandwidth information)
	[39] 5.8
	m
	m
	[39] 5.8
	i
	i

	
	Time description (one or more per description)

	10
	t= (time the session is active)
	[39] 5.9
	m
	m
	[39] 5.9
	i
	i

	11
	r= (zero or more repeat times)
	[39] 5.10
	m
	m
	[39] 5.10
	i
	i

	
	Session level description (continued)

	12
	z= (time zone adjustments)
	[39] 5.11
	m
	m
	[39] 5.11
	i
	i

	13
	k= (encryption key)
	[39] 5.12
	m
	m
	[39] 5.12
	i
	i

	14
	a= (zero or more session attribute lines)
	[39] 5.13
	m
	m
	[39] 5.13
	i
	i

	
	Media description (zero or more per description)

	15
	m= (media name and transport address)
	[39] 5.14
	m
	m
	[39] 5.14
	m
	m

	16
	i= (media title)
	[39] 5.4
	m
	m
	[39] 5.4
	i
	i

	17
	c= (connection information)
	[39] 5.7
	m
	m
	[39] 5.7
	i
	i

	18
	b= (bandwidth information)
	[39] 5.8
	m
	m
	[39] 5.8
	i
	c1

	19
	k= (encryption key)
	[39] 5.12
	m
	m
	[39] 5.12
	i
	i

	20
	a= (zero or more media attribute lines)
	[39] 5.13
	m
	m
	[39] 5.13
	i
	c1

	c1:
IF A.328/0A THEN m ELSE i - - application of session policy.


Prerequisite A.329/14 OR A.329/20 - - a= (zero or more session/media attribute lines)

Table A.330: zero or more session / media attribute lines (a=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	category (a=cat)
	[39] 6
	m
	m
	[39] 6
	i
	i

	2
	keywords (a=keywds)
	[39] 6
	m
	m
	[39] 6
	i
	i

	3
	name and version of tool (a=tool)
	[39] 6
	m
	m
	[39] 6
	i
	i

	4
	packet time (a=ptime)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	5
	maximum packet time (a=maxptime)
	[39] 6 (NOTE 1)
	m
	m
	[39] 6 (NOTE 1)
	i
	c9

	6
	receive-only mode (a=recvonly)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	7
	send and receive mode (a=sendrecv)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	8
	send-only mode (a=sendonly)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	8A
	Inactive mode (a=inactive)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	9
	whiteboard orientation (a=orient)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	10
	conference type (a=type)
	[39] 6
	m
	m
	[39] 6
	i
	i

	11
	character set (a=charset)
	[39] 6
	m
	m
	[39] 6
	i
	i

	12
	language tag (a=sdplang)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	13
	language tag (a=lang)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	14
	frame rate (a=framerate)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	15
	quality (a=quality)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	16
	format specific parameters (a=fmtp)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	17
	rtpmap attribute (a=rtpmap)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	18
	current-status attribute (a=curr)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	19
	desired-status attribute (a=des)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	20
	confirm-status attribute (a=conf)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	21
	media stream identification attribute (a=mid)
	[53] 3
	c5
	x
	[53] 3
	c6
	x

	22
	group attribute (a=group)
	[53] 4
	c5
	x
	[53] 4
	c6
	x

	23
	setup attribute (a=setup)
	[83] 4
	c7
	c7
	[83] 4
	c8
	c8

	24
	connection attribute (a=connection)
	[83] 5
	c7
	c7
	[83] 5
	c8
	c8

	25
	candidate IP addresses (a=candidate)
	[99]
	c9
	c9
	[99]
	c10
	c10

	26
	floor control server determination (a=floorctrl)
	[108] 4
	c11
	c11
	[108] 4
	c12
	c13

	27
	conference id (a=confid)
	[108] 5
	c11
	c11
	[108] 5
	c12
	c13

	28
	user id (a=userid)
	[108] 5
	c11
	c11
	[108] 5
	c12
	c13

	29
	association between streams and floors (a=floorid)
	[108] 6
	c11
	c11
	[108] 6
	c12
	c13

	30
	RTCP feedback capability attribute (a=rtcp-fb)
	[135] 4.2
	c14
	c14
	[135] 4.2
	c15
	c15

	31
	extension of the rtcp-fb attribute (a=rtcp-fb)
	[136] 7.1
	c14
	c14
	[136] 7.1
	c15
	c15

	32
	supported capability negotiation extensions (a=csup)
	[137] 3.3.1
	c16
	c16
	[137] 3.3.1
	c17
	c17

	33
	required capability negotiation extensions (a=creq)
	[137] 3.3.2
	c16
	c16
	[137] 3.3.2
	c17
	c17

	34
	attribute capability (a=acap)
	[137] 3.4.1
	c16
	c16
	[137] 3.4.1
	c17
	c17

	35
	transport protocol capability (a=tcap)
	[137] 3.4.2
	c16
	c16
	[137] 3.4.2
	c17
	c17

	36
	potential configuration (a=pcfg)
	[137] 3.5.1
[172] 3.3.6
	c16
	c16
	[137] 3.5.1
[172] 3.3.6
	c17
	c17

	37
	actual configuration (a=acfg)
	[137] 3.5.2
	c16
	c16
	[137] 3.5.2
	c17
	c17

	38
	connection data capability (a=ccap)
	[156] 5.1
	c18
	c18
	[156] 5.1
	c19
	c19

	43
	media capability (a=mcap)
	[172] 3.3.1
	c24
	c24
	[172] 3.3.1
	c26
	c26

	44
	media format capability (a=mfcap)
	[172] 3.3.2
	c24
	c24
	[172] 3.3.2
	c26
	c26

	45
	media-specific capability (a=mscap)
	[172] 3.3.3
	c24
	c24
	[172] 3.3.3
	c26
	c26

	46
	latent configuration (a=lcfg)
	[172] 3.3.5
	c25
	c25
	[172] 3.3.5
	c27
	c27

	47
	session capability (a=sescap)
	[172] 3.3.8
	c25
	c25
	[172] 3.3.8
	c27
	c27

	48
	msrp path (a=path)
	[178]
	c28
	c28
	[178]
	c29
	c29

	49
	file selector (a=file-selector)
	[185] 6
	c30
	c30
	[185] 6
	c31
	c31

	50
	file transfer identifier (a= file-transfer-id)
	[185] 6
	c30
	c30
	[185] 6
	c31
	c31

	51
	file disposition (a=file-disposition)
	[185] 6
	c30
	c30
	[185] 6
	c31
	c31

	52
	file date (a=file-date)
	[185] 6
	c30
	c30
	[185] 6
	c31
	c31

	53
	file icon (a=file-icon
	[185] 6
	c30
	c30
	[185] 6
	c31
	c31

	54
	file range (a=file-range)
	[185] 6
	c30
	c30
	[185] 6
	c31
	c31

	c2:
IF A.328/1 THEN m ELSE i - - integration of resource management and SIP.

c5:
IF A.328/2 THEN m ELSE n/a - - grouping of media lines.

c6:
IF A.328/3 THEN m ELSE IF A.328/2 THEN i ELSE n/a - - mapping of media streams to resource reservation flows, grouping of media lines.

c7: 
IF A.328/5 THEN m ELSE n/a.

c8:
IF A.328/5 THEN i ELSE n/a.

c9:
IF A.329/20 AND A.328/0A THEN m ELSE i - - media level attribute name "a=" and application of session policy.

c9:
IF A.328/6 THEN m ELSE n/a - - interactive connectivity establishment.

c10:
IF A.328/1 AND A.328/6 THEN m ELSE IF A.328/6 THEN i ELSE n/a - - integration of resource management and SIP, interactive connectivity establishment. 

c11:
IF A.328/7 THEN m ELSE n/a - - session description protocol format for binary floor control protocol streams.

c12:
IF A.328/7 THEN i ELSE n/a - - session description protocol format for binary floor control protocol streams.

c13:
IF A.328/7 AND A.328/0A AND A.329/20 THEN m ELSE IF A.328/7 AND A.329/20 THEN i ELSE n/a - - session description protocol format for binary floor control protocol streams, media level attribute name "a=" and application of session policy.
c14:
IF (A.328/8 AND A.329/20) THEN m ELSE n/a - - extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF), media level attribute name "a=".

c15:
IF (A.328/8 AND A.329/20) THEN i ELSE n/a - - extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF), media level attribute name "a=".
c16:
IF A.328/9 AND A.329/20 THEN m ELSE n/a - - SDP capability negotiation, media level attribute name "a=".

c17:
IF A.328/9 AND A.329/20 THEN i ELSE n/a - - SDP capability negotiation, media level attribute name "a=".
c18: 
IF A.328/11 AND A.329/20 THEN o ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=".
c19: 
IF A.328/11 AND A.329/20 THEN m ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=". 

c24:
IF A.328/18 THEN m ELSE n/a - - SDP media capabilities negotiation.

c25:
IF A.328/18 AND A.329/14 THEN m ELSE n/a - - SDP media capabilities negotiation, session level attribute name "a=".

c26:
IF A.328/18 AND A.328/0A THEN m ELSE IF A.328/18 THEN i ELSE n/a - - SDP media capabilities negotiation, application of session policy.

c27:
IF A.328/18 AND A.329/14 AND A.328/0A THEN m ELSE IF A.328/18 AND A.329/14 THEN i ELSE n/a - - SDP media capabilities negotiation, session level attribute name "a=", application of session policy.
c28:
IF A.328/19 AND A.329/20 THEN m ELSE n/a - - message session relay protocol, media level attribute name "a=".

c29:
IF A.328/19 AND A.329/20 THEN i ELSE n/a - - message session relay protocol, media level attribute name "a=".
c30:
IF A.328/21 AND A.329/20 THEN m ELSE n/a - - a SDP offer/answer mechanism to enable file transfer, media level attribute name "a=".
c31:
IF A.328/21 AND A.329/20 THEN i ELSE n/a - - a SDP offer/answer mechanism to enable file transfer, media level attribute name "a=".

	NOTE 1:
Further specification of the usage of this attribute is defined by specifications relating to individual codecs.


**************** End of changes *****************




�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





