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<<Begin Change 1>>
Endorsement notice

The present document endorses 3GPP TS 24.229 (V7.9.0): "IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Stage 3 (Release 7)" [1].

The present document shows the modifications, additions and deletions through the use of underlined and strikethrough text.

For the purpose of the present document clause 1 of [1] applies.

For the purpose of the present document clause 3 of [1] applies except for subclauses 3.1, 3.2, which are replaced by the appropriate subclauses in clause 3 of the present document.

For the purpose of the present document clause 4 of [1] applies, except for clauses 4.1, 4.2 and 4.4.4, which are replaced by the appropriate clauses in clause 4 of the present document.
For the purpose of the present document clause 5 of [1] applies, except for clauses 5.1.1.1, 5.1.1.1A, 5.1.1.2, 5.1.1.3, 5.1.1.4, 5.1.1.5.1, 5.1.1.5.2, 5.1.1.5A, 5.1.1.6, 5.1.1.7, 5.1.2.1, 5.1.2A.1, 5.1.2.A2, 5.1.3.1, 5.1.6.1, 5.1.6.2, 5.1.6.8.3, 5.1.6.8.4, 5.2.1, 5.2.2, 5.2.4, 5.2.5.1, 5.2.5.2, 5.2.6.2, 5.2.6.3, 5.2.6.4, 5.2.7.2, 5.2.7.3, 5.2.8.1.1, 5.2.8.1.2, 5.2.8.1.4, 5.2.8.3, 5.2.10.1, 5.2.10.3, 5.3.2.1, 5.3.2.1A, 5.4.1.1, 5.4.1.2, 5.4.1.2.1, 5.4.1.2.2, 5.4.1.3, 5.4.1.4, 5.4.1.5, 5.4.1.6, 5.4.1.7, 5.4.2.1.2, 5.4.1.8, 5.4.3.2, 5.4.3.3, 5.4.6.1.2, 5.4.6.1.3, 5.4.8.2, 5.4.5.1.2A, 5.5.1, 5.7.1.9, 5.10.2.2, 5.10.2.3, 5.10.3.2, 5.10.3.3 and 5.10.6, which are replaced by the appropriate clauses in clause 5 of the present document. In addition clauses 5.1.1.1B, 5.1.1.2A, 5.1.1.4A, 5.1.1.5.1A, 5.1.1.5.1B, 5.1.1.6A, 5.2.2A 5.4.1.2A.1 and 5.10.5 are added.

For the purpose of the present document clause 6 of [1] applies, except for clauses 6.1.1, 6.1.2 and 6.2 , which are replaced by the appropriate clauses in clause 6 of the present document.

For the purpose of the present document clause 7 of [1] applies, except for clauses 7.2A.4, 7.2A.5.2.2, 7.2A.9.2, 7.2A.10.3,7.6.1, 7.6.2, 7.6.3, 7.9.2, and 7.9.3, which is replaced by the appropriate clause in clause 7 of the present document.

For the purpose of the present document clause 9 of [1] applies.

For the purpose of the present document annex A of [1] applies, except for clauses A.1.3, A.2.1.2, A.2.1.3, A.2.1.4.1, A.2.1.4.4, A.2.1.4.6, A.2.1.4.7, A.2.1.4.7A, A.2.1.4.8, A.2.1.4.9, A.2.1.4.10, A.2.1.4.10A, A.2.1.4.11, A2.1.4.12, A.2.1.4.13, A.2.1.4.14, A.2.2.4.3, A.2.2.2, A.2.2.3, A.2.2.4.6, A.2.2.4.7A, A.2.2.4.8, A.2.2.4.9, A.2.2.4.11, A.2.2.4.12, A.2.2.4.13, A.2.2.14A.2.2.4.7 and A.3.2.1 which are replaced by the appropriate clauses in annex A of the present document.

For the purpose of the present document annex B of [1] applies, except for subclause B.2.2.1 which is replaced by the appropriate subclause in annex B. In addition subclause B.2A.2 is added.
For the purpose of the present document annex C of [1] applies, except for the addition of clause C.4.

For the purpose of the present document annex F of [1] is replaced with annex F of the present document.

For the purpose of the present document annex G of [1] is replaced with annex G of the present document.

For the purpose of the present document annex I of [1] applies.

For the purpose of the present document annex J of [1] applies, except for clauses J.1 and J.2 which are replaced by the appropriate clauses in annex J of the present document. In addition clause J.9A is added.

For the purpose of the present document annex F of [1] applies, except for clauses F.2.1.2.2, F.2.1.2.4, F.4.1 and F.4.2 which are replaced as indicated in the appropriate clauses in annex F of the present document.
For the purpose of the present document annex F of [1] applies with the addition of clause F.4A.
<<End Change 1>>
<<Begin Change 2>>
5.10.5
IMS-ALG functionality in the IBCF

The IBCF shall only apply the following procedures if application level gateway functionality is required by the network.

The IBCF acts as a B2BUA when it performs IMS-ALG functionality. As an IMS-ALG, the IBCF will internally map the message headers between the two dialogs that it manages. It is responsible for correlating the dialog identifiers and will decide when to simply translate a message from one dialog to the other, or when to perform other functions. The IBCF, although acting as a UA, does not initiate any registration of its associated addresses. These are assumed to be known by peer-to-peer arrangements within the IM CN subsystem.

When the IBCF receives an initial INVITE request from another SIP network, i.e. the IBCF acts as an entry point, the IBCF shall generate a new initial INVITE request and forward it to the I-CSCF. In case the initial INVITE request is received from own network, i.e. the IBCF acts as an exit point, the IBCF shall generate a new initial INVITE request and forward it to the entry point of the other network.

An IBCF may providereplace a contact address that is not a GRUUwith a URI of its own when the contact address in the incoming message that is being replaced is not a GRUU (e.g when the contact address is an IP address). In all other cases it shall use a GRUU. When using a GRUU, it shall do so in conformance with RFC 5627 [93].

This specification does not define how GRUUs are created by the IBCF; they can be provisioned by the operator or obtained by any other mechanism. The GRUU shall remain valid for the time period in which features addressed to it remain meaningful.

The IBCF shall handle requests addressed to its currently valid GRUUs when received outside of the dialog in which the GRUU was provided.

EXAMPLE: 
Upon receipt of an INVITE request addressed to a GRUU assigned to a dialog it has active, and containing a Replaces header referencing that dialog, the IBCF will be able to establish the new call replacing the old one.
The IBCF shall transparently forward a received Contact header field when the Contact header field contains a GRUU or a media feature tag is included indicating a capability for which the Contact URI can be used by the remote party. When transparently forwarding a received Contact header field of a dialog-forming request, the IBCF shall include its own URI in a Record-Route header field in order to ensure that it is included on the route of subsequent requests.

NOTE:
One examples of such a media feature tag is the isfocus media feature tag used by conference services to transport the temporary conference identity that can be used when rejoining an ongoing conference.
The internal function of the IBCF as an IMS-ALG is defined in 3GPP TS 29.162 [11A].
<<End Change 2>>
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