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****************** change 1 ******************

4.2.4A
Emergency NAI

This is the NAI format used by the WLAN UE when it attempts to authenticate for making an IMS emergency call. The emergency NAI format is specified in 3GPP TS 23.003 [1A] subclause 14.8. The usage of the emergency NAI is specified in clause 4, 6 and 8.

****************** change 2 ******************

4.4.2
WLAN UE procedures

Upon reception of an IEEE Std 802.11u™-2011 [23] ANQP response or EAP-Request/Identity message including the supported PLMNs list for WLAN access, the WLAN UE shall:
1)
perform PLMN selection according to subclause 5.2;
2)
if not authenticating for the purposes of performing IMS emergency call:

a)
if the selected PLMN is the HPLMN, then use root NAI as specified in subclause 4.2.2; and
b)
if the selected PLMN is a PLMN other than the HPLMN, then use the decorated NAI as specified in subclause 4.2 and using the PLMN ID of the selected PLMN;
3)
if authenticating for the purposes of performing IMS emergency call:

a)
use emergency NAI as specified in subclause 4.2.4A; and
4)
attempt to authenticate as specified in subclause 6.1.1 and using the NAI determined in the prior step.


As an implementation option, the WLAN UE may store the supported PLMNs list for WLAN access.

