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****************** change 1 ******************

12.3.4.1
General
The SCC AS shall apply the procedures for access transfer for calls in alerting phase as described in subclauses 12.3.4.2 or 12.3.4.3 if:

NOTE 1:
The transferable session can contain early dialogs supporting active speech media and video media components if the transferable session set was created due to vSRVCC otherwise the transferable session set can only contain early dialogs supporting active speech media component.
1.
the Contact header field of the SIP INVITE request routed to the SCC AS due to a STN-SR includes the g.3gpp.srvcc-alerting media feature tag as specified in annex C; and

2.
one of the following is true:

A.
there are one or more dialogs supporting a session with active speech media component or active speech media and video media components existing for the served user identified in the transferable set in the P-Asserted-Identity header field such that:

a.
all dialogs are early dialogs created by the same SIP INVITE request;

b.
the Contact header field provided by the SC UE includes the g.3gpp.srvcc-alerting media feature tag as described in annex C; and

c.
the Feature-Caps header field provided by the SCC AS towards the SC UE includes the g.3gpp.srvcc-alerting media feature tag as described in annex C; or

B.
there are several dialogs supporting sessions with speech media component for the served user identified in the P-Asserted-Identity header field such that:

a.
there are one or more early dialogs created by the same SIP INVITE request and the remaining dialogs are confirmed dialogs;

b.
all the confirmed dialogs support sessions with inactive speech media component;

c.
SCC AS does not apply the MSC server assisted mid-call feature as described in subclause 12.3.2;

d.
the Contact header field provided by the SC UE at the establishment of the early dialog(s) included the g.3gpp.srvcc-alerting media feature tag; and

e.
the Feature-Caps header field provided by the SCC AS towards the SC UE at the establishment of the early dialog(s) includes the g.3gpp.srvcc-alerting media feature tag.
The SCC AS shall apply the procedures described in subclauses 12.3.4.4 if:
1.
the Contact header field of the SIP INVITE request routed to the SCC AS due to a STN-SR includes the g.3gpp.srvcc-alerting media feature tag;
2.
void;

3.
void; and

4.
one of the following is true:

A.
two or more dialogs supporting sessions with speech media component exist for the served user in the transferable set such that:

a.
the Contact header fields provided by the SC UE at the establishment of sessions included the g.3gpp.srvcc-alerting media feature tag;

b.
the Feature-Caps header field provided by the SCC AS towards the SC UE at the establishment of sessions included the g.3gpp.srvcc-alerting media feature tag; and

c.
one dialog is a confirmed dialog with active speech media component and the remaining dialog(s) are early dialog(s) with active speech media component created by the same SIP INVITE request; or

B.
two or more dialogs supporting sessions with speech media component exist for the served user identified in the transferable session set such that:

a.
the Contact header fields provided by the SC UE at the establishment of sessions included the g.3gpp.srvcc-alerting media feature tag;

b.
the Feature-Caps header field provided by the SCC AS towards the SC UE at the establishment of sessions included the g.3gpp.srvcc-alerting media feature tag;

c.
one dialog is a confirmed dialog with inactive speech media component and the remaining dialog(s) are early dialog(s) with active speech media component created by the same SIP INVITE request; and

d.
the SCC AS also applies the MSC server assisted mid-call feature as described in subclause 12.3.2.

C.
two or more dialogs supporting the sessions with speech media component exist for the served user identified in the transferable session set such that:

a.
the Contact header fields provided by the SC UE at the establishment of the sessions included the g.3gpp.srvcc-alerting media feature tag;

b.
the Feature-Caps header field provided by the SCC AS towards the SC UE at the establishment of sessions included the g.3gpp.srvcc-alerting media feature tag; 

c.
one dialog is a confirmed dialog with active speech media component, there are one or more dialogs that are confirmed dialogs with inactive speech media component and the remaining dialog(s) are early dialog(s) with active speech media component created by the same SIP INVITE request; and

d.
the SCC AS does not apply the MSC server assisted mid-call feature as described in subclause 12.3.2.

