Page 1



3GPP TSG-CT WG1 Meeting #78 
(
C1-122339
Kyoto (Japan), 21-25 May 2012


   Merged revision of C1-121999 and C1-122067
	CR-Form-v10

	CHANGE REQUEST

	

	(

	24.008
	CR
	2160
	(

rev
	1
	(

Current version:
	11.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Improvement in the definition of cause codes

	
	

	Source to WG:
(

	Samsung, New Postcom

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	TEI11
	
	Date: (

	2012-05-24

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Cause code #11 (PLMN not allowed) #12 (Location area not allowed), #13 (Roaming not allowed in this location area) and #15 (No suitable cells in location area) are cause codes (see Annex G.2 in TS 24.008). They can be sent by the network when the UE sends location update, GPRS attach, routing area update or service request, or when the network initiates a detach. However the definition in Annex G.2 for these causes does not include GPRS attach, routing area update, service request and network initiated detach.
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* * * 1st change * * *
G.2
Cause related to subscription options

Cause value = 11 PLMN not allowed


This cause is sent to the MS if it requests service, or if the network initiates a detach request, in a PLMN where the MS, by subscription or due to operator determined barring is not allowed to operate.

Cause value = 12 Location Area not allowed


This cause is sent to the MS if it requests service, or if the network initiates a detach request, in a location area where the HPLMN determines that the MS, by subscription, is not allowed to operate. 

NOTE 1:
If cause #12 is sent to a roaming subscriber the subscriber is denied service even if other PLMNs are available on which registration was possible.

Cause value = 13 Roaming not allowed in this location area


This cause is sent to an MS which requests service, or if the network initiates a detach request, in a location area of a PLMN which by subscription offers roaming to that MS but not  in that location area.

Cause value = 15 No Suitable Cells In Location Area

This cause is sent to the MS if it requests  service, or if the network initiates a detach request, in a location area where the MS, by subscription, is not allowed to operate, but when it should, find another allowed location area in the same PLMN.

NOTE 2:
Cause #15 and cause #12 differ in the fact that cause #12 does not trigger the MS to search for another allowed location area on the same PLMN.
Cause value = 25 Not authorized for this CSG


This cause is sent to the MS if it requests access, or if the network initiates a detach request, in a CSG cell where the MS either has no subscription to operate or the MS's subscription has expired and it should find another cell in the same PLMN.

NOTE 3:
The MS not supporting CSG will not receive cause# 25, as such a MS is not supposed to try to access a CSG cell.
* * * 2nd change * * *
G.6
Additional cause codes for GMM

Cause value = 7 GPRS services not allowed


This cause is sent to the MS when it is not allowed to operate GPRS services.

Cause value = 8 GPRS services and non-GPRS services not allowed


This cause is sent to the MS when it is not allowed to operate either GPRS or non-GPRS services.

Cause value = 9 MS identity cannot be derived by the network


This cause is sent to the MS when the network cannot derive the MS's identity from the P-TMSI in case of inter-SGSN routing area update.

Cause value = 10 Implicitly detached


This cause is sent to the MS either if the network has implicitly detached the MS, e.g. some while after the Mobile reachable timer has expired, or if the GMM context data related to the subscription dose not exist in the SGSN e.g. because of a SGSN restart.

Cause value = 14 GPRS services not allowed in this PLMN


This cause is sent to the MS which requests GPRS service, or if the network initiates a detach request in a PLMN which does not offer roaming for GPRS services to that MS.

Cause value = 16 MSC temporarily not reachable


This cause is sent to the MS if it requests a combined GPRS attach or routing are updating in a PLMN where the MSC is temporarily not reachable via the GPRS part of the network.

Cause value = 40 No PDP context activated


This cause is sent to the MS if the MS requests an establishment of the radio access bearers for all active PDP contexts by sending a SERVICE REQUEST message indicating "data" to the network, but the SGSN does not have any active PDP context(s).
* * * End change * * *
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