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5.1.2
Provision of media resources

In addition the Application Servers can also interact with the MRFC via the S-CSCF (ISC, Mr), directly via the Mr' interface and via the Cr interface in order to control Multimedia Resource Function processing and can interact with the MRB (Rc interface, or Mr, Mr' and Cr interfaces) in order for appropriate media resources to be assigned to calls (see clause 8 and clause 13). This is shown in figure 5.1.2. The AS can request MRF resources directly based on preconfigured addresses and DNS lookup, or indirectly using an MRB function, which will determine the most suitable resource (see clause 13).
Editor's note: [MRB CR0136] Discussion of the OSCAR work item could require amendments to the text relating to selection. OSCAR requires discussion on whether MRF resource information is provided by the P-CSCF or IBCF to the AS.
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NOTE:
An I-CSCF, S-CSCF can also use the resources of the MRF directly, or via an MRB, without going via an AS.
Figure 5.1.2: Functional architecture for support of media resources for IP multimedia subsystem
8.2.1
MRFC – S-CSCF (Mr) interface

The protocol used between MRFC and S-CSCF is based on Session Initiation Protocol, which is specified in 3GPP TS 24.229 [5].
The interface is also used where the S-CSCF, I-CSCF or UE wishes to address the MRF directly. These entities can also use an MRB (using this interface) to support selection of the appropriate MRF. Such usage is however limited to In-Line mode (see subclause 13.2).
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