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Introduction:

This document contains CRs on BBF Access Interworking - BBI that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
	CT3#
	Title
	Spec
	CR
	Rev
	Cat
	Rel
	Ver
	Work Item

	812
	Update the architecture for S5/S8 PMIP case
	29.215
	235
	1
	B
	11.4.0
	11
	BBAI_BBI-CT

	1138
	Update the architecture and reference point for S5/S8 PMIP case
	29.212
	818
	3
	B
	11.4.0
	11
	BBAI_BBI-CT

	1137
	Transport of ePDG or PGW IP address (TS29.215) (Note 3)
	29.215
	247
	1
	B
	11.4.0
	11
	BBAI_BBI-CT

	1232
	Transport of ePDG or PGW IP address (TS29.212) (Note 3)
	29.212
	865
	2
	B
	11.4.0
	11
	BBAI_BBI-CT

	879
	Session binding Mechanisms(TS 29.213)
	29.213
	408
	2
	B
	11.2.0
	11
	BBAI_BBI-CT

	1248
	S9 protocol enhancement for supporting BBAI
	29.215
	253
	2
	B
	11.4.0
	11
	BBAI_BBI-CT

	1233
	Resolve the FFS of CS-Service-Request-Operation AVP
	29.212
	866
	2
	B
	11.4.0
	11
	BBAI_BBI-CT

	1132
	PCRF-Initiated IP-CAN Session Modification for EPC routed traffic (TS 29.213)
	29.213
	404
	4
	B
	11.2.0
	11
	BBAI_BBI-CT

	1247
	PCRF and BPCF addressing
	29.213
	389
	6
	B
	11.2.0
	11
	BBAI_BBI-CT

	1134
	PCEF-Initiated IP-CAN Session Modification for EPC routed traffic(R11 29.213)
	29.213
	406
	5
	B
	11.2.0
	11
	BBAI_BBI-CT

	1264
	IP-CAN session termination for EPC-routed
	29.213
	394
	4
	B
	11.2.0
	11
	BBAI_BBI-CT

	1139
	IP-CAN session establishment for EPC-routed
	29.213
	393
	4
	B
	11.2.0
	11
	BBAI_BBI-CT

	1183
	Clarification of case 1, case 2a and case 2b
	29.213
	424
	1
	B
	11.2.0
	11
	BBAI_BBI-CT

	1129
	Impacts in Gx and Gxx to complete WLAN scenario (Note 4)
	29.212
	803
	4
	B
	11.4.0
	11
	BBAI_BBI-CT

	729
	Completion of S9a protocol
	29.215
	227
	1
	B
	11.4.0
	11
	BBAI_BBI-CT

	1144
	Clarification of 3GPP HNB procedures
	29.213
	422
	1
	B
	11.2.0
	11
	BBAI_BBI-CT

	1133
	BPCF-Initiated IP-CAN Session Modification for EPC routed traffic(R11 29.213)
	29.213
	405
	4
	B
	11.2.0
	11
	BBAI_BBI-CT

	1231
	BBERF-Initiated IP-CAN Session Modification for EPC routed traffic(R11 29.213)
	29.213
	407
	5
	B
	11.2.0
	11
	BBAI_BBI-CT

	727
	Annex skeleton modification to cover BBI scenarios
	29.213
	391
	1
	B
	11.2.0
	11
	BBAI_BBI-CT


Note 3: Dependent on TS 23.203 CR 726r1
Note 4: Dependent on TS 23.203 CR 706
