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*******
* * * First Change * * * *

7.6.3.x
Temporary Empty CSG Subscription data Indicator
This parameter indicates that the CSS has currently no CSG subscription data for this roaming user but registers the VLR or SGSN, so to inform them if later changes in CSG subscription data occur. 
* * * Next Change * * * *

8.1.9.2
Service primitives

Table 8.1/9: MAP_UPDATE_VCSG_LOCATION

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	M
	M(=)
	
	

	VLR number
	C
	C(=)
	
	

	SGSN number
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	Temporary Empty CSG Subscription data Indicator
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.1.9.3
Parameter definitions and use

Invoke Id

See definition in clause 7.6.1.

IMSI

See definition in clause 7.6.2.
VLR number

See definition in clause 7.6.2. The presence of this parameter is mandatory when the service is used by the VLR.
SGSN number

See definition in clause 7.6.2. The presence of this parameter is mandatory when the service is used by the SGSN.
MSISDN
See definition in clause 7.6.2. Shall be present if this parameter is available.
Temporary Empty CSG Subscription data Indicator
See definition in clause 7.6.3.x. This parameter shall be present if the CSS accepts the request and there is no CSG Subscription data (empty CSG-ID list) for the roaming MS in the CSS.
User error

The following error causes defined in clause 7.6.1 may be used:

-
unknown subscriber; 
-
system failure;

-
unexpected data value.

Provider error

For definition of provider errors see clause 7.6.1
* * * Next Change * * * *

8.1.x
MAP_ CANCEL_VCSG_LOCATION service

8.1.x.1
Definition

This service is used between CSS and VLR to delete a roaming user record including the CSG subscription data and the CSS number from the VLR. The service is also used between CSS and SGSN to delete a roaming user record including the CSG subscription data and the CSS number from the SGSN. It may be invoked when there is removal of the CSG subscription data in CSS and of the MS registration including the case where a MS was registered in CSS but without CSG data.
The MAP_CANCEL_VCSG_LOCATION service is a confirmed service using the primitives defined in table 8.1/x.

8.1.x.2
Service primitives

Table 8.1/x: MAP_CANCEL_VCSG_LOCATION

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	M
	M(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.1.x.3
Parameter definitions and use

Invoke Id

See definition in clause 7.6.1.

IMSI

See definition in clause 7.6.2. 
User error

If the cancellation fails, an error cause is to be returned by the VLR or by the SGSN. One of the following error causes defined in clause 7.6.1 shall be used:

-
unexpected data value;

-
data missing.

Provider error

For definition of provider errors see clause 7.6.1.

* * * Next Change * * * *

16.2.2.4
Operation

When mapping a request primitive on to a Remote Operations PDU (invoke), the MAP PM shall set the operation code according to the mapping described in table 16.2/1.

When mapping a response primitive on to a Remote Operations service, the MAP PM shall set the operation code of the TC-RESULT-L/NL primitive (if required) to the same value as the one received at invocation time.

Table 16.2/1: Mapping of MAP specific services on to MAP operations

	MAP-SERVICE
	operation

	MAP-ACTIVATE-SS
	activateSS

	MAP-ACTIVATE-TRACE-MODE
	activateTraceMode

	MAP-ALERT-SERVICE-CENTRE
	alertServiceCentre

	MAP-ANY-TIME-INTERROGATION
	anyTimeInterrogaton

	MAP_AUTHENTICATION_FAILURE_REPORT
	authenticationFailureReport

	MAP-ANY-TIME-MODIFICATION
	anyTimeModification

	MAP-ANY-TIME-SUBSCRIPTION-INTERROGATION
	anyTimeSubscriptionInterrogation

	MAP-CANCEL-LOCATION
	cancelLocation

	MAP-CHECK-IMEI
	checkIMEI

	MAP-DEACTIVATE-SS
	deactivateSS

	MAP-DEACTIVATE-TRACE-MODE 
	deactivateTraceMode

	MAP-DELETE-SUBSCRIBER-DATA
	deleteSubscriberData

	MAP-ERASE-CC-ENTRY
	eraseCC-Entry

	MAP-ERASE-SS
	eraseSS

	MAP-FAILURE-REPORT
	failureReport

	MAP-FORWARD-ACCESS-SIGNALLING
	forwardAccessSignalling

	MAP-FORWARD-CHECK-SS-INDICATION
	forwardCheckSsIndication

	MAP-FORWARD-GROUP-CALL-SIGNALLING
	forwardGroupCallSignalling

	MAP-MT-FORWARD-SHORT-MESSAGE
	mt-forwardSM

	MAP-MO-FORWARD-SHORT-MESSAGE
	mo-forwardSM

	MAP-GET-PASSWORD
	getPassword

	MAP-INFORM-SERVICE-CENTRE
	informServiceCentre

	MAP-INSERT-SUBSCRIBER-DATA
	insertSubscriberData

	MAP-INTERROGATE-SS
	interrogateSs

	MAP-IST-ALERT
	istAlert

	MAP-IST-COMMAND
	istCommand

	MAP-NOTE-MS-PRESENT-FOR-GPRS
	noteMsPresentForGprs

	MAP-NOTE-SUBSCRIBER-DATA-MODIFIED
	noteSubscriberDataModified

	MAP-PREPARE-GROUP-CALL
	prepareGroupCall

	MAP-PREPARE-HANDOVER
	prepareHandover

	MAP-PREPARE-SUBSEQUENT-HANDOVER
	prepareSubsequentHandover

	MAP-PROCESS-ACCESS-SIGNALLING
	processAccessSignalling

	MAP-PROCESS-GROUP-CALL-SIGNALLING
	processGroupCallSignalling

	MAP-PROCESS-UNSTRUCTURED-SS-REQUEST
	processUnstructuredSS-Request

	MAP-PROVIDE-ROAMING-NUMBER
	provideRoamingNumber

	MAP-PROVIDE-SUBSCRIBER-LOCATION
	provideSubscriberLocation

	MAP-PROVIDE-SUBSCRIBER-INFO
	provideSubscriberInfo

	MAP-PURGE-MS
	purgeMS

	MAP-READY-FOR-SM
	readyForSM

	MAP-REGISTER-CC-ENTRY
	registerCC-Entry

	MAP-REGISTER-PASSWORD
	registerPassword

	MAP-REGISTER-SS
	registerSS

	MAP-REMOTE-USER-FREE
	remoteUserFree

	MAP-REPORT-SM-DELIVERY-STATUS
	reportSmDeliveryStatus

	MAP-RESET
	reset

	MAP-RESTORE-DATA
	restoreData

	MAP-SEND_GROUP-CALL_END_SIGNAL
	sendGroupCallEndSignal

	MAP-SEND-GROUP-CALL-INFO
	sendGroupCallInfo

	MAP-SEND-END-SIGNAL 
	sendEndSignal

	MAP-SEND-AUTHENTICATION-INFO
	sendAuthenticationInfo

	MAP-SEND-IMSI
	sendIMSI

	MAP-SEND-IDENTIFICATION
	sendIdentification

	MAP-SEND-ROUTING-INFO-FOR-SM
	sendRoutingInfoForSM

	MAP-SEND-ROUTING-INFO-FOR-GPRS
	sendRoutingInfoForGprs

	MAP-SEND-ROUTING-INFO-FOR-LCS
	sendRoutingInfoForLCS

	MAP-SEND-ROUTING-INFORMATION
	sendRoutingInfo

	MAP-SET-REPORTING-STATE
	setReportingState

	MAP-STATUS-REPORT
	statusReport

	MAP-SUBSCRIBER-LOCATION-REPORT
	subscriberLocationReport

	MAP-SUPPLEMENTARY-SERVICE-INVOCATION-NOTIFICATION
	ss-Invocation-Notification

	MAP-UNSTRUCTURED-SS-NOTIFY
	unstructuredSS-Notify

	MAP-UNSTRUCTURED-SS-REQUEST
	unstructuredSS-Request

	MAP-UPDATE-GPRS-LOCATION
	updateGprsLocation

	MAP-UPDATE-LOCATION
	updateLocation

	MAP-NOTE-MM-EVENT
	NoteMM-Event

	MAP-UPDATE-VCSG-LOCATION
	updateVcsgLocation

	MAP-CANCEL-VCSG-LOCATION
	cancelVcsgLocation


* * * Next Change * * * *

17.1.6
Application Contexts

The following informative table lists the latest versions of the Application Contexts used in this specification, with the operations used by them and, where applicable, whether or not the operation description is exactly the same as for previous versions. Information in 17.6 & 17.7 relates only to the ACs in this table.

	AC Name
	AC Version
	Operations Used
	Comments

	locationCancellationContext
	v3
	cancelLocation
	

	equipmentMngtContext
	V3
	checkIMEI
	

	imsiRetrievalContext
	v2
	sendIMSI
	

	infoRetrievalContext
	v3
	sendAuthenticationInfo
	

	interVlrInfoRetrievalContext
	v3
	sendIdentification
	

	handoverControlContext
	v3
	prepareHandover

forwardAccessSignalling

sendEndSignal

processAccessSignalling

prepareSubsequentHandover
	the syntax of this operation has been extended in comparison with release 98 version

	mwdMngtContext
	v3
	readyForSM
	

	msPurgingContext
	v3
	purgeMS
	

	shortMsgAlertContext
	v2
	alertServiceCentre
	

	resetContext
	v2
	reset
	

	networkUnstructuredSsContext
	v2
	processUnstructuredSS-Request

unstructuredSS-Request

unstructuredSS-Notify
	

	tracingContext
	v3
	activateTraceMode

deactivateTraceMode
	

	networkFunctionalSsContext
	v2
	registerSS

eraseSS

activateSS

deactivateSS

registerPassword

interrogateSS

getPassword
	

	shortMsgMO-RelayContext
	v3
	mo-forwardSM
	

	shortMsgMT-RelayContext
	v3
	mt-forwardSM
	

	shortMsgMT-VGCS-RelayContext
	v3
	mt-forwardSM-VGCS
	

	shortMsgGatewayContext
	v3
	sendRoutingInfoForSM

reportSM-DeliveryStatus

InformServiceCentre
	the syntax of this operation has been extended in comparison with release 96 version

	networkLocUpContext
	v3
	updateLocation

forwardCheckSs-Indication

restoreData

insertSubscriberData

activateTraceMode
	the syntax is the same in v1 & v2



	gprsLocationUpdateContext
	v3
	updateGprsLocation

insertSubscriberData

activateTraceMode
	

	subscriberDataMngtContext
	v3
	insertSubscriberData

deleteSubscriberData
	

	roamingNumberEnquiryContext
	v3
	provideRoamingNumber
	

	locationInfoRetrievalContext
	v3
	sendRoutingInfo
	

	gprsNotifyContext
	v3
	noteMsPresentForGprs
	

	gprsLocationInfoRetrievalContext
	v4
	sendRoutingInfoForGprs
	

	failureReportContext
	v3
	failureReport
	

	callControlTransferContext
	v4
	resumeCallHandling
	

	subscriberInfoEnquiryContext
	v3
	provideSubscriberInfo
	

	anyTimeEnquiryContext
	v3
	anyTimeInterrogation
	

	anyTimeInfoHandlingContext
	v3
	anyTimeSubscriptionInterrogation

anyTimeModification
	

	ss-InvocationNotificationContext
	v3
	ss-InvocationNotification
	

	groupCallControlContext
	v3
	prepareGroupCall

processGroupCallSignalling

forwardGroupCallSignalling

sendGroupCallEndSignal
	

	reportingContext
	v3
	setReportingState

statusReport

remoteUserFree
	

	callCompletionContext
	v3
	registerCC-Entry

eraseCC-Entry
	

	istAlertingContext
	v3
	istAlert
	

	ServiceTerminationContext
	v3
	istCommand
	

	locationSvcEnquiryContext
	v3
	provideSubscriberLocation

subscriberLocationReport
	

	locationSvcGatewayContext
	v3
	sendRoutingInfoForLCS
	

	mm-EventReportingContext
	v3
	noteMM-Event
	

	subscriberDataModificationNotificationContext
	v3
	noteSubscriberDataModified
	

	authenticationFailureReportContext
	v3
	authenticationFailureReport
	

	resourceManagementContext
	v3
	releaseResources
	

	groupCallInfoRetievalContext
	v3
	sendGroupCallInfo
	

	vcsgLocationUpdateContext
	v3
	updateVcsgLocation

insertSubscriberData
	

	vcsgLocationCancelContext
	v3
	cancelVcsgLocation
	


NOTE (*):
The syntax of the operations is not the same as in previous versions unless explicitly stated

* * * Next Change * * * *

17.2.2.xx
Vcsg location cancellation
This operation package includes the operations required for the vcsg location cancellation procedures between CSS and VLR or between CSS and SGSN.

vcsgLocationCancellationPackage-v3  OPERATION-PACKAGE ::= {


-- Supplier is VLR or SGSN if Consumer is CSS 


CONSUMER INVOKES {



cancelVcsgLocation} }

This operation package is v3 only.
* * * Next Change * * * *

17.3.2.xx
Vcsg Location Cancellation
This application context is used between CSS and VLR or between CSS and SGSN for vcsg location cancellation procedures.

vcsgLocationCancellationContext-v3 APPLICATION-CONTEXT ::= {


-- Responder is VLR or SGSN if Initiator is CSS

INITIATOR CONSUMER OF {



vcsgLocationCancellationPackage-v3}


ID
{map-ac vcsgLocationCancel(xx) version3(3)} }

This application-context is v3 only.

* * * Next Change * * * *

17.3.3
ASN.1 Module for application-context-names

The following ASN.1 module summarises the application-context-name assigned to MAP application-contexts.

.$MAP-ApplicationContexts {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ApplicationContexts (2) version13 (13)}

DEFINITIONS

::=

BEGIN

-- EXPORTS everything

IMPORTS


gsm-NetworkId,


ac-Id

FROM MobileDomainDefinitions {

   itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

   mobileDomainDefinitions (0) version1 (1)}

;

-- application-context-names

map-ac  OBJECT IDENTIFIER ::= {gsm-NetworkId ac-Id}

networkLocUpContext-v3  OBJECT IDENTIFIER ::=


{map-ac networkLocUp(1) version3(3)}

locationCancellationContext-v3  OBJECT IDENTIFIER ::=


{map-ac locationCancel(2) version3(3)}

roamingNumberEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac roamingNbEnquiry(3) version3(3)}

authenticationFailureReportContext-v3  OBJECT IDENTIFIER ::=


{map-ac authenticationFailureReport(39) version3(3)}

locationInfoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac locInfoRetrieval(5) version3(3)}

resetContext-v2  OBJECT IDENTIFIER ::=


{map-ac reset(10) version2(2)}

handoverControlContext-v3  OBJECT IDENTIFIER ::=


{map-ac handoverControl(11) version3(3)}

equipmentMngtContext-v3  OBJECT IDENTIFIER ::=


{map-ac equipmentMngt(13) version3(3)}

infoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac infoRetrieval(14) version3(3)}

interVlrInfoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac interVlrInfoRetrieval(15) version3(3)}

subscriberDataMngtContext-v3  OBJECT IDENTIFIER ::=


{map-ac subscriberDataMngt(16) version3(3)}

tracingContext-v3  OBJECT IDENTIFIER ::=


{map-ac tracing(17) version3(3)}

networkFunctionalSsContext-v2  OBJECT IDENTIFIER ::=


{map-ac networkFunctionalSs(18) version2(2)}

networkUnstructuredSsContext-v2  OBJECT IDENTIFIER ::=


{map-ac networkUnstructuredSs(19) version2(2)}

shortMsgGatewayContext-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgGateway(20) version3(3)}

shortMsgMO-RelayContext-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgMO-Relay(21) version3(3)}

shortMsgAlertContext-v2  OBJECT IDENTIFIER ::=


{map-ac shortMsgAlert(23) version2(2)}

mwdMngtContext-v3  OBJECT IDENTIFIER ::=


{map-ac mwdMngt(24) version3(3)}

shortMsgMT-RelayContext-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgMT-Relay(25) version3(3)}

shortMsgMT-Relay-VGCS-Context-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgMT-Relay-VGCS(41) version3(3)}

imsiRetrievalContext-v2  OBJECT IDENTIFIER ::=


{map-ac imsiRetrieval(26) version2(2)}

msPurgingContext-v3  OBJECT IDENTIFIER ::=


{map-ac msPurging(27) version3(3)}

subscriberInfoEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac subscriberInfoEnquiry(28) version3(3)}

anyTimeInfoEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac anyTimeInfoEnquiry(29) version3(3)}

callControlTransferContext-v4  OBJECT IDENTIFIER ::=


{map-ac callControlTransfer(6) version4(4)}

ss-InvocationNotificationContext-v3  OBJECT IDENTIFIER ::=


{map-ac ss-InvocationNotification(36) version3(3)}

groupCallControlContext-v3  OBJECT IDENTIFIER ::=


{map-ac groupCallControl(31) version3(3)}

groupCallInfoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac groupCallInfoRetrieval(45) version3(3)}

gprsLocationUpdateContext-v3  OBJECT IDENTIFIER ::=


{map-ac gprsLocationUpdate(32) version3(3)}

gprsLocationInfoRetrievalContext-v4  OBJECT IDENTIFIER ::=


{map-ac gprsLocationInfoRetrieval(33) version4(4)}

failureReportContext-v3  OBJECT IDENTIFIER ::=


{map-ac failureReport(34) version3(3)}

gprsNotifyContext-v3  OBJECT IDENTIFIER ::=


{map-ac gprsNotify(35) version3(3)}

reportingContext-v3  OBJECT IDENTIFIER ::=


{map-ac reporting(7) version3(3)}

callCompletionContext-v3  OBJECT IDENTIFIER ::=


{map-ac callCompletion(8) version3(3)}

istAlertingContext-v3  OBJECT IDENTIFIER ::=


{map-ac istAlerting(4) version3(3)}

serviceTerminationContext-v3  OBJECT IDENTIFIER ::=


{map-ac immediateTermination(9) version3(3)}

locationSvcGatewayContext-v3  OBJECT IDENTIFIER ::=


{map-ac locationSvcGateway(37) version3(3)}

locationSvcEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac locationSvcEnquiry(38) version3(3)}

mm-EventReportingContext-v3  OBJECT IDENTIFIER ::=


{map-ac mm-EventReporting(42) version3(3)}

anyTimeInfoHandlingContext-v3  OBJECT IDENTIFIER ::=


{map-ac anyTimeInfoHandling(43) version3(3)}

subscriberDataModificationNotificationContext-v3  OBJECT IDENTIFIER ::=


{map-ac subscriberDataModificationNotification(22) version3(3)}

resourceManagementContext-v3  OBJECT IDENTIFIER ::=


{map-ac resourceManagement(44) version3(3)}

vcsgLocationUpdateContext-v3  OBJECT IDENTIFIER ::=


{map-ac vcsgLocationUpdate(46) version3(3)}

vcsgLocationCancellationContext-v3  OBJECT IDENTIFIER ::=


{map-ac vcsgLocationCancel(xx) version3(3)}

-- The following Object Identifiers are reserved for application-contexts

--  existing in previous versions of the protocol

-- AC Name & Version
Object Identifier
-- 

-- networkLocUpContext-v1
map-ac networkLocUp (1)
version1 (1)

-- networkLocUpContext-v2
map-ac networkLocUp (1)
version2 (2)

-- locationCancellationContext-v1
map-ac locationCancellation (2)
version1 (1)

-- locationCancellationContext-v2
map-ac locationCancellation (2)
version2 (2)

-- roamingNumberEnquiryContext-v1
map-ac roamingNumberEnquiry (3)
version1 (1)

-- roamingNumberEnquiryContext-v2
map-ac roamingNumberEnquiry (3)
version2 (2)

-- locationInfoRetrievalContext-v1
map-ac locationInfoRetrieval (5)
version1 (1)

-- locationInfoRetrievalContext-v2
map-ac locationInfoRetrieval (5)
version2 (2)

-- resetContext-v1
map-ac reset (10)
version1 (1)

-- handoverControlContext-v1
map-ac handoverControl (11)
version1 (1)

-- handoverControlContext-v2
map-ac handoverControl (11)
version2 (2)

-- sIWFSAllocationContext-v3
map-ac sIWFSAllocation (12)
version3 (3)

-- equipmentMngtContext-v1
map-ac equipmentMngt (13)
version1 (1)

-- equipmentMngtContext-v2
map-ac equipmentMngt (13)
version2 (2)

-- infoRetrievalContext-v1
map-ac infoRetrieval (14)
version1 (1) 

-- infoRetrievalContext-v2
map-ac infoRetrieval (14)
version2 (2)

-- interVlrInfoRetrievalContext-v2
map-ac interVlrInfoRetrieval (15)
version2 (2)

-- subscriberDataMngtContext-v1
map-ac subscriberDataMngt (16)
version1 (1)

-- subscriberDataMngtContext-v2
map-ac subscriberDataMngt (16)
version2 (2)

-- tracingContext-v1
map-ac tracing (17)
version1 (1)

-- tracingContext-v2
map-ac tracing (17)
version2 (2)

-- networkFunctionalSsContext-v1
map-ac networkFunctionalSs (18)
version1 (1)

-- shortMsgGatewayContext-v1
map-ac shortMsgGateway (20)
version1 (1)

-- shortMsgGatewayContext-v2
map-ac shortMsgGateway (20)
version2 (2)

-- shortMsgRelayContext-v1
map-ac shortMsgRelay (21)
version1 (1)

-- shortMsgAlertContext-v1
map-ac shortMsgAlert (23)
version1 (1)

-- mwdMngtContext-v1
map-ac mwdMngt (24)
version1 (1)

-- mwdMngtContext-v2
map-ac mwdMngt (24)
version2 (2)

-- shortMsgMT-RelayContext-v2
map-ac shortMsgMT-Relay (25)
version2 (2)

-- msPurgingContext-v2
map-ac msPurging (27)
version2 (2) 

-- callControlTransferContext-v3
map-ac callControlTransferContext (6)
version3 (3) 

-- gprsLocationInfoRetrievalContext-v3
map-ac gprsLocationInfoRetrievalContext (33) version3 (3) 

.#END

* * * Next Change * * * *

17.5
MAP operation and error codes

.$MAP-Protocol {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Protocol (4) version13 (13)}

DEFINITIONS

::=

BEGIN

IMPORTS

OPERATION

FROM Remote-Operations-Information-Objects {

joint-iso-itu-t remote-operations(4) informationObjects(5) version1(0)}


updateLocation,


cancelLocation,
cancelVcsgLocation,

purgeMS,


sendIdentification,


updateGprsLocation,

updateVcsgLocation,

prepareHandover,


sendEndSignal,


processAccessSignalling,


forwardAccessSignalling,


prepareSubsequentHandover,


sendAuthenticationInfo,

authenticationFailureReport,


checkIMEI,


insertSubscriberData,


deleteSubscriberData,


reset,


forwardCheckSS-Indication,


restoreData,


provideSubscriberInfo,


anyTimeInterrogation,


anyTimeSubscriptionInterrogation,


anyTimeModification,


sendRoutingInfoForGprs,


failureReport,


noteMsPresentForGprs,


noteMM-Event,


noteSubscriberDataModified

FROM MAP-MobileServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MobileServiceOperations (5)

   version13 (13)}


activateTraceMode,


deactivateTraceMode,


sendIMSI

FROM MAP-OperationAndMaintenanceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-OperationAndMaintenanceOperations (6)

   version13 (13)}


sendRoutingInfo,


provideRoamingNumber,


resumeCallHandling,


setReportingState,


statusReport,


remoteUserFree,


ist-Alert,


ist-Command,


releaseResources
FROM MAP-CallHandlingOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CallHandlingOperations (7)

   version13 (13)}


registerSS,


eraseSS,


activateSS,


deactivateSS,


interrogateSS,


processUnstructuredSS-Request,


unstructuredSS-Request,


unstructuredSS-Notify,


registerPassword,


getPassword,


ss-InvocationNotification,


registerCC-Entry,


eraseCC-Entry

FROM MAP-SupplementaryServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SupplementaryServiceOperations (8)

   version13 (13)}


sendRoutingInfoForSM,


mo-ForwardSM,


mt-ForwardSM,


reportSM-DeliveryStatus,


alertServiceCentre,


informServiceCentre,


readyForSM,


mt-ForwardSM-VGCS

FROM MAP-ShortMessageServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ShortMessageServiceOperations (9)

   version13 (13)}


prepareGroupCall,


processGroupCallSignalling,


forwardGroupCallSignalling,


sendGroupCallEndSignal,


sendGroupCallInfo

FROM MAP-Group-Call-Operations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Group-Call-Operations (22)

   version13 (13)}


provideSubscriberLocation,


sendRoutingInfoForLCS,


subscriberLocationReport

FROM MAP-LocationServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LocationServiceOperations (24)

   version13 (13)}

;

Supported-MAP-Operations OPERATION ::= {updateLocation | cancelLocation| cancelVcsgLocation | purgeMS | 

sendIdentification | updateGprsLocation | updateVcsgLocation | prepareHandover | sendEndSignal | 

processAccessSignalling | forwardAccessSignalling | prepareSubsequentHandover | 

sendAuthenticationInfo | authenticationFailureReport | checkIMEI | insertSubscriberData | 

deleteSubscriberData | reset | forwardCheckSS-Indication | restoreData | provideSubscriberInfo | 

anyTimeInterrogation | anyTimeSubscriptionInterrogation | anyTimeModification | 

sendRoutingInfoForGprs | failureReport |noteMsPresentForGprs | noteMM-Event | 

noteSubscriberDataModified | activateTraceMode | deactivateTraceMode | sendIMSI | 

sendRoutingInfo | provideRoamingNumber | resumeCallHandling | setReportingState | statusReport | remoteUserFree | ist-Alert | 

ist-Command | registerSS | eraseSS | activateSS | deactivateSS | interrogateSS | 

processUnstructuredSS-Request | unstructuredSS-Request | unstructuredSS-Notify | 

registerPassword | getPassword | ss-InvocationNotification | registerCC-Entry | eraseCC-Entry | 

sendRoutingInfoForSM | mo-ForwardSM | mt-ForwardSM | reportSM-DeliveryStatus | 

alertServiceCentre | informServiceCentre | readyForSM | prepareGroupCall | 

processGroupCallSignalling | forwardGroupCallSignalling | sendGroupCallEndSignal |

provideSubscriberLocation | sendRoutingInfoForLCS | subscriberLocationReport | 

releaseResources | mt-ForwardSM-VGCS | sendGroupCallInfo }

-- The following operation codes are reserved for operations

-- existing in previous versions of the protocol

-- Operation Name
AC used
Oper. Code
-- 

-- sendParameters
map-ac infoRetrieval (14) version1 (1)
local:9
-- processUnstructuredSS-Data
map-ac networkFunctionalSs (18) version1 (1)
local:19

-- performHandover
map-ac handoverControl (11) version1 (1)
local:28

-- performSubsequentHandover
map-ac handoverControl (11) version1 (1)
local:30

-- provideSIWFSNumber
map-ac sIWFSAllocation (12) version3 (3)
local:31

-- siwfs-SignallingModify
map-ac sIWFSAllocation (12) version3 (3)
local:32

-- noteInternalHandover
map-ac handoverControl (11) version1 (1)
local:35

-- noteSubscriberPresent
map-ac mwdMngt (24) version1 (1)
local:48

-- alertServiceCentreWithoutResult
map-ac shortMsgAlert (23) version1 (1)
local:49

-- traceSubscriberActivity
map-ac handoverControl (11) version1 (1)
local:52

-- beginSubscriberActivity
map-ac networkFunctionalSs (18) version1 (1)
local:54

-- The following error codes are reserved for errors

-- existing in previous versions of the protocol

-- Error Name
AC used
Error Code
-- 

-- unknownBaseStation
map-ac handoverControl (11) version1 (1)
local:2

-- invalidTargetBaseStation
map-ac handoverControl (11) version1 (1)
local:23

-- noRadioResourceAvailable
map-ac handoverControl (11) version1 (1)
local:24

.#END

* * * Next Change * * * *

17.6.1
Mobile Service Operations

.$MAP-MobileServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MobileServiceOperations (5)

   version13 (13)}

DEFINITIONS

::=

BEGIN

EXPORTS


-- location registration operations


updateLocation,


cancelLocation,


purgeMS,


sendIdentification, 


-- gprs location registration operations


updateGprsLocation,

-- vcsg location registration operations


updateVcsgLocation,
cancelVcsgLocation,

-- subscriber information enquiry operations


provideSubscriberInfo,


-- any time information enquiry operations


anyTimeInterrogation,


-- any time information handling operations


anyTimeSubscriptionInterrogation,


anyTimeModification, 


-- subscriber data modification notification operations


noteSubscriberDataModified,


-- handover operations


prepareHandover,


sendEndSignal,


processAccessSignalling,


forwardAccessSignalling,


prepareSubsequentHandover,


-- authentication management operations


sendAuthenticationInfo, 

authenticationFailureReport,


-- IMEI management operations


checkIMEI,


-- subscriber management operations


insertSubscriberData,


deleteSubscriberData,


-- fault recovery operations


reset,


forwardCheckSS-Indication,


restoreData,

-- gprs location information retrieval operations


sendRoutingInfoForGprs,


-- failure reporting operations


failureReport,


-- gprs notification operations


noteMsPresentForGprs,

-- Mobility Management operations

noteMM-Event

;

IMPORTS


OPERATION

FROM Remote-Operations-Information-Objects {

joint-iso-itu-t remote-operations(4)

  informationObjects(5) version1(0)} 


systemFailure,


dataMissing,


unexpectedDataValue,


unknownSubscriber,


unknownMSC,


unidentifiedSubscriber,


unknownEquipment,


roamingNotAllowed, 


ati-NotAllowed,


noHandoverNumberAvailable,


subsequentHandoverFailure,


absentSubscriber,


mm-EventNotSupported,


atsi-NotAllowed,


atm-NotAllowed,


bearerServiceNotProvisioned,


teleserviceNotProvisioned,


callBarred,


illegalSS-Operation,


ss-ErrorStatus,


ss-NotAvailable,


ss-Incompatibility,


ss-SubscriptionViolation,


informationNotAvailable,


targetCellOutsideGroupCallArea

FROM MAP-Errors {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Errors (10) version13 (13)}


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,

UpdateVcsgLocationArg,


UpdateVcsgLocationRes,

CancelVcsgLocationArg,


CancelVcsgLocationRes,

PrepareHO-Arg,


PrepareHO-Res,

ForwardAccessSignalling-Arg,

ProcessAccessSignalling-Arg,

SendEndSignal-Arg,

SendEndSignal-Res,

PrepareSubsequentHO-Res,


PrepareSubsequentHO-Arg,


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,


AuthenticationFailureReportRes,


CheckIMEI-Arg,


CheckIMEI-Res,


InsertSubscriberDataArg,


InsertSubscriberDataRes,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


ResetArg,


RestoreDataArg,


RestoreDataRes,


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


FailureReportArg,


FailureReportRes,


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


NoteMM-EventArg,


NoteMM-EventRes

FROM MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version13 (13)}

;

****Skipped for clear clarification****
-- vcsg location registration operations

updateVcsgLocation  OPERATION ::= {



--Timer m


ARGUMENT



UpdateVcsgLocationArg


RESULT



UpdateVcsgLocationRes


ERRORS {



systemFailure |



unexpectedDataValue |



unknownSubscriber}


CODE
local:53 }

cancelVcsgLocation  OPERATION ::= {



--Timer m


ARGUMENT



CancelVcsgLocationArg


RESULT



CancelVcsgLocationRes




-- optional


ERRORS {



dataMissing |



unexpectedDataValue}


CODE
local:xx }

.#END

* * * Next Change * * * *

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version13 (13)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator, 


SupportedLCS-CapabilitySets,

UpdateVcsgLocationArg,


UpdateVcsgLocationRes,

CancelVcsgLocationArg,


CancelVcsgLocationRes,

-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,

AuthenticationFailureReportRes,


-- security management types


Kc, 


Cksn,


-- equipment management types


CheckIMEI-Arg,


CheckIMEI-Res,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes, 


LSAIdentity,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


Ext-QoS-Subscribed,

Ext2-QoS-Subscribed, 


Ext3-QoS-Subscribed, 


Ext4-QoS-Subscribed,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,

DefaultSMS-Handling,


DefaultGPRS-Handling,

CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


OfferedCamel4CSIs,


OfferedCamel4Functionalities,


maxNumOfCamelTDPData,


CUG-Index, 


CUG-Info,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser, 


QoS-Subscribed,
IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,

APN,

AdditionalInfo,


-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,

-- provide subscriber info types 

GeographicalInformation, 

MS-Classmark2,

GPRSMSClass,

-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


LocationInformationGPRS,


SubscriberState,


GPRSChargingID, 

MNPInfoRes,


RouteingNumber,

-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes,


NumberPortabilityStatus,

PagingArea,

-- VGCS / VBS types types

GroupId, 

Long-GroupId,
AdditionalSubscriptions

;

IMPORTS


maxNumOfSS,


SS-SubscriptionOption,


SS-List,


SS-ForBS-Code,


Password,


OverrideCategory,


CliRestrictionOption
FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version13 (13)}


SS-Code

FROM MAP-SS-Code {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-Code (15) version13 (13)}


Ext-BearerServiceCode

FROM MAP-BS-Code {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-BS-Code (20) version13 (13)}


Ext-TeleserviceCode

FROM MAP-TS-Code {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-TS-Code (19) version13 (13)}


AddressString,

ISDN-AddressString, 


ISDN-SubaddressString, 


FTN-AddressString,


AccessNetworkSignalInfo,


IMSI, 


IMEI,


TMSI,


HLR-List,


LMSI,


Identity,


GlobalCellId,


CellGlobalIdOrServiceAreaIdOrLAI,


Ext-BasicServiceCode,


NAEA-PreferredCI,


EMLPP-Info, 


MC-SS-Info,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,


Ext-SS-Status,


LCSServiceTypeID,


ASCI-CallReference,


TBCD-STRING,


LAIFixedLength,


PLMN-Id,

EMLPP-Priority,

GSN-Address,

DiameterIdentity,

Time,

E-UTRAN-CGI,

TA-Id,

RAIdentity
FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version13 (13)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version13 (13)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version13 (13)}


TracePropagationList

FROM MAP-OM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-OM-DataTypes (12) version13 (13)}

;

****Skipped for clear clarification****
-- vcsg location registration types

UpdateVcsgLocationArg ::= SEQUENCE {


imsi


IMSI,

msisdn

[2] ISDN-AddressString
OPTIONAL,

vlr-Number
[0] ISDN-AddressString
OPTIONAL,

sgsn-Number
[1] ISDN-AddressString
OPTIONAL,

extensionContainer
ExtensionContainer
OPTIONAL,


... }

UpdateVcsgLocationRes ::= SEQUENCE {

TemporaryEmptySubscriptiondataIndicator
NULL

OPTIONAL,

extensionContainer
ExtensionContainer
OPTIONAL,


... }

CancelVcsgLocationArg ::= SEQUENCE {


identity

Identity,

extensionContainer
ExtensionContainer
OPTIONAL,


...,


 }
CancelVcsgLocationRes ::= SEQUENCE {

extensionContainer
ExtensionContainer
OPTIONAL,


... }

.#END

* * * Next Change * * * *

19.1.2A
Location Cancellation for VCSG
19.1.2A.1
General

Location cancellation for VCSG is used to delete a subscriber record from the serving node (VLR or SGSN). The procedure is invoked:

-
because there is a removal of the CSG subscription data in the CSS and of the MS registration
-
because the CSS has decided to cancel the registration of the MS which does not have CSG subscription data in the CSS.
NOTE:
How the CSS determines when to cancel the registration of the MS is implementation dependent.
The message flow for VCSG location cancellation for a subscriber is shown in figure 19.1.2A/1.
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Figure 19.1.2A/1: Message flow for VCSG Location Cancellation 

19.1.2A.2
Procedure in the CSS
The MAP process in the CSS to cancel the VCSG location information in a VLR is shown in figure 19.1.2A/2. The MAP process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Cnf





see subclause 25.1.2;

Check_Confirmation





see subclause 25.2.2.
The MAP process in the CSS to cancel the VCSG location information in a SGSN is shown in figure 19.1.2A/3. The MAP process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Cnf





see subclause 25.1.2;

Check_Confirmation





see subclause 25.2.2.

19.1.2.3
Procedure in the VLR

The MAP process in the VLR to handle a VCSG location cancellation request is shown in figure 19.1.2A/4. The MAP process invokes a macro not defined in this clause; the definition of this macro can be found as follows:

Receive_Open_Ind





see subclause 25.1.1.

19.1.2.4
Procedure in the SGSN

The MAP process in the SGSN to handle a VCSG location cancellation request is shown in figure 19.1.2A/5. The MAP process invokes a macro not defined in this clause; the definition of this macro can be found as follows:

Receive_Open_Ind





see subclause 25.1.1.
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Figure 19.1.2A/2: Process Cancel_VCSG_Location_CSS
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Figure 19.1.2A/3: Process Cancel_VCSG_Location_VLR


[image: image4]
Figure 19.1.2A/4: Process Cancel_VCSG_Location_SGSN

* * * End of Changes * * * *
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