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	It is agreed that the redirection is enforced by the PCEF enhanced with ADC or the TDF on uplink traffic matching the ADC rule for which redirection is enabled in stage 2 (see S2-122408).
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	1. Clarify that PCEF enhanced with ADC or TDF shall implement the redirection for the detected application’s uplink traffic.
2. Other minor corrections.
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*** 1st Change ***

4.6.2.4
Redirect function
The PCRF may provide the redirect instruction (e.g. redirect the detected application’s traffic to another controlled address) for an ADC rule to the PCEF. The Provisioning shall be performed using the ADC rule provisioning procedure. The redirect instruction shall be encoded using a Redirect-Information AVP within the ADC-Rule-Definition AVP of the ADC rule. If Redirect-Information AVP is provided for an ADC rule, the PCEF shall implement the redirection for the detected application’s uplink traffic. If the Redirect-Server-Address AVP is provided within the Redirect-Information AVP, the PCEF shall redirect the detected application’s uplink traffic to this address. In this case, the redirect address type (e.g. IPv4, IPv6 or URL) shall be defined by the Redirect-Address-Type AVP. If the Redirect-Server-Address AVP is not provided, the redirection address locally configured in the PCEF shall be used instead. The Redirect-Support AVP equal to REDIRECTION_DISABLED may also be included. It indicates to disable the redirection for a certain already installed or activated ADC rule. For a predefined ADC rule, the redirect information shall be included in the rule definition at the PCEF.
*** 2nd Change ***

4b.5.1.4
Redirect function
The PCRF may provide the redirect instruction (e.g. redirect the detected application’s traffic to another controlled address) for an ADC rule to the TDF. The Provisioning shall be performed using the ADC rule provisioning procedure. The redirect instruction shall be encoded using a Redirect-Information AVP within the ADC-Rule-Definition AVP of the ADC rule. If Redirect-Information AVP is provided for an ADC rule, the TDF shall implement the redirection for the detected application’s uplink traffic. If the Redirect-Server-Address AVP is provided within.the Redirect-Information AVP, the TDF shall redirect the detected application’s uplink traffic to this address. In this case, the redirect address type (e.g. IPv4, IPv6, URL) shall be defined by the Redirect-Address-Type AVP. If the Redirect-Server-Address AVP is not provided, the redirection address locally configured in the TDF shall be used instead.
The Redirect-Support AVP may also be included. Redirect-Support AVP equal to REDIRECTION_DISABLED indicates to disable the redirection for a certain already installed or activated ADC rule. For a predefined ADC rule, the redirect information shall be included in the rule definition at the TDF.
*** End of Changes ***
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