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* * * First Change * * * *

4.1
GTP Tunnel

GTP tunnels are used between two nodes communicating over a GTP based interface, to separate traffic into different communication flows. 

A GTP tunnel is identified in each node with a TEID, an IP address and a UDP port number. The receiving end side of a GTP tunnel locally assigns the TEID value the transmitting side has to use. The TEID values are exchanged between tunnel endpoints using GTP-C or S1-MME or Iu-PS messages. The GTPv2 entity communicates to the peer GTPv2 entity the TEID value at which it expects to receive all subsequent control plane messages related to that GTP tunnel via the: 

-
"Sender F-TEID for Control Plane" IE, 

-
"PGW S5/S8/S2a/S2b F-TEID for PMIP based interface or for GTP based Control Plane interface" IE, 
-
"MSC Server Sv TEID for Control Plane" IE,
-
"S3/S16/S10 Address and TEID for Control Plane" IE, or

-
"MME/SGSN Sv TEID for Control Plane" IE.

The criteria defining when the same or different GTP tunnels shall be used between the two nodes differs between the control and the user plane, and also between interfaces.

For the control plane, for each end-point of a GTP-C tunnel:

-
The TEID-C shall be unique per PDN-Connection on GTP based S2a, S2b, S5 and S8 interfaces. The same tunnel shall be shared for the control messages related to all bearers associated to the PDN-Connection. A TEID-C on the S2a/S2b/S5/S8 interface shall be released after all its associated EPS bearers are deleted.
-
There shall be only one pair of TEID-Cs per UE on each of the S3, S10 and the S16 interfaces. The same tunnel shall be shared for the control messages related to the same UE operation. A TEID-C on the S3/S10/S16 interface shall be released after its associated UE context is removed or the UE is detached. For the S3 interface, when ISR is active for the UE, during I-RAT handover between the ISR associated nodes, the existing S3 TEID-C may be re-used or new S3 TEID-C may be allocated. During this scenario, if the node decides to allocate new S3 TEID-C, it shall release its own old S3 TEID-C.
-
There shall be only one pair of TEID-C per UE over the S11 and the S4 interfaces. The same tunnel shall be shared for the control messages related to the same UE operation. A TEID-C on the S11/S4 interface shall be released after all its associated EPS bearers are deleted. 
-
There shall be only one pair of TEID-C per MBMS Bearer Service (i.e. per TMGI and, if provided, MBMS Flow Identifier) over the Sm and Sn interfaces respectively. The same tunnel shall be shared for the control messages related to the same MBMS Bearer Service. A TEID-C on the Sm/Sn interface shall be released after the MBMS Bearer Session is stopped.
For GTP-U, a TEID-U is used according to 3GPP TS 29.281 [13].

NOTE:
GTP-U is based on GTP version 1 (GTPv1).
* * * Next Change * * * *

4.2.2.1
Initial Messages

The IP Destination Address of a GTPv2 Initial message shall be an IP address of the destination GTPv2 entity. 
During the establishment of the GTP tunnel, the GTPv2 entity selects and communicates to the peer GTPv2 entity the IP Destination Address at which it expects to receive subsequent control plane Initial messages related to that GTP tunnel via the:

-
"Sender F-TEID for Control Plane" IE, 

-
"PGW S5/S8/S2a/S2b F-TEID for PMIP based interface or for GTP based Control Plane interface" IE,
-
"MSC Sv Address for Control Plane" IE,
-
"S3/S16/S10 Address and TEID for Control Plane" IE, or 

-
"MME/SGSN Sv Address for Control Plane" IE. 
During the network triggered service restoration procedure (see 3GPP TS 23.007 [17]), if an MME/S4-SGSN sends Downlink Data Notification Failure Indication message to the SGW, then the destination address for this message shall be the source IP address of the Downlink Data Notification message received earlier.
The IP Source Address of a GTPv2 Initial message shall be an IP address of the source GTPv2 entity from which the Initial message is originating.

* * * Next Change * * * *

7.2.15
Update Bearer Request

The direction of this message shall be from PGW to SGW and/or from SGW to MME/S4-SGSN, and/or from PGW to TWAN/ePDG (see Table 6.1-1).

For GTP based S5/S8, the Update Bearer Request shall be sent by the PGW to the SGW and forwarded to the MME as part of the following procedures:

-
PGW Initiated Bearer Modification with Bearer QoS Update 

-
HSS Initiated Subscribed QoS Modification

-
PGW Initiated Bearer Modification without Bearer QoS Update 

-
UE Request Bearer Resource Modification procedure (see 3GPP TS 24.301 [23]) 
-
UE requested bearer resource allocation procedure (see 3GPP TS 24.301 [23])
The message shall also be sent on the S5/S8 interface by the PGW to the SGW and on the S4 interface by the SGW to the SGSN as part of the following procedures:

-
PGW Initiated EPS Bearer Modification

-
Execution part of MS-Initiated EPS Bearer Modification
-
SGSN-Initiated EPS Bearer Modification Procedure using S4
and on the S2a/S2b interface by the PGW to the TWAN/ePDG as part of the following procedures:

-
PGW Initiated Bearer Modification
-
HSS Initiated Subscribed QoS Modification
For PMIP based S5/S8, the Update Bearer Request shall be sent on the S11 interface by the SGW to the MME and on the S4 interface by the SGW to the SGSN.

Table 7.2.15-1 specifies the presence requirements and the conditions of the IEs in the message.
Table 7.2.15-1: Information Elements in an Update Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Bearer Contexts
	M
	This IE shall contain contexts related to bearers that need QoS/TFT modification. Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers. 

If there is no QoS/TFT modification, only one IE with this type and instance value shall be included.
	Bearer Context 
	0

	Procedure Transaction Id (PTI)
	C
	If the request corresponds to UE requested bearer resource modification procedure or the UE requested bearer resource allocation procedure for an E-UTRAN (see NOTE 1) or MS initiated EPS bearer modification procedure, this IE shall be included.

PTI shall be the same as the one used in the corresponding Bearer Resource Command
	PTI
	0

	Protocol Configuration Options (PCO)
	C
	PGW shall include Protocol Configuration Options (PCO) IE on the S5/S8 interface, if available.

If SGW receives this IE, SGW shall forward it to SGSN/MME on the S4/S11 interface.


	PCO
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	M
	APN-AMBR
	AMBR
	0

	Change Reporting Action
	C
	This IE shall be included on the S5/S8 and S4/S11 interfaces with the appropriate Action field If the location Change Reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	Change Reporting Action
	0

	CSG Information Reporting Action
	CO
	This IE shall be included on the S5/S8 and S4/S11 interfaces with the appropriate Action field if the CSG Info reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	CSG Information Reporting Action
	0

	H(e)NB Information Reporting 
	CO
	This IE shall be included on the S5/S8 and S4/S11 interfaces with the appropriate Action field if H(e)NB information reporting is to be started or stopped for the PDN connection in the SGSN/MME.
	H(e)NB Information Reporting
	0

	Indication flags
	CO
	This IE shall be included if any one of the applicable flags is set to 1.

Applicable flags are:

· Retrieve Location Indication: This flag shall be set to 1 in the PGW Initiated Bearer Modification procedure if the location information is requested.
	Indication
	0

	PGW-FQ-CSID
	C
	This IE shall be included by PGW on the S5/S8 and S2a/S2b interfaces,  and when received from S5/S8 be forwarded by SGW on S11 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by SGW on S11 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1

	Private Extension
	O
	This IE may be sent on the S5/S8, S4/S11 and S2a/S2b interfaces.
	Private Extension
	VS

	NOTE 1:
This message refers to the UE requested bearer resource allocation procedure and UE requested bearer resource modification procedures defined in 3GPP TS 24.301 [23], both are specified in 3GPP TS 23.401 [3] in the clause "UE requested bearer resource modification".


NOTE: 
In the case that the procedure was initiated by a UE Requested Bearer Resource Modification Procedure or UE Requested Bearer Resource Allocation Procedure for an E-UTRAN or MS initiated EPS bearer modification procedure, then there will be only one instance of the Bearer Contexts IE in the Update Bearer Request.
Table 7.2.15-2: Bearer Context within Update Bearer Request

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	TFT
	C
	This IE shall be included on the S5/S8, S4/S11 and S2a/S2b interfaces if message relates to Bearer Modification and TFT change.
	Bearer TFT
	0

	Bearer Level QoS
	C
	This IE shall be included on the S5/S8, S4/S11 and S2a/S2b interfaces if QoS modification is requested 
	Bearer QoS
	0

	Bearer Flags
	O
	Applicable flags:

· PPC (Prohibit Payload Compression): this flag may be set on the S5/S8 and S4/S11 interfaces.
· vSRVCC indicator: This IE may be included by the PGW on the S5/S8 interface according to 3GPP TS 23.216 [43]. When received from S5/S8, SGW shall forward on the S11 interface.
	Bearer Flags
	0

	Protocol Configuration Options (PCO)
	CO
	PGW shall include Protocol Configuration Options (PCO) IE on the S5/S8 interface, if available. This bearer level IE takes precedence over the PCO IE in the message body if they both exist. If SGW receives this IE, SGW shall forward it to SGSN/MME on the S4/S11 interface.
	PCO
	0


* * * End of Changes * * * *
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