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3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".
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* * * Next Change * * * *

12.1
MAP-SEND-ROUTING-INFO-FOR-SM service

12.1.1
Definition

This service is used between the gateway MSC and the HLR to retrieve the routing information needed for routing the short message to the servicing MSC or SGSN. This service is also used between the gateway MSC and SMS Router, and SMS Router and HLR in order to enforce routing of the SM delivery via the HPLMN of the receiving MS. This service is also used between HLR and IP-SM-GW, and between IP-SM-GW and HLR  in order to allow MT-SM delivery via the IMS.
The MAP-SEND-ROUTING-INFO-FOR-SM is a confirmed service using the primitives from table 12.1/1.

12.1.2
Service primitives

Table 12.1/1: MAP-SEND-ROUTING-INFO-FOR-SM

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MSISDN
	M
	M(=)
	
	

	SM-RP-PRI
	M
	M(=)
	
	

	Service Centre Address
	M
	M(=)
	
	

	SM-RP-MTI
	C
	C(=)
	
	

	SM-RP-SMEA
	C
	C(=)
	
	

	GPRS Support Indicator
	C
	C(=)
	
	

	SM-Delivery Not Intended
	U
	C(=)
	
	

	IP-SM-GW Guidance Support Indicator
	U
	C(=)
	
	

	IMSI
	C
	C(=)
	C
	C(=)

	Network Node Number
	
	
	C
	C(=)

	LMSI
	
	
	C
	C(=)

	GPRS Node Indicator
	
	
	C
	C(=)

	Additional Number
	
	
	C
	C(=)

	IP-SM-GW Guidance
	
	
	U
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


12.1.3
Parameter use

Invoke id

See definition in clause 7.6.1.

MSISDN

See definition in clause 7.6.2.
When SEND-ROUTING-INFO-FOR-SM is sent by the SMS-GMSC to the HLR following an T4 Submit Trigger (see 3GPP TS 23.682 [x]), MSISDN may not be available. In this case the UE shall be identified by the IMSI and the MSISDN takes a dummy value.
SM-RP-PRI

See definition in clause 7.6.8.

Service Centre Address

See definition in clause 7.6.2.

SM-RP-MTI

See definition in clause 7.6.8. This parameter shall be present when the feature « SM filtering by the HPLMN » is supported by the SMS-GMSC and when the equivalent parameter is received from the short message service relay sub-layer protocol.

SM-RP-SMEA

See definition in clause 7.6.8. This parameter shall be present when the feature « SM filtering by the HPLMN » is supported by the SMS-GMSC and when the equivalent parameter is received from the short message service relay sub-layer protocol.

GPRS Support Indicator

See definition in clause 7.6.8. The presence of this parameter is mandatory if the SMS-GMSC supports receiving of the two numbers from the HLR.
SM-Delivery Not Intended
This parameter indicates by its presence that delivery of a short message is not intended. It further indicates whether only IMSI or only MCC+MNC are requested.

This parameter may be set by entities that request the service without intending to deliver a short message (e.g. MMS Relay/Server), and shall be evaluated by the SMS Router and may be evaluated by the HLR.
IP-SM-GW Guidance Support Indicator
This parameter indicates whether or not the SMS-GMSC is prepared to receive IP-SM-GW Guidance in the response.
IMSI

See definition in clause 7.6.2. 
In Request and Indication IMSI shall be present if MSISDN is not available.
In Response and Confirm: If enforcement of routing an SM via the HPLMN of the receiving MS is deployed, this parameter contains an MT Correlation ID instead of an IMSI when the service is used between SMS-GMSC and SMS Router (see 3GPP TS 23.040 [26] for more information). If the "SM-Delivery Not Intended" parameter was present in the Indication with a value of "only MCC+MNC requested", then this parameter may contain MCC+MNC+dummy MSIN. 
The presence of this parameter is mandatory in a successful case.

Network Node Number

See definition in clause 7.6.2. This parameter is provided in a successful response. If the "SM-Delivery Not Intended" parameter was present in the Indication a dummy address may be provided.
LMSI

See definition in clause 7.6.2. It is an operator option to provide this parameter from the VLR; it is mandatory for the HLR to include the LMSI in a successful response, if the VLR has used the LMSI.

GPRS Node Indicator

See definition in clause 7.6.8. The presence of this parameter is mandatory if only the SGSN number is sent in the Network Node Number.

Additional Number

See definition in clause 7.6.2. This parameter is provided in a successful response.
IP-SM-GW Guidance
This parameter contains the recommended and the minimum timer values for supervision of MT-Forward-Short-Message response. Shall be absent if the IP-SM-GW-Guidance Support Indicator in the request is absent. This parameter is only used by IP-SM-GW and SMS-GMSC.
User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unknown subscriber;

-
Call Barred;

-
Teleservice Not Provisioned;

-
Absent Subscriber_SM;

-
Facility Not Supported;

-
System failure;

-
Unexpected Data Value;

-
Data missing.

Provider error

For definition of provider errors see clause 7.6.1.

* * * Next Change * * * *

12.3
MAP-REPORT-SM-DELIVERY-STATUS service

12.3.1
Definition

This service is used between the gateway MSC and the HLR or the external Short Message Gateway (IP-SM-GW) and the HLR. The MAP-REPORT-SM-DELIVERY-STATUS service is used to set the Message Waiting Data into the HLR or to inform the HLR of successful SM transfer after polling. This service is invoked by the gateway MSC or the external Short Message Gateway (IP-SM-GW).

The MAP-REPORT-SM-DELIVERY-STATUS service is a confirmed service using the service primitives given in table 12.3/1.

12.3.2
Service primitives

Table 12.3/1: MAP-REPORT-SM-DELIVERY-STATUS

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MSISDN
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	
	

	Service Centre Address
	M
	M(=)
	
	

	SM Delivery Outcome
	M
	M(=)
	
	

	Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	GPRS Support Indicator
	C
	C(=)
	
	

	Delivery Outcome Indicator
	C
	C(=)
	
	

	Additional SM Delivery Outcome
	C
	C(=)
	
	

	Additional Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	IP-SM-GW-Indicator
	C
	C(=)
	
	

	IP-SM-GW SM Delivery Outcome
	C
	C(=)
	
	

	IP-SM-GW Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	MSIsdn-Alert
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


12.3.3
Parameter use

Invoke id

See definition in clause 7.6.1.

MSISDN

See definition in clause 7.6.2.
When REPORT-SM-DELIVERY-STATUS is sent by the SMS-GMSC to the HLR following an T4 Submit Trigger (see 3GPP TS 23.682 [x]), MSISDN may not be available. In this case the UE shall be identified by the IMSI and the MSISDN takes a dummy value.
IMSI
See definition in clause 7.6.2. 
Service Centre Address

See definition in clause 7.6.2.

SM Delivery Outcome

See definition in clause 7.6.8. This parameter indicates the status of the mobile terminated SM delivery.

Absent Subscriber Diagnostic SM

See definition in clause 7.6.8.

GPRS Support Indicator

See definition in clause 7.6.8. The presence of this parameter is mandatory if the SMS-GMSC supports handling of two delivery outcomes.
Delivery Outcome Indicator

See definition in clause 7.6.8.

Additional SM Delivery Outcome

See definition in clause 7.6.8.

Additional Absent Subscriber Diagnostic SM

See definition in clause 7.6.8.

IP-SM-GW Indicator
See definition in clause 7.6.8.

IP-SM-GW SM Delivery Outcome

See definition in clause 7.6.8.

IP-SM-GW Absent Subscriber Diagnostic SM

See definition in clause 7.6.8.

MSIsdn-Alert

See definition in clause 7.6.2. This parameter shall be present in case of unsuccessful delivery, when the MSISDN received in the operation is different from the stored MSIsdn-Alert; the stored MSIsdn-Alert is the value that is returned to the gateway MSC.
User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unknown Subscriber;

-
Message Waiting List Full;

-
Unexpected Data Value;

-
Data missing.

Provider error

For definition of provider errors see clause 7.6.1.

<Proposed change in revision marks>

* * * Next Change * * * *

12.5
MAP-ALERT-SERVICE-CENTRE service

12.5.1
Definition

This service is used between the HLR and the interworking MSC. The HLR initiates this service, if the HLR detects that a subscriber, whose MSISDN is in the Message Waiting Data file, is active or the MS has memory available.

The MAP-ALERT-SERVICE-CENTRE service is a confirmed service using the primitives from table 12.5/1.

12.5.2
Service primitives

Table 12.5/1: MAP-ALERT-SERVICE-CENTRE

	Parameter name
	Request 
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MSIsdn-Alert
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	
	

	Service Centre Address
	M
	M(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


12.5.3
Parameter use

Invoke id

See definition in clause 7.6.1.

MSIsdn-Alert

See definition in clause 7.6.2. The provided MSISDN shall be the one which is stored in the Message Waiting Data file. If no MSISDN is available, a dummy value shall be sent and an IMSI shall be present.
IMSI
The provided IMSI shall be the identifier which is stored in the Message Waiting Data file if no MSISDN is available. 
Service Centre Address

See definition in clause 7.6.2.

User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
System Failure;

-
Unexpected Data Value;

-
Data missing.

Provider error

For definition of provider errors see clause 7.6.1.

* * * Next Change * * * *

17.7.6
Short message data types

.$MAP-SM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SM-DataTypes (16) version13 (13)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoutingInfoForSM-Arg,


RoutingInfoForSM-Res,


MO-ForwardSM-Arg,


MO-ForwardSM-Res,


MT-ForwardSM-Arg,


MT-ForwardSM-Res,


ReportSM-DeliveryStatusArg,


ReportSM-DeliveryStatusRes,


AlertServiceCentreArg,


InformServiceCentreArg,


ReadyForSM-Arg, 


ReadyForSM-Res,


SM-DeliveryOutcome,


AlertReason,


Additional-Number,


MT-ForwardSM-VGCS-Arg,


MT-ForwardSM-VGCS-Res
;

IMPORTS


AddressString,


ISDN-AddressString,


SignalInfo,


IMSI,


LMSI,


ASCI-CallReference,

Time
FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version13 (13)}


AbsentSubscriberDiagnosticSM

FROM MAP-ER-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version13 (13)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version13 (13)}

;

RoutingInfoForSM-Arg ::= SEQUENCE {


msisdn

[0] ISDN-AddressString,


sm-RP-PRI

[1] BOOLEAN,


serviceCentreAddress
[2] AddressString,


extensionContainer
[6] ExtensionContainer
OPTIONAL,


... ,


gprsSupportIndicator
[7]
NULL

OPTIONAL,


-- gprsSupportIndicator is set only if the SMS-GMSC supports


-- receiving of two numbers from the HLR


sm-RP-MTI

[8] SM-RP-MTI
OPTIONAL,


sm-RP-SMEA
[9] SM-RP-SMEA
OPTIONAL,


sm-deliveryNotIntended
[10] SM-DeliveryNotIntended
OPTIONAL,


ip-sm-gwGuidanceIndicator
[11] NULL

OPTIONAL,


imsi


[12] IMSI

OPTIONAL }

SM-DeliveryNotIntended ::= ENUMERATED {


onlyIMSI-requested  (0),


onlyMCC-MNC-requested  (1),


...}

SM-RP-MTI ::= INTEGER (0..10)


-- 0 SMS Deliver 


-- 1 SMS Status Report


-- other values are reserved for future use and shall be discarded if


-- received

SM-RP-SMEA ::= OCTET STRING (SIZE (1..12))


-- this parameter contains an address field which is encoded 


-- as defined in 3GPP TS 23.040. An address field contains 3 elements :


-- 

address-length


-- 

type-of-address


-- 

address-value

RoutingInfoForSM-Res ::= SEQUENCE {


imsi


IMSI,


locationInfoWithLMSI
[0] LocationInfoWithLMSI,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


...,


ip-sm-gwGuidance
[5] IP-SM-GW-Guidance
OPTIONAL }

IP-SM-GW-Guidance ::= SEQUENCE {


minimumDeliveryTimeValue
SM-DeliveryTimerValue,


recommendedDeliveryTimeValue
SM-DeliveryTimerValue,

extensionContainer
ExtensionContainer
OPTIONAL,


...}

LocationInfoWithLMSI ::= SEQUENCE {


networkNode-Number
[1] ISDN-AddressString,


lmsi


LMSI


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


gprsNodeIndicator
[5]
NULL

OPTIONAL,


-- gprsNodeIndicator is set only if the SGSN number is sent as the 


-- Network Node Number


additional-Number
[6] Additional-Number
OPTIONAL 


-- NetworkNode-number can be either msc-number or sgsn-number or IP-SM-GW


-- number or SMS Router number

}

Additional-Number ::= CHOICE {


msc-Number
[0] ISDN-AddressString,


sgsn-Number
[1] ISDN-AddressString}


-- additional-number can be either msc-number or sgsn-number


-- if received networkNode-number is msc-number then the 



-- additional number is sgsn-number 


-- if received networkNode-number is sgsn-number then the 


-- additional number is msc-number 

MO-ForwardSM-Arg ::= SEQUENCE {


sm-RP-DA

SM-RP-DA,


sm-RP-OA

SM-RP-OA,


sm-RP-UI

SignalInfo,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


imsi


IMSI 

OPTIONAL }

MO-ForwardSM-Res ::= SEQUENCE {


sm-RP-UI

SignalInfo 
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

MT-ForwardSM-Arg ::= SEQUENCE {


sm-RP-DA

SM-RP-DA,


sm-RP-OA

SM-RP-OA,


sm-RP-UI

SignalInfo,


moreMessagesToSend
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


smDeliveryTimer
SM-DeliveryTimerValue
OPTIONAL,


smDeliveryStartTime
Time


OPTIONAL }

-- SM-DeliveryTimerValue contains the value used by the SMS-GMSC
MT-ForwardSM-Res ::= SEQUENCE {


sm-RP-UI

SignalInfo
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SM-RP-DA ::= CHOICE {


imsi


[0] IMSI,


lmsi


[1] LMSI,


serviceCentreAddressDA
[4] AddressString,


noSM-RP-DA
[5] NULL}

SM-RP-OA ::= CHOICE {


msisdn

[2] ISDN-AddressString,


serviceCentreAddressOA
[4] AddressString,


noSM-RP-OA
[5] NULL}

SM-DeliveryTimerValue ::= INTEGER (30..600)

ReportSM-DeliveryStatusArg ::= SEQUENCE {


msisdn

ISDN-AddressString,


serviceCentreAddress
AddressString,


sm-DeliveryOutcome
SM-DeliveryOutcome,


absentSubscriberDiagnosticSM
[0] AbsentSubscriberDiagnosticSM








OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


...,


gprsSupportIndicator
[2]
NULL

OPTIONAL,


-- gprsSupportIndicator is set only if the SMS-GMSC supports 


-- handling of two delivery outcomes


deliveryOutcomeIndicator
[3] 
NULL

OPTIONAL,


-- DeliveryOutcomeIndicator is set when the SM-DeliveryOutcome


-- is for GPRS


additionalSM-DeliveryOutcome
[4] 
SM-DeliveryOutcome 
OPTIONAL,


-- If received, additionalSM-DeliveryOutcome is for GPRS


-- If DeliveryOutcomeIndicator is set, then AdditionalSM-DeliveryOutcome shall be absent


additionalAbsentSubscriberDiagnosticSM
[5] 
AbsentSubscriberDiagnosticSM OPTIONAL,

-- If received additionalAbsentSubscriberDiagnosticSM is for GPRS


-- If DeliveryOutcomeIndicator is set, then AdditionalAbsentSubscriberDiagnosticSM 


-- shall be absent


ip-sm-gw-Indicator
[6] 
NULL

OPTIONAL,


-- the ip-sm-gw indicator indicates by its presence that sm-deliveryOutcome


-- is for delivery via IMS

-- If present, deliveryOutcomeIndicator shall be absent.

ip-sm-gw-sm-deliveryOutcome
[7] 
SM-DeliveryOutcome
OPTIONAL, 

-- If received ip-sm-gw-sm-deliveryOutcome is for delivery via IMS

-- If ip-sm-gw-Indicator is set, then ip-sm-gw-sm-deliveryOutcome shall be absent

ip-sm-gw-absentSubscriberDiagnosticSM
[8]
AbsentSubscriberDiagnosticSM
OPTIONAL,

-- If received ip-sm-gw-sm-absentSubscriberDiagnosticSM is for delivery via IMS

-- If ip-sm-gw-Indicator is set, then ip-sm-gw-sm-absentSubscriberDiagnosticSM 

-- shall be absent

imsi


[9] IMSI

OPTIONAL

}

SM-DeliveryOutcome ::= ENUMERATED {


memoryCapacityExceeded  (0),


absentSubscriber  (1),


successfulTransfer  (2)}

ReportSM-DeliveryStatusRes ::= SEQUENCE {


storedMSISDN
ISDN-AddressString
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

AlertServiceCentreArg ::= SEQUENCE {


msisdn

ISDN-AddressString,


serviceCentreAddress
AddressString,


...,


imsi


IMSI


OPTIONAL}

InformServiceCentreArg ::= SEQUENCE {


storedMSISDN
ISDN-AddressString
OPTIONAL,


mw-Status
MW-Status
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


absentSubscriberDiagnosticSM
AbsentSubscriberDiagnosticSM
OPTIONAL,


additionalAbsentSubscriberDiagnosticSM
[0]
AbsentSubscriberDiagnosticSM
OPTIONAL }


-- additionalAbsentSubscriberDiagnosticSM may be present only if 


-- absentSubscriberDiagnosticSM is present.


-- if included, additionalAbsentSubscriberDiagnosticSM is for GPRS and


-- absentSubscriberDiagnosticSM is for non-GPRS
MW-Status ::= BIT STRING {


sc-AddressNotIncluded  (0),


mnrf-Set  (1),


mcef-Set  (2) ,


mnrg-Set
  (3)} (SIZE (6..16))


-- exception handling:


-- bits 4 to 15 shall be ignored if received and not understood

ReadyForSM-Arg ::= SEQUENCE {


imsi


[0] IMSI,


alertReason
AlertReason,


alertReasonIndicator
NULL


OPTIONAL,


-- alertReasonIndicator is set only when the alertReason 


-- sent to HLR is for GPRS


extensionContainer
ExtensionContainer
OPTIONAL,


...,


additionalAlertReasonIndicator
[1] NULL

OPTIONAL


-- additionalAlertReasonIndicator is set only when the alertReason


-- sent to HLR is for IP-SM-GW


}

ReadyForSM-Res ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

AlertReason ::= ENUMERATED {


ms-Present  (0),


memoryAvailable  (1)}

MT-ForwardSM-VGCS-Arg ::= SEQUENCE {


asciCallReference
ASCI-CallReference,


sm-RP-OA

SM-RP-OA,


sm-RP-UI

SignalInfo,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

MT-ForwardSM-VGCS-Res ::= SEQUENCE {


sm-RP-UI

[0] SignalInfo
OPTIONAL,


dispatcherList
[1] DispatcherList
OPTIONAL,


ongoingCall
NULL


OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...}

DispatcherList ::= 


SEQUENCE SIZE (1..maxNumOfDispatchers) OF





ISDN-AddressString

maxNumOfDispatchers  INTEGER ::= 5

.#END

* * * End of Changes * * * *
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