3GPP TSG CT Meeting #57
CP-120528
Chicago, US; 5th – 7th September 2012
Source:
CT3
Title:
CRs on BBAI Building Block I
Agenda item:
11.20
Document for:
APPROVAL
Introduction:

This document contains CRs on BBAI Building Block I that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
	CT3#
	Title
	Spec
	CR
	Rev
	Cat
	Rel
	Ver
	Work Item

	1372
	APN support in S9 and S9a
	29.215
	256
	-
	B
	11
	11.5.0
	BBAI_BBI-CT

	1371
	BBAI related Event Triggers completion
	29.212
	872
	-
	B
	11
	11.5.0
	BBAI_BBI-CT

	1547
	Completion of S9 and S9a procedures
	29.215
	257
	1
	B
	11
	11.5.0
	BBAI_BBI-CT

	1388
	Correction of AVPs for BBAI in case of EPC routed scenario
	29.215
	260
	-
	F
	11
	11.5.0
	BBAI_BBI-CT

	1556
	Correction to S9a session establishment procedure for S2c case
	29.215
	270
	1
	F
	11
	11.5.0
	BBAI_BBI-CT

	1673
	Correction to the IP-CAN session establishment and termination procedures for S2c case
	29.213
	435
	1
	F
	11
	11.3.0
	BBAI_BBI-CT

	1493
	Correction to the scope of BBAI annex
	29.212
	901
	-
	F
	11
	11.5.0
	BBAI_BBI-CT

	1550
	Definition of case 1, case 2a and case 2b 
	29.212
	893
	1
	F
	11
	11.5.0
	BBAI_BBI-CT

	1551
	Definition of case 1, case 2a and case 2b 
	29.215
	262
	1
	F
	11
	11.5.0
	BBAI_BBI-CT

	1729
	Functionality of the PCRF for EPC-routed in 29.215
	29.215
	265
	2
	B
	11
	11.5.0
	BBAI_BBI-CT

	1672
	Including the ePDG address and P-GW address on Gx and Gxx
	29.212
	902
	1
	B
	11
	11.5.0
	BBAI_BBI-CT

	1499
	Including the UDP-Source-Port in the QoS-Rule-Install
	29.215
	264
	-
	F
	11
	11.5.0
	BBAI_BBI-CT

	1495
	Including the UDP-Source-Port in the Qos-Rule-Install
	29.212
	903
	-
	B
	11
	11.5.0
	BBAI_BBI-CT

	1549
	Inclusion of ePDG/PGW IP Address in Gx/Gxx procedures
	29.212
	873
	1
	B
	11
	11.5.0
	BBAI_BBI-CT

	1546
	PCRF selection by BPCF
	29.213
	426
	1
	B
	11
	11.3.0
	BBAI_BBI-CT

	1548
	QoS info in S9a session establishment response 
	29.215
	258
	1
	F
	11
	11.5.0
	BBAI_BBI-CT

	1727
	Removal of RAT-Type BBF-WLAN from the Gx/Gxx protocol
	29.212
	905
	2
	B
	11
	11.5.0
	BBAI_BBI-CT

	1552
	Transport of ePDG or PGW IP address over S9 
	29.215
	263
	1
	F
	11
	11.5.0
	BBAI_BBI-CT

	1496
	Unsolicited application reporting for BBAI
	29.212
	904
	-
	B
	11
	11.5.0
	BBAI_BBI-CT

	1442
	V-PCRF-Initiated IP-CAN Session Modification for EPC routed traffic  (Note 1)
	29.213
	429
	-
	F
	11
	11.3.0
	BBAI_BBI-CT


Notes indicating CR dependencies
Note 1:  TS 23.203 CR#0762Rev1 (dependencies external to CT)
