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	Reason for change:
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	When the MSC server initates a session the MSC server need to insert the g.3gpp.trf feature cap in the Feature-Caps header field if the user is a roaming user and a bilateral agreement to use loop-back routeing exists between the visited network and the home network.

	
	

	Summary of change:
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	Added in 7.3 the procedure to include g.3gpp.trf feature cap in the Feature-Caps header field.
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not approved:
	Loop-back routing will not work when the MSC server initiates sessions.
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-------------------------------------------- 1st change --------------------------------------------
7.3
MSC Server enhanced for ICS

The MSC Server enhanced for ICS shall implement call origination towards the SCC AS as specified in 3GPP TS 29.292 [24] with the following addition:

-
the Contact header of the SIP INVITE request shall include the g.3gpp.ics media feature tag set to "server"; and

-
If:

o
the UE is roaming;

o
the MSC server is not in the home network; and

o
an agreement exists with the home network operator (as identified by the bottom most URI in the list of URIs received in the Service-Route header field during the last successful registration or re-registration) to support Roaming Architecture for Voice over IMS with Local Breakout;


the MSC server may insert into the request a Feature-Caps header field with the g.3gpp.trf media feature caps according to draft-ietf-sipcore-proxy-feature [190]. Based on local policy the MSC server shall insert the g.3gpp.trf feature cap with the g.3gpp.trf feature cap value set to the URI of the desired TRF. 
Editor's note: [WID RAVEL, CR#4000]
How to indicate to the exit IBCF how to apply the correct OMR policy is FFS.
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