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*******
* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes
	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 


************ This part of the table is not shown here for clarity. ***************
	2000
	SMS-Information
	Grouped
	32.299 [5]

	2001
	Data-Coding-Scheme
	Integer32
	

	2002
	Destination-Interface
	Grouped
	

	2003
	Interface-Id
	UTF8String
	

	2004
	Interface-Port
	UTF8String
	

	2005
	Interface-Text
	UTF8String
	

	2006
	Interface-Type
	Enumerated
	

	2007
	SM-Message-Type
	Enumerated
	

	2008
	Originating-SCCP-Address
	Address
	

	2009
	Originator-Interface
	Grouped
	

	2010
	Recipient-SCCP-Address
	Address
	

	2011
	Reply-Path-Requested
	Enumerated
	

	2012
	SM-Discharge-Time
	Time
	

	2013
	SM-Protocol-ID
	OctetString
	

	2014
	SM-Status
	OctetString
	

	2015
	SM-User-Data-Header
	OctetString
	· 

	2016
	SMS-Node
	Enumerated
	· 

	2017
	SMSC-Address
	Address
	

	2018
	Client-Address
	Address
	

	2019
	Number-of-Messages-Sent  
	Unsigned32
	

	2020
	Low-Balance-Indication
	Enumerated
	

	2021
	Remaining-Balance
	Grouped
	

	2022
	Refund-Information
	OctetString
	

	2023
	Carrier-Select-Routing-Information
	UTF8String
	

	2024
	Number-Portability-Routing-Information
	UTF8String
	

	2025
	PoC-Event-Type
	Enumerated
	

	2026
	Recipient-Info
	Grouped
	

	2027
	Originator-Received-Address
	Grouped
	

	2028
	Recipient-Received-Address
	Grouped
	

	2029
	SM-Service-Type
	Enumerated
	

	2030
	MMTel-Information
	Grouped
	

	2031
	MMTel-Sservice-Type
	Unsigned32
	

	2032
	Service-Mode
	Unsigned32
	

	2033
	Subscriber-Role
	Enumerated
	

	2034
	Number-Of-Diversions
	Unsigned32
	

	2035
	Associated-Party-Address
	UTF8String
	

	2036
	SDP-Type
	Enumerated
	

	2037
	Change-Condition
	Integer32
	

	2038
	Change-Time
	Time
	

	2039
	Diagnostics
	Integer32
	

	2040
	Service-Data-Container
	Grouped
	

	2041
	Start-Time
	Time
	

	2042
	Stop-Time
	Time
	

	2043
	Time-First-Usage
	Time
	

	2044
	Time-Last-Usage
	Time
	

	2045
	Time-Usage
	Unsigned32
	

	2046
	Traffic-Data-Volumes
	Grouped
	

	2047
	Serving-Node-Type
	Enumerated
	

	2048
	Supplementary-Service
	Grouped
	

	2049
	Participant-Action-Type
	Enumerated
	

	2050
	PDN-Connection-Charging-Id
	Unsigned32
	

	2051
	Dynamic-Address-Flag
	Enumerated
	

	2052
	Accumulated-Cost
	Grouped
	

	2053
	AoC-Cost-Information
	Grouped
	

	2054
	AoC-Information
	Grouped
	

	2055
	AoC-Request-Type
	Enumerated
	

	2056
	Current-Tariff
	Grouped
	

	2057
	Next-Tariff
	Grouped
	

	2058
	Rate-Element
	Grouped
	

	2059
	Scale-Factor
	Grouped
	

	2060
	Tariff-Information
	Grouped
	

	2061
	Unit-Cost
	Grouped
	

	2062
	Incremental-Cost
	Grouped
	

	2063
	Local-Sequence-Number
	Unsigned32
	

	2064
	Node-Id
	 UTF8String
	

	2065
	SGW-Change
	 Enumerated
	

	2066
	Charging-Characteristic-Selection-Mode
	Enumerated
	

	2067
	SGW-Address
	Address
	

	Note: The AVP codes from 2068 to 2099 are reserved for TS 32.299

	2100
	reserved
	-
	32.299 [5]

	2101
	Application-Server-ID
	UTF8String
	

	2102
	Application-Service-Type
	Enumerated
	

	2103
	Application-Session-ID
	Unsigned32
	

	2104
	Delivery-Status
	UTF8String
	

	2105
	reserved
	-
	

	2106
	reserved
	-
	

	2107
	reserved
	-
	

	2108
	reserved
	-
	

	2109
	reserved
	-
	

	2110
	IM-Information
	Grouped
	

	2111
	Number-Of-Messages-Successfully-Exploded
	Unsigned32
	

	2112
	Number-Of-Messages-Successfully-Sent
	Unsigned32
	

	2113
	Total-Number-Of-Messages-Exploded
	Unsigned32
	

	2114
	Total-Number-Of-Messages-Sent
	Unsigned32
	

	2115
	DCD-Information
	Grouped
	

	2116
	Content-ID
	UTF8String
	

	2117
	Content-provider-ID
	UTF8String
	

	2118
	Charge-Reason-Code
	Enumerated
	

	Note: The AVP codes from 2119 to 2199 are reserved for TS 32.299

	2200
	Subsession-Decision-Info
	Grouped
	29.215 [22]

	2201
	Subsession-Enforcement-Info
	Grouped
	

	2202
	Subsession-Id
	Unsigned32
	

	2203
	Subsession-Operation
	Enumerated
	

	2204
	Multiple-BBERF-Action
	Enumerated
	

	Note: The AVP codes from 2205 to 2299 are reserved for TS 29.215

	2300
	reserved
	-
	32.299 [5]

	2301
	SIP-Request-Timestamp-Fraction
	Unsigned32
	

	2302
	SIP-Response-Timestamp-Fraction
	Unsigned32
	

	2303
	Online-Charging-Flag
	Enumerated
	

	2304
	CUG-Information
	OctetString
	

	2305
	Real-Time-Tariff-Information
	Grouped
	

	2306
	Tariff-XML
	UTF8String
	

	2307
	MBMS GW-Address
	Address
	

	2308
	IMSI-Unauthenticated-Flag
	Enumerated
	

	2309
	Account-Expiration
	Time
	

	2310
	AoC-Format
	Enumerated
	

	2311
	AoC-Service
	Enumerated
	

	2312
	AoC-Service-Obligatory-Type
	Grouped
	

	2313
	AoC-Service-Type
	Enumerated
	

	2314
	AoC-Subscription-Information
	Grouped
	

	2315
	Preferred-AoC-Currency
	Unsigned32
	

	2316
	Reserved
	-
	

	2317
	CSG-Access-Mode
	Enumerated
	

	2318
	CSG-Membership-Indication
	Enumerated
	

	2319
	User-CSG-Information
	Grouped
	

	2320
	Outgoing-Session-Id
	UTF8String
	

	2321
	Initial-IMS-Charging-Identifier
	UTF8String
	

	Note: The AVP codes from 2322 to 2399 are reserved for TS 32.299


************ The other part of the table is not shown here for clarity. ***************
* * * End of Changes * * * *
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