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	Reason for change:
(

	Supported Features shall contain the list of features supported by the origin host for the lifetime of the Diameter session, and it is defined in the TS 29.229 as follows. 

Supported-Features ::= 
< AVP header: 628 10415 >

{ Vendor-Id }

{ Feature-List-ID }

{ Feature-List }

*[AVP]

It includes the Feature-List-ID and Feature-List. However, in the existing TS 29.273, there is no description about the definition of Feature-List-ID and Feature-List on SWa interface. Not only for this IE, there is no information elements definition for SWa interface. 
Additionally, there are no special sections about Session handling on SWa interface. So it is proposed to add the corresponding subcluase to make it clear about how to define the IE and how to handle the session. 

	
	

	Summary of change:
(

	1) Add the Information elements subclause for the SWa interface

2) Add the subclause for the description of Session handling. 

	
	

	Consequences if 
(

not approved:
	The information elements definition and the session handling procedure are absent for the SWa interface. There is no way to get the detailed information about the definition of SWa interface IEs. 
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	4.2.x(new), 4.2.y(new)
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	Other comments:
(

	


*******
* * * First Change * * * *

4.2.x
Information Elements

The information elements of SWa are the same as the IEs defined for the STa interface described in the clause 5.2.3. 
* * * Next Change * * * *

4.2.y
Session Handling

The session handling for the SWa interface is the same as the STa session handling described in the clause 5.2.4.
* * * End of Changes * * * *
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