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5.1.3
Network recovery information flow with S5 PMIP
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1 1 .  U P N  ( New list of P - CSCF address )  

1 2 .  U PA  

2 . PB A (list of P - CSCF address in PCO)  

1. PBU  (PCO)  

UE   PDN - GW   P - CSCF   PCRF   S - GW  

Same as Step 3 ~ 10  Figure 5.1.2a: P - CSCF failure  

Failure  detected  

13.  If the PGW knows the SGW does not support the PMIP Update  Notification proc edure, the PGW shall release the PMIP binding   with  cause code "Reactivation Requested" .  

1 4 .  Upon receiving the new list of P - CSCFs, each UE performs an initial registration towards a new P - CSCF.    


Figure 5.1.3: P-CSCF failure with S5 PMIP 

1 ~ 10.
The IMS session is setup as described in subclause 5.1.2 except S5 PMIP procedure is used between SGW and PGW.

11.
Once a P-CSCF failure is detected via Gi/sGi by the PDN-GW, the PDN-GW shall send a PMIP UPN message (MN ID, APN, PDN connection ID, PCO, and Additional parameters) as specified in 3GPP TS 29.275 [15] and IETF draft-krishnan-netext-update-notifications-01 [16]. The PCO contains a new list of P-CSCF address. The Notification reason shall indicate that update Bearer Context at P-CSCF failure is needed. 

12.
If the SGW supports the PMIP Update Notification message, it shall send Update Bearer Request message with the new list of P-CSCF address in the PCO to the MME/SGSN as part of the PGW initiated bearer modification without QoS update procedure as specified in 3GPP TS 23.401[17]. 

Once the Update Bearer Response message is received, the SGW shall response with a PMIP UPA message (MN ID, APN, PDN connection ID, PCO, and Additional parameters) as specified in 3GPP TS 29.275 [15] and IETF draft-krishnan-netext-update-notifications-01 [16]. 

13.
If the PGW knows the SGW does not support the PMIP Update Notification procedure, the PGW shall skip step 11 and release the PMIP binding with cause code "Reactivation Requested".

14.
Upon receiving the new list of P-CSCFs, the UE may perform an initial registration towards a new P-CSCF. 
* * * Next Change * * * *

5.2.3
Network recovery information flow – Inform UE at P-CSCF failure with S5 PMIP

[image: image2.emf] 

1 2.1 .  UPN (P - CSCF failure indicator)  

1 2 . 2   UPA  

UE   PDN - GW   P - CSCF   PCRF   S - GW  

Same as Step  1  ~ 1 1   Figure 5. 2 .2a:  P - CSCF failure for DHCP based scenarios  

12 Failure  detected  

12.3  If the PGW knows the SGW does not support the PMIP  Update  Notification procedure, the PGW shall skip step 12.1 and may release the PMIP  binding   with cause code "Reactivation Requested".    

Same as Step  13  ~ 1 5   Figure 5. 2 .2a:  P - CSCF failure for DHCP based scenarios    


Figure 5.2.3-1: P-CSCF failure for DHCP based scenarios with S5 PMIP

1 ~ 11.
Same as figure 5.2.2a step 1 ~ 11

12.
A failure in P-CSCF is detected via Gi/sGi by the GGSN/PDN-GW. The GGSN/PDN-GW informs to all UEs associated to the failed P-CSCF address that the P-CSCF is not available.

-
The PDN-GW shall send a PMIP UPN message (MN ID, APN, PDN connection ID, PCO, and Additional parameters) as specified in 3GPP TS 29.275 [15] and IETF draft-krishnan-netext-update-notifications-01 [16]. The PCO contains a P-CSCF failure Indicator. The Notification reason shall indicate that there is a P-CSCF failure.

-
If the SGW supports the PMIP Update Notification message, it shall send Update Bearer Request message with the P-CSCF failure Indicator in the PCO to the MME as part of the PGW initiated bearer modification without QoS update procedure as specified in 3GPP TS 23.401 [17]. Once the Update Bearer Response message is received, the SGW shall response with a PMIP UPA message (MN ID, APN, PDN connection ID, PCO, and Additional parameters) as specified in 3GPP TS 29.275 [15] and IETF draft-krishnan-netext-update-notifications-01 [16]. 

-
If the PGW knows the SGW does not support the PMIP Update Notification procedure, the PGW may release the PMIP binding with cause code "Reactivation Requested".

13 ~ 15.
Same as figure 5.2.2a step 13 ~15.

* * * End of Changes * * * *
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