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	3GPP2 TSG-A has removed the "Preemption Allowed" and "Queuing Allowed" fields from the GCSNA Status IE in 3GPP2 A.S0008-D v1.0 and 3GPP2 A.S0009-D v1.0. This causes the following statement from 3GPP TS 29.277 to become redundant:

"The MME shall ignore the Preemption Allowed and the Queuing Allowed fields." 
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* * * First Change * * * *

6.4.1.10
GCSNA Status

This IE contains the GCSNA status information to be transported over the S102 interface. The MME maps the Status field values (Handoff successful, Handoff failure) from the GCSNA Status IE to the CDMA2000 HO Status IE (enumeration values HO Success and HO Failure, as defined in 3GPP TS 36.413 [5]). Details of inclusion rules, format and contents of this IE are specified in 3GPP2 A.S0008-D [3] and 3GPP2 A.S0009-D [6].

The Activity Type field in the 1x IWS to MME direction provides information to the MME regarding the activity (i.e.  SMS or CSFB) being undertaken as a result of processing of the GCSNA PDU at the UE. The MME may use the Activity Type indication received from the 1x IWS in order to control the paging based on operator policy, such as:
-     paging retransmission strategies;

-     determining whether to send the Paging message to the eNodeBs during certain MME high load conditions.

The Call Priority field in the 1x IWS to MME direction indicates the priority of the activity being undertaken for CSFB Priority Call Handling (see 3GPP TS 23.272 Annex B). 

* * * End of Changes * * * *
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