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* * * First Change * * * *

8.1.1.1
AT_RQSI_IND attribute
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Figure 8.1.1.1-1: AT_RQSI_IND attribute

Table 8.1.1.1-1: AT_RQSI_IND attribute

	Octet 1 indicates the type of attribute as AT_RQSI_IND with a value of 142.


	Octet 2 is the length of this attribute which shall be set to 1 as per IETF RFC 4187 [6]

	Octet 3 and 4 is the value of this attribute. Octet 3 is reserved and shall be coded as zero. Octet 4 shall be set as follows. All other values are reserved.

	7
	6
	5
	4
	3
	2
	1
	0
	
	Support of reflective QoS

	0
	0
	0
	0
	0
	0
	0
	1
	
	reflective QoS function is supported

	0
	0
	0
	0
	0
	0
	1
	0
	
	reflective QoS function is not supported


* * * Next Change * * * *

8.1.1.2
AT_ RQSI_RES attribute
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Figure 8.1.1.2-1: AT_ RQSI_RES attribute.

Table 8.1.1.2-1: AT_ RQSI_RES attribute

	Octet 1 indicates the type of attribute as AT_ RQSI_RES with a value of 143.


	Octet 2 is the length of this attribute which shall be set to 1 as per IETF RFC 4187 [6]

	Octet 3 and 4 is the value of this attribute. Octet 3 is reserved and shall be coded as zero. Octet 4 shall be set as follows. All other values are reserved.

	7
	6
	5
	4
	3
	2
	1
	0
	
	Reflective QoS decision

	0
	0
	0
	0
	0
	0
	0
	1
	
	Enabling the UE reflective QoS function

	0
	0
	0
	0
	0
	0
	1
	0
	
	Disabling the UE reflective QoS function
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