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	Reason for change:
(

	The current text related to the T.38FaxVersion  in Annex K assumes that the lowest T.38 version is "1". In fact, T.38(1998) is version "0". Version "1" consists of T.38(1998) and ammendmend 3, but is rarely used. T.38 version "2" is the minimum recommended version in 3GPP.

3GPP TS 26.114 is also following T.38 and states correctly that the "absence of the T38FaxVersion attribute indicates that only version 0 is supported."
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	T.38 Version 0 applies if SDP T38FaxVersion attribute is omitted.
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* * * First Change * * * *

K.2
Recommend T.38 configuration 

UDPTL is recommended as T.38 transport. 

NOTE:
MTSI client use UDPTL as transport (see TS 24.173 [88]).

Table X.2.1 lists values for the T.38 SDP attributers that are recommended to be supported.

Table K.2.1: Recommended configuration for T.38 SDP attribute values.

	T38FaxVersion
	Version 2 or higher. (NOTE 1)

	T38MaxBitRate
	14 400

	T38FaxFillBitRemoval
	FALSE

	T38FaxTranscodingMMR
	FALSE

	T38FaxTranscodingJBIG
	FALSE

	T38FaxRateManagement
	'transferredTCF'

	T38FaxMaxBuffer
	1800

	T38FaxMaxDatagram
	At least 150

	T38FaxMaxIFP
	40 (NOTE 2)

	T38FaxUdpEC
	't38UDPRedundancy'

	T38FaxUdpECDepth
	Minred: 1; Maxred: 2 (NOTE 2)

	T38FaxUdpFECMaxSpan
	3 (NOTE 2)

	T38ModemType
	't38G3FaxOnly' (NOTE 2)

	NOTE 1:
Version 0 is the default value that applies if the T38FaxVersion SDP attribute is not signalled. No SDP attributes are defined in this T.38 version 0. With version 4, default values for the SDP attributes apply if the attributes are omitted.

NOTE 2: 
Only applicable for T.38 version 4.


* * * Second Change * * * *

K.5
Applicable T.38 SDP attributes at the Mn Interface
This subclause lists T.38 related SDP attributes that can be signalled towards the IM-MGW as part of the codec information within the "Local IMS Resources" and "Remote IMS Resources" parameters within the "Reserve IMS connection point", "Configure IMS resources" and "Reserve IMS Connection point and configure remote resources" procedures described in clause 9.
Table K.5.1: Applicable T.38 SDP attributes at the Mn Interface.

	Attribute
	Remarks

	T38FaxVersion
	T.38 SDP attributes shall only be provisioned for Version 2 or higher. Version 0 applies if attribute is omitted. 

	T38MaxBitRate
	

	T38FaxMaxBuffer
	

	T38FaxMaxDatagram
	

	T38FaxMaxIFP
	Only if T.38 version 4 is supported by the IM-MGW

	T38FaxUdpEC
	

	T38FaxUdpECDepth
	Only if T.38 version 4 is supported by the IM-MGW

	T38FaxUdpFECMaxSpan
	Only if T.38 version 4 is supported by the IM-MGW

	T38ModemType
	Only if T.38 version 4 is supported by the IM-MGW


* * * End of Changes * * * *
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