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* * * First Change * * * *

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AK
Anonymity Key

AKA
Authentication and Key Agreement

AUTN
Authentication token

AV
Authentication Vector.  3GPP AV=[RAND,AUTN,XRES,CK,IK].

AVP
Attribute-Value-Pair in Diameter messages. 
BIA
BootstrappingInfo-Answer message

BIR
BootstrappingInfo-Request message

BS
BootStrapping Procedure

BSF
Bootstrapping server functionality 
BSF is hosted in a network element under the control of an MNO.

B-TID
Bootstrapping Transaction Identifier

CA
Certificate Authority

CK
Confidential Key 

FQDN
Full Qualified Domain Name in URI (e.g. http://FQDN:80)

GAA
Generic Authentication Architecture

GBA
Generic Bootstrapping Architecture 
GPI
GBA Push Information

GSID
GAA Service Identifier

GUSS
GBA User Security Settings

HSS
Home Subscriber System 

IK
Integrity Key 

IMPI
IP Multimedia Private Identity

IMPU
IP Multimedia Public Identity

Ks
Key Material 

Ks_ext_NAF
MEbased key for a specific NAF
Ks_int_NAF
UICC based key for a specific NAF 
ME
Mobile Equipment

MNO

Mobile network operator

NAF
Operator-controlled network application function functionality. 
NAF is hosted in a network element under the control of an MNO.

RAND
Random challenge in authentication 

REQ
In Diameter header indicates that the message is a Request.

SCTP
Stream Control Transmission Protocol 
SLF
Subscription Location Function

SSC
Subscriber Certificate Procedure

Ua
UE-NAF interface for GAA applications

Ub
UE-BSF interface for bootstrapping

UE

User Equipment 

USS
User Security Settings (a part of GUSS)

XRES
Expected response in authentication

Zh
BSF-HSS interface for bootstrapping procedure

Zh'
BSF-HLR interface for bootstrapping procedure

Zn
BSF-NAF interface for GAA applications.
Zpn
BSF-NAF interface for GBA push.
* * * Next Change * * * *

6
Diameter application for Zh, Zn and Zpn interfaces

6.0
Introduction

The Zh, Zn and Zpn interface protocols are defined as IETF vendor specific Diameter applications, where the vendor is 3GPP. The vendor identifier assigned by IANA to 3GPP (http://www.iana.org/assignments/enterprise-numbers) is 10415.

The Diameter application identifier assigned to the Zh interface application is 16777221 (allocated by IANA).
The Diameter application identifiers assigned to the Zn and Zpn interface application are 16777220 and 16777268 respectively (allocated by IANA).
6.1
Command-Code values

The Zn and Zpn interfaces assign new Command-Codes 310 and 312.

The messages in Zh interface use the same Command-Code value 303 as Multimedia-Auth-Request/Answer messages defined in 3GPP TS 29.229 [3] for Cx interface.

* * * Next Change * * * *

7.1
AVP codes

This specification reserves the 3GPP vendor specific values 10415:400-499 and assigns values 10415:400-418  for the GAA from the 3GPP AVP Code namespace for 3GPP Diameter applications ([8]). The 3GPP vendor specific AVP code space is managed by 3GPP CT4. See section 6 for the assignment of the namespace in this specification.

Besides the Diameter Base Protocol AVPs [1] this specification reuses the following AVPs from 3GPP TS 29.229 [3]:
Authentication-Session-State, User-Name, Public-User-Identity and SIP-Auth-Data-Item. 

* * * Next Change * * * *

7.3
Command Code values

Only Command-Codes 310 and 303 from 3GPP TS 29.229 [3] is used in this specification. 

This specification reuses only the Command-Code value, not the content of the original specification. The AVPs, that are defined required in TS 29.229 [3], but are not needed in Zh, Zn or Zpn interfaces, are removed and are therefore not required in Zh, Zn or Zpn interface messages. All new AVPs for GAA are defined optional although they may be mandatory in GAA viewpoint.

This specification does not assign new command codes to the 3GPP TS 29.229 [3]. 

* * * Next Change * * * *

Annex X (normative): 
Web Services Definition for Zpn interface

This annex contains the Web Services Definition Language (WSDL) [14] for Zpn interface:

<?xml version="1.0" encoding="UTF-8"?>

<wsdl:definitions name="GBAService"

                  targetNamespace="urn:3gpp:gba:GBAService:2007-05"

                  xmlns:typens="urn:3gpp:gba:GBAService:2007-05"

                  xmlns:wsdl="http://schemas.xmlsoap.org/wsdl/" 

                  xmlns:soap="http://schemas.xmlsoap.org/wsdl/soap/" 

                  xmlns:xsd="http://www.w3.org/2001/XMLSchema" 

                  xmlns:soapenc="http://schemas.xmlsoap.org/soap/encoding/"> 

  <wsdl:types>

    <xsd:schema targetNamespace="urn:3gpp:gba:GBAService:2007-05">

      <!-- Extension element definition -->

      <xsd:complexType name="tExtension">

        <xsd:sequence>

          <xsd:any processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

        </xsd:sequence>

      </xsd:complexType>

      <!-- Request Bootstrapping info request parameter definitions -->

      <xsd:element name="requestGbaPushInfoRequest">

        <xsd:complexType>

          <xsd:sequence>

            <xsd:element name="ptid" type="xsd:string"/>

            <xsd:element name="nafid" type="xsd:base64Binary"/>

            <xsd:element name="gsid" type="xsd:string" minOccurs="0" maxOccurs="unbounded"/>

            <xsd:element name="gbaUAware" type="xsd:boolean" minOccurs="0"/>




<xsd:element name="userId" type="xsd:string"/>




<xsd:element name="userIdType" type="xsd:boolean" minOccurs="0"/>

            <xsd:element name="uiccAppLabel" type="xsd:string"/>




<xsd:element name="uiccOrMe" type="xsd:boolean" minOccurs="0"/>

            <xsd:element name="requestedLifeTime" type="xsd:dateTime"/>


<xsd:element name="privateIdRequest" type="xsd:boolean" minOccurs="0"/>
            <xsd:element name="extension" type="typens:tExtension" minOccurs="0"/>

          </xsd:sequence>

        </xsd:complexType>

      </xsd:element>

      <!-- Request Bootstrapping info response parameter definitions -->

      <xsd:element name="requestGbaPushInfoResponse">

        <xsd:complexType>

          <xsd:sequence>

            <xsd:element name="impi" type="xsd:string" minOccurs="0"/>

            <xsd:element name="meKeyMaterial" type="xsd:base64Binary"/>

            <xsd:element name="uiccKeyMaterial" type="xsd:base64Binary" minOccurs="0"/>

            <xsd:element name="keyExpiryTime" type="xsd:dateTime"/>

            <xsd:element name="bootstrappingInfoCreationTime" type="xsd:dateTime"/>

            <xsd:element name="gbaType" type="xsd:string" minOccurs="0"/>

            <xsd:element name="ussList" type="xsd:string" minOccurs="0"/>

            <xsd:element name=" gbaPushInfo" type="xsd:string" minOccurs="0"/>




<xsd:element name="extension" type="typens:tExtension" minOccurs="0"/>

          </xsd:sequence>

        </xsd:complexType>

      </xsd:element>

      <!-- Request Bootstrapping info fault parameter definitions -->

      <xsd:element name="requestGbaPushInfoFault">

        <xsd:complexType>

          <xsd:sequence>

            <xsd:element name="errorCode" type="xsd:integer"/>

            <xsd:element name="errorText" type="xsd:string" minOccurs="0"/>

          </xsd:sequence>

        </xsd:complexType>

      </xsd:element>

    </xsd:schema>

  </wsdl:types>

  <wsdl:message name="requestGbaPushInfoRequestMessage">

    <wsdl:part name="body" element="typens:requestGbaPushInfoRequest"/>

  </wsdl:message>

  <wsdl:message name="requestGbaPushInfoResponseMessage">

    <wsdl:part name="body" element="typens:requestGbaPushInfoResponse"/>

  </wsdl:message>

  <wsdl:message name="requestGbaPushInfoFaultMessage">

    <wsdl:part name="body" element="typens:requestGbaPushInfoFault"/>

  </wsdl:message>

  <wsdl:portType name="GBAServicePortType">

    <wsdl:operation name="requestGbaPushInfo">

      <wsdl:input message="typens:requestGbaPushInfoRequestMessage"/>

      <wsdl:output message="typens:requestGbaPushInfoResponseMessage"/>

      <wsdl:fault name="FaultName" message="typens:requestGbaPushInfoFaultMessage"/>

    </wsdl:operation>

  </wsdl:portType>

  <wsdl:binding name="GBAServiceBinding" type="typens:GBAServicePortType">

    <soap:binding style="document" transport="http://schemas.xmlsoap.org/soap/http"/>

    <wsdl:operation name="requestGbaPushInfo">

      <soap:operation soapAction="urn:3gpp:gba:GBAServiceAction:2007-05"/>

      <wsdl:input>

        <soap:body use="literal"/>

      </wsdl:input>

      <wsdl:output>

        <soap:body use="literal"/>

      </wsdl:output>

      <wsdl:fault name="FaultName">

        <soap:fault name="FaultName" use="literal"/>

      </wsdl:fault>

    </wsdl:operation>

  </wsdl:binding>

  <wsdl:service name="GBAService">

    <wsdl:port name="GBAServicePort" binding="typens:GBAServiceBinding">

      <!-- add SOAP address location URI below -->

      <soap:address location="http://add.here.uri.to/GBAService"/>

    </wsdl:port>

  </wsdl:service>

</wsdl:definitions>

* * * End of Changes * * * *
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