3GPP TSG CT Meeting #58
CP-120761
Barcelona, SPAIN; 5th – 7th December 2012
Presentation of Specification to TSG

Presentation to:
TSG CT Meeting #58
Document for presentation:
TS 29.139, Version 2.0.0 on 3GPP System-Fixed Broadband 
Access Network Interworking;

Home (e)Node B – Security Gateway Interface
Presented for:
Approval
Abstract of document:

The present document specifies the H(e)NB – SeGW interface. The interface is used for the interworking between a 3GPP system and a Fixed Broadband Access network defined by Broadband Forum. The interworking procedure provides the IP connectivity to a 3GPP UE using a H(e)NB connected to a Fixed Broadband Access network as specified in 3GPP TS 23.139.
The specification covers the QoS aspects and Tunnel management procedures.

Changes since last presentation:

TS was presented for information at CT#57.

Changes Outstanding Issues:

- 
It is agreed that the static IP address allocation issue is not specified in this release. 
- 
It is agreed to define the H(e)NB NATed Tunnel-IP address discovery procedure based on the IKEv2 solution as specified in TS 23.139. 

-
It is agreed that at NAT remapping, the H(e)NB shall tear down the IKEv2 SA and S1 session. Then the H(e)NB shall re-establishes the IPsec tunnel and S1 session. Any tunnel modification enhancement procedure is for FFS in future releases.  

Contentious Issues:

None

Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

