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	In S2#93 meeting, 23.272 CR (S2-124181) was agreed. It describes the procedures which enable the MME to negotiate with the HSSHSS to determine if the MME is to be registered for SMS. New MME Context data for SMS “MME Registered for SMS” and “PS and SMS only” have been introduced.
In addition, C4-121747 (CR0414r4) was agreed in CT4#58 to define the flag  "MME Registered for MT SMS" for indicating that the HSS has registered the MME for SMS.

Consequently, the following stage 3 changes are needed:

1). When deciding subsequent handling on IMSI attach for CS, the MME needs to take into consideration the MME MT-SMS registration indication from HSS. 
The MME procedure for handling Location update for non-EPS services needs to be updated to reflect this change.

2). According to S2-123421 and C4-121746:


An HSS should allow an operator to configure a subscription, which is limited to only PS services and SMS services. This limitation is indicated in the PS subscription data as “PS and SMS only”.  

…

1. a PS only subscription shall be defined "PS and SMS only" to enable operators to limit CS data only for providing SMS to a PS only subscriber when SMS via PS is not available. 

So a UE with "PS and SMS-only" subscription can have SMS services provided by SMS over SGs if SMS via PS (MME) is not available -> which means for UEs with this subscription, CS service is only limited to SMS. Or to say in the other way: CSFB is not permitted.
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- Add a note to clarify that if the UE has "PS and SMS only" subscription, even if the UE has requested CSFB and the MME does support CSFB, CSFB is not permitted. Only SMS over SGs is allowed.
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	*** First Change ***


5.2
Location update for non-EPS services procedure

5.2.1
General description

The location update for non-EPS services procedure is a general procedure used by UEs which are configured to use CS fallback and SMS over SGs, or SMS over SGs only. This procedure is not performed if:

-
the subscriber data indicates that the subscription is for packet only; or
-
the MME is registered for SMS for the UE (see 3GPP TS 23.272 [7]).

NOTE:
For the cases specified above, the registration with a VLR is not required and the MME does not initiate the location update for non-EPS services procedure.

This procedure allows UEs and the network to perform:

-
combined IMSI attach for EPS and non-EPS services or for SMS only;

-
IMSI attach for non-EPS services or for SMS only if the UE is already IMSI attached for EPS services;

-
normal location update procedure to the VLR if the UE is IMSI attached for both EPS and non-EPS services, or for SMS only; or
-
allocation of new TMSI to an UE.

The location update for non-EPS services procedure in the SGs interface is always started as a consequence of a direct action from the UE. The combined attach and tracking area update procedures are further specified in 3GPP TS 23.272 [7] and 3GPP TS 24.301 [14].

When a UE is IMSI attached for EPS and non-EPS services, the VLR shall stop any implicit detach timer. Instead the MME uses the "Paging Proceed Flag" to determine the likely availability of the UE to the network. Upon reception of the periodic Tracking Area Update message, the MME does not report to the VLR, and the MME shall not change the state of the SGs association. When the UE performs a detach only for EPS services or the MME performs an implicit detach for EPS services, and the VLR's implicit detach timer is not already running, the EPS detach indication to the VLR shall cause the VLR's implicit detach timer to be restarted from its initial value.

If the MME performs an implicit detach for both EPS and non-EPS services, then the MME shall send to the VLR an SGsAP-IMSI-DETACH-INDICATION message with cause "Implicit network initiated IMSI detach from EPS and non-EPS services", as further described in subclause 5.6 (the implicit IMSI detach message indicates that the UE is unavailable for both EPS and non-EPS services).
	*** Next Change ***


5.2.2
Procedures in the MME

5.2.2.1
General

The location update for non-EPS services procedure is initiated with a combined attach or a combined tracking area update procedure. On receipt of an ATTACH REQUEST message or a TRACKING AREA UPDATE REQUEST message from the UE, the MME handles the EPS related request as specified in 3GPP TS 24.301 [14].
When the MME receives the Update Location Answer message containing subscription data from the HSS, the MME determines whether it needs to perform location update for non-EPS services procedure. For the cases identified below, if the MME is configured with ability not to perform registrations with a VLR for the UE, the MME sends response message to the UE without starting the location update for non-EPS services procedure:

-
if the Network Access Mode (NAM) subscription data indicates that the subscription is for packet only (see 3GPP TS 29.272 [17]); or
-
if the Network Access Mode (NAM) subscription data indicates that the subscription is for packet and circuit (see 3GPP TS 29.272 [17]) and the MME is registered for SMS as specified in Annex C of 3GPP TS 23.272 [7] for this UE.


NOTE 1:
When the MME supports both SMS in MME feature and SMS over SGs, depending on UE capability and/or network configuration and/or “PS and SMS only” subscription, it can be preferred to provide SMS services via SMS in MME to avoid the VLR registration.
Otherwise, the MME shall start the location update for non-EPS services procedure and shall wait for the outcome of both location update procedures towards the VLR and the HSS before sending the response message to the UE.
NOTE 2:
When the combined attach or tracking area update procedure is for both EPS services and non-EPS services and the MME is not registered for SMS for the UE (see 3GPP TS 23.272 [7]) and the UE has "PS and SMS only" subscription, the MME starts the location update for non-EPS services procedure for SMS over SGs only. 
	*** End Change ***
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