Page 1



3GPP TSG-CT WG1 Meeting #81 
(
C1-124301
New Orleans (USA), 12 - 16 November 2012

	CR-Form-v10

	CHANGE REQUEST

	

	(

	24.229
	CR
	4273
	(

rev
	-
	(

Current version:
	11.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Mz Reference Point – ISC alternative

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IPXS
	
	Date: (

	2012-10-01

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The ISC interface, that implements the Mz reference point between an Application Server and a Transit Function, is not listed in 24.229.

	
	

	Summary of change:
(

	The interace between an Application Server and a Transit Function is added to the scope of 24.229.

	
	

	Consequences if 
(

not approved:
	The interace between an Application Server and a Transit Function is not listed in 24.229.

	
	

	Clauses affected:
(

	1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


***** BEGIN MODIFICATION *****

1
Scope

The present document defines a call control protocol for use in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), and the associated Session Description Protocol (SDP).

The present document is applicable to:

-
the interface between the User Equipment (UE) and the Call Session Control Function (CSCF);

-
the interface between the CSCF and any other CSCF;

-
the interface between the CSCF and an Application Server (AS);

-
the interface between the CSCF and an ISC gateway function;

-
the interface between the ISC gateway function and an Application Server (AS);

-
the interface between the CSCF and the Media Gateway Control Function (MGCF); 

-
the interface between the S-CSCF and the Multimedia Resource Function Controller (MRFC);
-
the interface between the Application Server (AS) and the Multimedia Resource Function Controller (MRFC);
-
the interface between the S-CSCF and the Media Resource Broker (MRB);

-
the interface between the AS and the MRB;

-
the interface between the MRB and the MRFC;
-
the interface between the CSCF and the Breakout Gateway Control Function (BGCF);

-
the interface between the BGCF and the MGCF;

-
the interface between the CSCF and an IBCF;

-
the interface between the IBCF and AS, MRFC or MRB;

-
the interface between the E-CSCF and the Location Retrieval Function (LRF);

-
the interface between the BGCF and any other BGCF;

-
the interface between the CSCF and an external Multimedia IP network;

-
the interface between the E-CSCF and the EATF;
-
the interface between the P-CSCF and the ATCF;

-
the interface between the ATCF and the I-CSCF;
-
the interface between the ATCF and the IBCF; and
-
the interface between the transit function and the Application Server (AS).
Where possible the present document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP and SDP. Where this is not possible, extensions to SIP and SDP are defined within the present document. The document has therefore been structured in order to allow both forms of specification.

As the IM CN subsystem is designed to interwork with different IP-Connectivity Access Networks (IP-CANs), the IP-CAN independent aspects of the IM CN subsystem are described in the main body and annex A of this specification. Aspects for connecting a UE to the IM CN subsystem through specific types of IP-CANs are documented separately in the annexes or in separate documents.

The document also specificies HTTP for use by an AS and by an MRB in support of the provision of media resources.

The document also specifies media-related requirements for the NAT traversal mechanisms defined in this specification.
NOTE:
The present document covers only the usage of SIP and SDP to communicate with the enitities of the IM CN subsystem. It is possible, and not precluded, to use the capabilities of IP-CAN to allow a terminal containing a SIP UA to communicate with SIP servers or SIP UAs outside the IM CN subsystem, and therefore utilise the services provided by those SIP servers. The usage of SIP and SDP for communicating with SIP servers or SIP UAs outside the IM CN subsystem is outside the scope of the present document.
***** END MODIFICATION *****
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