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	Reason for change:
(

	1. It is not clear wether the S9 subsession shall be established when the S9 session establishment is triggered by the S9a* session establishment.
2.  The procedure of S9 session termination initiated by the H-PCRF for the NSWO traffic is not defined.
3. The case that S9* session termination is not defined for S9 session modification. And the QoS rule installation shall be always provided in the subsession level for the NSWO traffic.



	
	

	Summary of change:
(

	1. Clarify that the S9 subsession shall be  established when the S9 session is established. The V-PCRF shall keep the mapping between the S9 subsession id and the S9a* session id.
2. The procedure of S9 session termination initiated by the H-PCRF for the NSWO traffic is defined.

3. The case that S9* session termination is defined for S9 session modification. And the QoS rule installation shall be always provided in the subsession level for the NSWO traffic.
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*** 1st Change ***

A.6.1.2
NSWO Traffic

When the V-PCRF receives an S9a* Session Establishment from the BPCF, then the V-PCRF determines if an S9 session is already present for that subscriber. If the S9 session is not already established, the V-PCRF initiates an S9 Session Establishment Procedure in order to establish an S9 subsession; otherwise, the V-PCRF initiates an S9 Subsession Establishment Procedure.
The V-PCRF shall send a CCR command following current S9 procedures including the information received over S9a*.
The V-PCRF shall map the S9a* session to the corresponding S9 subsession.

The H-PCRF shall acknowledge the request using a CCA command.
*** 2nd Change ***

A.6.2.2.x
S9 Session Termination initiated by the H-PCRF
If the H-PCRF decides to terminate the IP-CAN session for the NSWO traffic due to an internal trigger or trigger from the SPR, and if the H-PCRF considers that the S9 session has to be terminated, the H-PCRF shall send an RAR command to the V-PCRF indicating the termination of the S9 session by including the Session-Release-Cause AVP at command level. The V-PCRF shall send a corresponding RAA command to the H-PCRF.

The V-PCRF shall trigger S9a* Session Termination procedure as defined in subclause A.5.2.2.2.

*** 4th Change ***

A.6.3.2.1
S9 Session Modification initiated by the H-PCRF

Solicited in response to information provided to the H-PCRF via the Rx reference point or from a trigger from the SPR or based on internal policies, the H-PCRF may initiate an S9 Session Modification procedure by sending a RAR command. 
If the H-PCRF considers that the S9 subsession has to be terminated, the H-PCRF shall send an RAR command to the V-PCRF indicating the termination of the S9 subsession by including the Session-Release-Cause AVP within the Subsession-Decision-Info AVP. 

If the QoS information is changed, the H-PCRF may install or modify PCC rules by including the Charging-Rule-Install AVP or remove the PCC rules by including the Charging-Rule-Remove AVP within the Subsession-Decision-Info AVP.
*** End of Change ***
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