Page 1



3GPP TSG-CT6 Meeting #66
(
C6- 120562
New Orleans, USA, 13 - 16 November 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	31.102
	CR
	0543
	(

rev
	
	(

Current version:
	8.15.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	X
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction of update activity for EF_MSK

	
	

	Source to WG:
(

	Gemalto N.V.

	Source to TSG:
(

	C6

	
	

	Work item code:
(

	TEI6
	
	Date: (

	2012-11-15

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
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	The file EFMSK stores MSK_ID and associated timestamps used during MBMS authentication process. These values may be subject to very frequent update (Up to 1 update every 5 seconds) but the file is not marked as high activity.
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	The update activity of EFMSK is changed to High.
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4.2.80
EFMSK (MBMS Service Keys List)

If service n°69 is "available", this file shall be present.

A record of this EF contains the list of MBMS Service Keys (MSK) and associated parameters, which are related to an MBMS Key Domain. There are up to two MSKs per Key Domain ID/Key Group ID pair, where the Key Group ID is the Key Group part of the MSK ID as defined in TS 33.246 [43]. Two 4 byte MSK IDs stored within a record have the same value for the 2 byte Key Group part. 

	Identifier: '6FD7'
	Structure: linear fixed
	Optional

	Record length: 8n+4 bytes, (n ≥ 2)
	Update activity: high

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 3
	Key Domain ID
	M
	3 bytes

	4
	Number of stored MSK IDs and corresponding TS
	M
	1 byte

	5 to 8
	1st MSK ID
	M
	4 bytes

	9 to 12
	1st Time Stamp Counter (TS)
	M
	4 bytes

	13 to 16
	2nd MSK ID
	M
	4 bytes

	17 to 20
	2nd Time Stamp Counter (TS)
	M
	4 bytes

	:
	:
	:
	:

	8(n-1)+5 to 8n
	nth MSK ID
	O

(See Note)
	4 bytes

	8n+1 to 8n+4
	nth Time Stamp Counter (TS)
	C

(See Note)
	4 bytes

	Note: In the current version of the specification, these bytes are RFU.


Key Domain ID:

Content:
Identifier of the Domain of the BM-SC providing MBMS Service.

Coding:
As defined in TS 33.246 [43]

Number of stored MSK IDs and corresponding TS:
Content: Number of stored MSK IDs and corresponding Time Stamp counter (TS) within the record, as defined in TS 33.246 [43]. This number shall not exceed the maximum limit of MSK IDs fixed in TS 33.246 [43] (e.g if the maximum number of MSK IDs is 2, then this byte may only take the following values: '00', '01', '02').
Coding: binary.
MSK ID:
Content:
Identifier of MBMS Service Key (MSK) within a particular Key Domain.
Coding:
As defined in TS 33.246 [43]

Time Stamp Counter (TS):

Content:
Counter for MIKEY replay protection in MTK delivery. Each counter is associated with a particular MSK.
Coding:
As defined in TS 33.246 [43]
Any unused bytes shall be set to 'FF'.
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