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	Reason for change:
(

	Currently, stage 2 (TS 23.009) and stage 3 (TS 48.008) are not aligned with regard to the criteria whether the BSC shall perform a BSS-internal handover in AoIP mode with or without MSC support. 
While stage 2 suggests that the BSC is expected to initiate a BSS internal handover with MSC support whenever the codec type or the codec configuration needs to be modified, stage 3 requires this only if "a compatible Codec Type or Codec Configuration can not be allocated in the target cell". 


	
	

	Summary of change:
(

	The present CR proposes to simply align stage 2 with stage 3 and indicate that the BSS determines if it needs MSC involvement.

	
	

	Consequences if 
(

not approved:
	Inconsistent stage 2 and stage 3, resulting in unclear conditions when the BSC needs to involve the MSC during BSS Internal handover. BSS could involve MSC in handovers to compatible Codecs i.e. in scenarios where this was not intended (=> longer handover and extra signalling/processing impacts in the network). MSC implementations could also possibly expect to be always involved in BSS Internal handover, which is not the intention.
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	Other comments:
(

	The CR is revised at TSG CT#58 to improve the consequences if not approved and correct use of "Clause" to "subclause".


6.3.1
General Description of Internal Handover with MSC Support
If the A-Interface User Plane is carried over IP (or shall be handed over to IP) and one or more of the A-Interface User Plane parameters need to be modified, for example the Codec Type, or the Codec Configuration (BSS determines that no compatible Codec Type or Codec Configuration exists for the target cell), or the IP Transport Layer Address, or the UDP Port, or the CSData Redundancy Level, or the A-Interface Type itself (e.g. from TDM to IP or vice versa), then a "BSS Internal Handover with MSC support" shall be performed (see 3GPP TS 48.008 [5] subclause 3.1.5c.1). 

The "BSS Internal Handover with MSC support" for AoIP is performed by the MSC that is currently serving the connected BSS (in the following just termed "serving MSC"); it may be either MSC-A, MSC-B, 3G_MSC-A or 3G_MSC-B.

NOTE:
The "BSS Internal Handover with MSC support" involves the serving MSC actively in the handover. It is therefore in average slower and more resource demanding than the BSS Internal Handover without MSC support. In order to guarantee a high radio network performance the MSC needs to react quickly and handle this handover with high priority.

The "BSS Internal Handover with MSC support" applies only if both BSS and Core Network support the AoIP procedures and messages, and an A-Interface User Plane connection has been established beforehand. The procedures and messages for this "BSS Internal Handover with MSC support" are described in 3GPP TS 48.008 [5].

The "BSS Internal Handover with MSC Support" can be initiated either:

a)
by the BSS, by sending the A-INTERNAL-HANDOVER-REQUIRED message; or:

b)
by the serving MSC, by sending the A-INTERNAL-HANDOVER-ENQUIRY message.
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