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	Reason for change:
(

	According to 23.237, if Gm reference point is retained upon the PS handover procedure but there was no other media in the IMS session than the voice which was transferred to the target access, the UE shall wait for SCC AS release the source access leg without sending Re-INVITE from Gm reference point. 

6.3.2.1.4 PS – CS Access Transfer: PS to CS – Single Radio
4a. If the Gm reference point is retained upon PS handover procedure then

     4a-1. The UE sends a Re-INVITE via the PS access to update the remaining non-voice    

     media flow(s) associated with the recently added active session. If the UE is using ICS  

     capabilities, this Re-INVITE also adds Gm service control to the active session and the 
     UE subsequently sends Re-INVITEs for any remaining inactive bi-directional speech 
     sessions that are to be transferred.

     4a-2. Standard procedures are used at S-CSCF for routing of the Re-INVITE(s) to the 
     SCC AS.

    4a-3. The SCC AS processes the Re-INVITE(s) and updates the Remote Leg if needed.

4b. If the Gm reference point is not retained upon PS handover procedure, or if there was no other non-voice media flow(s) in the IMS session than the voice which was transferred to the target access, then the Source Access Leg is released as specified in clause 6.3.1.6.
However, current text in 24.237 12.2.3 is misleading. An UE implementation refers to the paragraph may always send Re-INVITE message when Gm reference point is retained after SRVCC procedure without considering if there is any non-voice media flows in the IMS session. 

	
	

	Summary of change:
(

	It it clarified that Re-INVITE message is only sent by non-ICS based UE when Gm reference point is retained “and” there are other non-voice media flow(s) associated with the recently added active IMS session.

	
	

	Consequences if 
(

not approved:
	Redundant Re-INVITE message is sent by non-ICS based UE when Gm reference point is retained after SRVCC.
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***** Next change *****
12.2.3
Not based on ICS

After successful PS to CS SRVCC procedures (as described in 3GPP TS 24.008 [8]), if the SC UE is not using ICS capabilities and the SC UE does not apply the MSC Server assisted mid-call feature as specified in subclause 12.2.3A, the SC UE shall replace the ongoing session with active speech media component which was made active most recently with the newly established CS voice call.

NOTE 1: 
In the case when ICS is not supported or used and the SC UE does not apply the MSC Server assisted mid-call feature, only the ongoing session with active speech media component which was made active most recently is transferred from PS to CS audio.

If:

-
the Gm reference point is retained upon PS handover; 

-
the SC UE is not using ICS capabilities; 
-
there is remaining non-speech media components in the IMS session other than the speech media component which was transferred to the CS Target Access leg; and 
-
PS to CS SRVCC procedures (as described in 3GPP TS 24.008 [8]) have been completed;

the SC UE shall:
-
send a SIP re-INVITE request to the SCC AS as specified for media removal in subclause 13.2.1; and

-
indicate in the SDP offer the speech media component as removed.
NOTE 2:
In the case when the SC UE has no remaining media components in the IMS session can still send SIP re-INVITE request.
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