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	In CT4#59 meeting, the TFT IE marked as “Optional” was removed from “Bearer Context Created” IE within Create Session Response message in C4-122296. Which means that the network should not provide TFT for the default EPS bearer/primary PDP context during the default EPS bearer and the primary PDP context activation procedure.

The PCC specification shall also be updated accordingly, which the PCEF shall not provide thepacket filter to the UE during the IP-CAN session establishment.
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	Indicate that the PCEF shall not provide thepacket filter to the UE in the IP-CAN session establishment response.
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not approved:
	The NAS procedure of the default EPS bearer activation do not contain the TFT IE. So even if the PCRF indicates the PCEF sends the TFT message to the UE, the UE could not receive any TFT, but the PCRF/PCEF will not know that the TFT IE provided by it has not been delivered to the UE, which will result in failure to assign TFT to the default EPS bearer/primary PDP context.
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*** 1st Change ***

B.3.2
Provisioning of PCC and/or QoS rules

For GTP-based 3GPP accesses, the PCRF may request the establishment of a bearer dedicated to IMS signalling by providing the applicable PCC rules to the PCEF. 

For PMIP-based 3GPP accesses, the PCRF may request the establishment of a bearer dedicated to IMS signalling by providing the applicable QoS rules to the BBERF.

When the PCEF includes the Bearer-Usage AVP required for the default bearer within the CCR command during the IP-CAN session establishment procedure, the PCRF shall provide the Bearer-Usage AVP back in the response with the authorized usage.
If during IP-CAN session establishment procedure, the PCEF includes IMS_SIGNALLING within the Bearer-Usage AVP and the PCRF accepts that default bearer is dedicated to IMS signalling, the PCRF shall include the IMS_SIGNALLING within the Bearer-Usage AVP. In this case, the PCRF shall restrict the bearer to only be used for IMS signalling as specified in 3GPP TS 23.228 [31] by applying the applicable QCI for IMS signalling.

If the PCEF include the IMS_SIGNALLING within the Bearer-Usage AVP in the CCR command, but the PCRF does not include the IMS_SIGNALLING within the Bearer-Usage AVP in the CCA command, the PCC Rules provided by the PCRF shall have a QCI value different from the QCI value for the IMS signalling.

When UE initiates a resource modification request, if the PCEF includes the Bearer-Usage AVP indicating IMS_SIGNALLING and the PCRF accepts that a bearer dedicated to IMS signalling shall be used, the PCRF shall return the IMS_SIGNALLING within the Bearer-Usage AVP. The provided PCC rules shall have the QCI applicable for IMS signalling.
During the IP-CAN session establishment, the PCEF shall not provide packet filters to UE on the default bearer in the IP-CAN session establishment response, referring to 3GPP TS 29.274 [22].
*** End of Changes ***
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