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	Proposed change affects: (

	UICC apps(

	
	ME
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	Radio Access Network
	
	Core Network
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	Title:
(

	Feature-Tags with "none" value correction

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IMS_SCC-ICS
	
	Date: (

	2013-01-21

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	IANA requires values to all media feature tags in order to register them (see registration form http://www.iana.org/protocols/media-feature-tag-template.txt)

	
	

	Summary of change:
(

	Those media feature tags which currently do not show any value (i.e. which are either On=present / Off=absent) get assigned boolean values (which are interpreted in accordance with related RFCs)

	
	

	Consequences if 
(

not approved:
	IANA registration of these media feature tags not possible

	
	

	Clauses affected:
(

	C.2, C.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	The changes in this set of CRs are different due to changes / additions of feature-tags in the different releases of 24.239:

- R9: CR#0816 / C1-130370


C.2 - g.3gpp.mid-call


C.3 - g.3gpp.iut-controller

- R10: CR#0817 / C1-130371


C.2 - g.3gpp.mid-call


C.5 - g.3gpp.srvcc-alerting

- R11: CR#0818 / C1-130372


C.2 - g.3gpp.mid-call


C.5 - g.3gpp.srvcc-alerting


C.9 - g.3gpp.cs2ps-srvcc


C.13 - g.3gpp-cs2ps-srvcc-alerting


***** Next change *****
C.2
Definition of media feature tag g.3gpp.mid-call
Media feature-tag name: g.3gpp.mid-call

ASN.1 Identifier: 1.3.6.1.8.2.x

Editor's note:
The ASN.1 Identifier will need to be updated once the IANA registration is completed.

Summary of the media feature indicated by this tag: This feature-tag when used in a SIP request or a SIP response indicates that the function sending the SIP message supports the MSC server assisted mid-call feature. 

Values appropriate for use with this feature-tag: Boolean
The feature-tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.

Examples of typical use: Indicating that a mobile phone supports the MSC server assisted mid-call feature
Related standards or documents: 3GPP TS 24.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 3"

Security Considerations: Security considerations for this media feature-tag are discussed in subclause 12.1 of IETF RFC 3840 [53].

***** Next change *****
C.5
Definition of media feature tag g.3gpp.srvcc-alerting
Media feature-tag name: g.3gpp.srvcc-alerting
ASN.1 Identifier: 1.3.6.1.8.2.x

Editor's note:
The ASN.1 Identifier will need to be updated once the IANA registration is completed.

Summary of the media feature indicated by this tag: This media feature-tag when used in a Contact header field of a SIP request or a SIP response indicates that the functional entity sending the SIP message supports SRVCC access transfer for calls in alerting phase, i.e. for calls whith early dialog. 

Values appropriate for use with this feature-tag: Boolean
The feature-tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.

Examples of typical use: Indicating that a user equipment supports SRVCC for calls in alerting phase.

Related standards or documents: 3GPP TS 24.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 3"

Security Considerations: Security considerations for this media feature-tag are discussed in subclause 12.1 of IETF RFC 3840 [34].
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