Page 1



3GPP TSG CT WG4 Meeting #60
C4-130288
San Jose Del Cabo, MX; 28th Jan – 1st Feb 2013
revision of C4-130171
	CR-Form-v10

	CHANGE REQUEST

	

	(

	29.329
	CR
	0208
	(

rev
	1
	(

Current version:
	11.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	PS Location Info request with RAT-type 

	
	

	Source to WG:
(

	Nokia Siemens Networks

	Source to TSG:
(

	CT4

	
	

	Work item code:
(

	TEI11
	
	Date: (

	2013-01-30

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
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	When the AS request PS user location Information from the HSS for NPLI, it also needs the RAT-type for population of the PANI header in the SIP message. 

23.228 defines a procedure where an Application Server provides network based location information in SIP. In order to do so the AS requests PS user location Information from the HSS. The retrieved location information will be enclosed into the SIP P-Access-Network-Information header field. One of the needed information is the RAT-type which is needed to populate the access-type and access-class fields in the P-Access-Network-Information header field.
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	Add new UDR-flag to indicate whether RAT-Type is requested together with PS-Location Information.
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*******
* * * First Change * * * *

6.3.28
UDR-Flags 

The UDR-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits shall be as defined in table 6.3.28/1:
Table 6.3.28/1: UDR-Flags

	Bit
	Name
	Description

	0
	Location-Information-EPS-Supported
	This bit, when set, indicates that EPS Location Information may be sent to the AS when CS Location Information is requested. It may only be set if CS Location Information is requested.

When set, the HSS shall indicate to the MSC/VLR the support of Location Information EPS.

	x
	RAT-Type-Requested
	This bit, when set, indicates that RAT Type is requested as part of the PS Location Information.

	NOTE:
Bits not defined in this table shall be cleared by the sender of the request and discarded by the receiver of the request.


* * * End of Change * * * *
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