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	Reason for change:
(

	Current definition follows TS 29.274 section 8.50 for which the encoding is different from the encoding specified in TS 24.008 for LAI and in TS 29.274 section 8.18 for Serving Network:

Definition in TS 29.274, subclause 8.50: 

If three digits are included in the MNC, octets 5 to 7 shall be encoded as shown in Figure 8.50-2.

 
 
 
 
 
Bits
 
 
 
 
 
 
Octets
8
7
6
5
4
3
2
1
 
 
5
MCC digit 2
MCC digit 1
 
 
6
MNC digit 1
MCC digit 3
 
 
7
MNC digit 3
MNC digit 2
 
 
 
 
 
Figure 8.50-2: PLMN ID Parameter with 3-digit MNC
And there is an exception at the end of section 8.50:

· NOTE:   The encoding is different from elsewhere in this document and is specified according to 3GPP TS 36.413 [10].
TS 24.008 LAI definition:
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Location Area Identification IEI
octet 1
 
MCC digit 2
 
MCC digit 1
 
octet 2
 
MNC digit 3
 
MCC digit 3
 
octet 3
 
MNC digit 2
 
MNC digit 1
 
octet 4
 
LAC
 
octet 5
 
LAC (continued)
 
octet 6
 
Figure 10.5.3/3GPP TS 24.008 Location Area Identification information element
This is not consistent with the encoding agreed for Selected CN Domain Operator IE in TS 29.018 or encoding specified for Old Location Area Identifier IE, New Location Area Identifier IE.

This requires different behavior both from MME and VLR perspective.

	
	

	Summary of change:
(

	Refer to octets 2 to 4 of the Location Area Identification IE, defined in 3GPP TS 24.008 to be consistent with TS 29.018 definition.

	
	

	Consequences if 
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not approved:
	Inconsistent encoding that requires different MME and VLR behavior for this specific case. This can result in interoperability issues.
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	Other comments:
(

	


9.4.27
Selected CS domain operator
The selected CS domain operator information element indicates the CS domain operator selected by the MME when CS domain is configured for gateway core network (GWCN), the preferred RAT of the selected PLMN for CS fallback is GERAN, and the UE does not support GERAN network sharing. The selected CS domain operator information element is coded as shown in figure 9.4.27.1.
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	IEI

	Octet 2
	Length indicator

	Octet 3

-
Octet 5
	Coded as octets 2 to 4 of the Location Area Identification IE, defined in 3GPP TS 24.008 [8] (not including 3GPP TS 24.008 IEI and LAC).


Figure 9.4.27.1: Selected CS domain operator information element
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