Page 1



3GPP TSG-CT6 Meeting #68 
(
C6-130169
Fukuoka, Japan, 21-24 May 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	31.102
	CR
	0555
	(

rev
	1
	(

Current version:
	8.16.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	X
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Essential correction of CSG Type coding description

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	C6

	
	

	Work item code:
(

	TEI8
	
	Date: (

	2013-05-23

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	In the definition of the EF_ACSGL file and the related description of CSG Type coding it is indicated that CSG Type may be broadcast by the HNB, which is incorrect. There is no definition of CSG Type in broadcast info or in NAS signalling.

	
	

	Summary of change:
(

	Remove part indicating that CSG Type may be broadcast by the HNB 

	
	

	Consequences if 
(

not approved:
	Misleading description

	
	

	Clauses affected:
(

	4.4.6.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


[..]
4.4.6.2
EFACSGL (Allowed CSG Lists)

If service n°86 is "available", this file shall be present.

This EF contains the coding for CSG IDs belonging to the Allowed CSG lists. Furthermore, for each CSG ID in the list, a link to the corresponding HNB name and CSG Type may be provided. 

	Identifier: '4F81'
	Structure: linear fixed
	Optional

	SFI: '01'
	

	Record length: X 
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	Allowed CSG Lists TLV object
	M
	X bytes

	Note: The CSG List in different records may contain the same PLMN


The CSG List TLV object shall contain only one PLMN TLV object, Tag '80', and at least one CSG information TLV, Tag '81'. A record may contain one or more CSG List TLV objects. This means that all CSG IDs in one CSG List TLV object belong to the same PLMN.

CSG List Tags

	Description
	Tag Value

	CSG List TLV object Tag
	'A0'


CSG List information

	Description
	Value
	M/O
	Length (bytes)

	CSG List Tag
	'A0'
	M
	1

	Length
	Y
	M
	Note

	PLMN Tag
	'80'
	M
	1

	Length
	A
	M
	Note

	PLMN
	--
	M
	A

	CSG Information Tag
	'81'
	M
	1

	Length
	W
	M
	Note

	CSG Information
	-
	M
	W

	Note:
The length is coded according to ISO/IEC 8825-1 [35]


-
PLMN Tag '80'

Contents:

Mobile Country Code (MCC) followed by the Mobile Network Code (MNC).

Coding:

according to TS 24.008 [47].

CSG Information Tag '81' 

Tag '81' Coding:

	1
	CSG Type indication
	M
	1 byte

	2
	HNB Name indication
	M
	1 byte

	3 to W
	CSG ID 
	M
	W-2 bytes

	Note: The length of the CSG ID is calculated from the TLV object length


-
CSG Type indication

Contents:

the CSG Type for the subsequent CSG ID.

Coding:

a value of '00' indicates that the CSG Type is to be taken from other sources (e.g. stored in the non-volatile memory of the ME). A value in the range '01' to 'FE' indicates the record number in EFCSGT that shall be displayed as the CSG Type.

-
HNB Name indication

Contents:

the HNB name for the subsequent CSG ID.

Coding:

a value of '00' indicates that the HNB name is to be taken from other sources (e.g. broadcasted by the Home Node B or stored in the non-volatile memory of the ME). A value in the range '01' to 'FE' indicates the record number in EFHNBN that shall be displayed as the HNB name.

-
CSG ID

Contents:

CSG ID which is part of the allowed CSG list.

Coding:

the CSG ID shall be encoded as defined in TS 23.003 [25]. The CSG ID is coded left justified, i.e the most significant bit of the CSG ID is coded on bit 8 of byte 3, over the number of bits as specified in TS 23.003 [25] using bytes 3 to W. The unused rightmost bits of byte W shall be set 1.

Unused bytes shall be set to 'FF'.
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