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	Reason for change:
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	IANA has registered the Media Feature Tag (global-tree) g.3gpp.iut-focus and has assigned the value 10. The related e-mail was received from IANA by MCC on Thursday 21st March 2013. The related registration can be found also at http://www.iana.org/assignments/media-feature-tags

	
	

	Summary of change:
(

	The value is introduced. The related Editor's Notes are deleted.
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not approved:
	Incomplete specification and inconsitency with IANA registration database.

	
	

	Clauses affected:
(

	B.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


B.3
Definition of media feature tag g.3gpp.iut-focus
Media feature-tag name: g.3gpp.iut-focus

ASN.1 Identifier: 1.3.6.1.8.2.10


Summary of the media feature indicated by this tag:
This media feature-tag when used in a Contact header field or a Accept-Contact header field of a SIP request or a SIP response indicates that the function sending the SIP message supports anchoring a IUT session and/or the SIP message is an inter-UE transfer operation.
Values appropriate for use with this feature-tag: Boolean
The feature-tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-tag is most useful in a communications application, for indicating that the function sending the SIP message supports anchoring a IUT session and/or the SIP message request is an inter-UE transfer operation.
Examples of typical use: Indicating that a SCC AS has anchored the related IUT session and/or indicating that to the IMS core that the SIP message is an inter-UE transfer operation.

Related standards or documents: 3GPP TS 24.337: "IP Multimedia Subsystem (IMS) inter-UE transfer; Stage 3"

Security Considerations: Security considerations for this media feature-tag are discussed in subclause 14.1 of IETF RFC 3840 [34].
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