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* * * First Change * * * *

6.1.2.1.1
Trusted Non-3GPP Access Authentication and Authorization

When used in connection with the STa interface, the SWd interface shall support the trusted non-3GPP access authentication and authorization procedure defined in clause 5.1.2.1. For this procedure, the 3GPP AAA Proxy shall forward the Diameter commands received from the 3GPP AAA Server and the trusted non-3GPP access network as a stateful Diameter proxy, with the following exceptions:

· The 3GPP AAA Proxy may reject an authentication and authorization request, if roaming is not allowed for the users of the given HPLMN.

· When forwarding an authentication and authorization request, the 3GPP AAA Proxy shall check the presence and value of the visited network identifier. If the AVP was missing, it shall insert it, if the AVP was present, it may overwrite the AVP value before forwarding the request. 

· The 3GPP AAA Proxy may modify the service authorization information in the authentication and authorization answer that it forwards to the trusted non-3GPP access network, in order to enforce the QoS limitations according to the local policies and the roaming agreement with the home operator.

· The 3GPP AAA Proxy may decide about the trustworthiness of the non-3GPP access from the VPLMN point of view and insert a trust relationship indicator to the authentication and authorization request. 

The 3GPP AAA Proxy shall decide about using the S2a-PMIP based S8 chaining and in case it has selected that option, it shall select the Serving GW to be invoked and it shall add the Serving GW address to the authentication and authorization answer that is sent upon successful completion of the authentication.

Table 6.1.2.1.1/1 describes the trusted non-3GPP access authentication and authorization request forwarded on the SWd interface.

Table 6.1.2.1.1-1: Trusted non-3GPP Access Authentication and Authorization Request on SWd

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Identity
	User-Name
	M
	This information element shall contain the identity of the user. The identity shall be represented in NAI form as specified in IETF RFC 4282 [15] and shall be formatted as defined in 3GPP TS 23.003 [14].

	EAP payload
	EAP-payload
	M
	This IE shall contain the Encapsulated EAP payload used for the UE – 3GPP AAA Server mutual authentication

	Authentication Request Type
	Auth-Request-Type
	M
	This IE shall define whether the user is to be authenticated only, authorized only or both. AUTHORIZE_AUTHENTICATE   shall be used  in this case.

	UE Layer-2 address
	Calling-Station-ID
	M
	This IE shall contain the Layer-2 address of the UE.

	Supported 3GPP QoS profile
	QoS-Capability
	O
	If the trusted non-3GPP Access supports QoS mechanisms, this information element may be included to contain the access network’s QoS capabilities as defined in IETF RFC 5777 [9].

	Mobility Capabilities
	MIP6-Feature-Vector
	C
	This information element shall contain the mobility capabilities of the trusted non-3GPP access network, if dynamic mobility mode selection is done. This information may also be used to decide whether to authorize access to EPC to a user accessing a TWAN.
The PMIP6_SUPPORTED flag and/or the GTPv2_SUPPORTED flag shall be set if the trusted non-3GPP access network supports PMIPv6 and/or GTPv2. PMIP6_SUPPORTED flag is defined in IETF RFC 5779 [2]. 

The flag MIP6_INTEGRATED shall be set if DHCPv6 based Home Agent address discovery is supported as defined in IETF RFC 5447 [6].
The MIP4_SUPPORTED flag shall be set if the trusted non-3GPP access supports MIPv4 FA-CoA mode.

	Access Type 
	RAT-Type
	M
	This IE shall contain the trusted non-3GPP access network technology type that is serving the UE.

	Access Network Identity 
	ANID
	M
	This IE shall contain the access network identifier used for key derivation at the HSS. (See 3GPP TS 24.302 [26] for all possible values)

	Visited Network Identifier
	Visited-Network-Identifier
	M
	This IE shall contain the Identifier that allows the home network to identify the Visited Network.

	Full Name for Network
	Full-Network-Name
	O
	This IE shall contain the full name for network as specified in 3GPP TS 24.302 [26]. This AVP may be inserted by the non-3GPP access network depending on its local policy and only when it is not connected to the UE's Home Network. If the Visited Network Identifier is present, this AVP shall be set.

	Short Name for Network
	Short-Network-Name
	O
	This IE shall contain the short name for network as specified in 3GPP TS 24.302 [26]. This AVP may be inserted by the non-3GPP access network depending on its local policy and only when it is not connected to the UE's Home Network. If the Visited Network Identifier is present, this AVP shall be set.

	APN Id
	Service-Selection
	O
	If present, this information element shall contain the Network Identifier part of the APN the user wants to connect to (if available).

	Terminal Information
	Terminal-Information
	O
	If present, this information element shall contain information about the user’s mobile equipment. The type of identity carried depends on the access technology type. For HRPD access network, the 3GPP2‑MEID AVP shall be included in this grouped AVP.

	Trust Relationship Indicator
	AN-Trusted
	O
	If present, This AVP shall express the trusted/untrusted decision about the non-3GPP IP access, from the VPLMN's point of view.

	Selected Trusted WLAN Identifier
	WLAN-Identifier
	O
	If present, this IE shall contain the Trusted WLAN Identifier selected by the UE to access the Trusted WLAN Access Network (see clause 16 of 3GPP TS 23.402 [3]).

	DER Flags
	DER-Flags
	O
	This Information Element contains a bit mask. See 5.2.3.20 for the meaning of the bits.


NOTE: 
For more details on the 3GPP AAA Proxy behaviour, refer to clause 5.1.2.1.3. 
* * * End of Changes * * * *
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