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	When the AS request PS user location Information from the HSS for NPLI, it also needs the RAT-type for population of the PANI header in the SIP message. 

23.228 defines a procedure where an Application Server provides network based location information in SIP. In order to do so the AS requests PS user location Information from the HSS. The retrieved location information will be enclosed into the SIP P-Access-Network-Information header field. One of the needed information is the RAT-type which is needed to populate the access-type and access-class fields in the P-Access-Network-Information header field.

CT4#60 have agreed CR 0461r3 to 29.328 (C4-130425) allowing the AS to retrieve RAT-Type together with EPS Location Information from the HSS. However, the HSS, when retrieving location information from the MME/SGSN cannot indicate that RAT-Type is requested.
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*******
* * * First Change * * * *

7.3.103
IDR-Flags

The IDR-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits shall be as defined in table 7.3.103/1:
Table 7.3.103/1: IDR-Flags
	bit
	name
	Description

	0
	UE Reachability Request
	This bit when set shall indicate to the MME or the SGSN that the HSS is awaiting a Notification of UE Reachability.

	1
	T-ADS Data Request
	This bit, when set, shall indicate to the MME or SGSN that the HSS requests the support status of "IMS Voice over PS Sessions", and the RAT Type and timestamp of the last radio contact with the UE.

	2
	EPS User State Request
	This bit, when set, shall indicate to the MME or the SGSN that the HSS requests the MME or the SGSN for the current user state.

	3
	EPS Location Information Request
	This bit, when set, shall indicate to the MME or the SGSN that the HSS requests the MME or SGSN for location information

	4
	Current Location Request
	This bit when set shall indicate to the MME or the SGSN that the HSS requests the MME or SGSN to provide the most current location information by paging the UE if the UE is in idle mode. This bit is used only in combination with the"EPS Location Information Request" bit.

	5
	Local Time Zone Request
	This bit when set shall indicate to the MME or the SGSN that the HSS requests the MME or SGSN to provide information on the time zone of the location in the visited network where the UE is attached.

	6
	Remove SMS Registration
	This bit when set shall indicate to the MME that it shall consider itself unregistered for SMS.

	7
	RAT-Type Requested
	This bit when set shall indicate to the MME or the SGSN that the HSS requests the MME or SGSN to provide the RAT Type that corresponds to the requested EPS Location Information. This bit is used only in combination with the"EPS Location Information Request" bit.

	NOTE: 
Bits not defined in this table shall be cleared by the sending HSS and discarded by the receiving MME.


* * * End of Changes * * * *
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