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* * * First Change * * *

4.3.3C.2
Successful Operation
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Figure 4.3.3C.2-1:  Write Replace Warning Indication procedure, MME originated. Successful operation.

The MME initiates the Write Replace Warning Indication procedure by sending a WRITE REPLACE WARNING INDICATION message(s) to the CBC after it has previously received a Broadcast Completed Area List from eNodeB(s) in a WRITE-REPLACE WARNING MESSAGE [7]. The MME may aggregate Broadcast Completed Area Lists it receives from the eNodeBs.
* * * Next Change * * *

4.3.4.2.4
STOP WARNING RESPONSE

This message is sent by the MME to acknowledge the CBC on the stop request of a warning message. 
Direction: MME ( CBC
Table 4.3.4.2.2-1: STOP WARNING RESPONSE message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	reject

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	Cause
	M
	
	4.3.4.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	4.3.4.3.3
	
	YES
	ignore

	Unknown Tracking Area List
	O
	
	4.3.4.3.5
	
	YES
	ignore


* * * Next Change * * *

4.3.4.3.3
Criticality Diagnostics

The Criticality Diagnostics IE is sent by the MME when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs were not comprehended or were missing.
Table 4.3.4.3.3-1: Criticality Diagnostics information element

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	O
	
	INTEGER (0..255)
	Procedure Code is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error

	Triggering Message 
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome, outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication procedure. 

	Procedure Criticality 
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message (Procedure).

	Information Element Criticality Diagnostics
	
	0 to <maxnoof errors>
	
	

	>IE Criticality 
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality is used for reporting the criticality of the triggering IE. The value 'ignore' shall not be used.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of the not understood or missing IE 

	
	
	
	
	

	>Type of Error
	M
	
	ENUMERATED(not understood, missing, …)
	


Table 4.3.4.3.3-2: RANGE explanation

	Range bound
	Explanation

	maxnooferrors
	Maximum no. of IE errors allowed to be reported with a single message. The value for maxnooferrors is 256.


* * * Next Change * * *

4.4.9
Message transfer syntax

SBC-AP shall use the ASN.1 Basic Packed Encoding Rules (BASIC-PER) Aligned Variant as transfer syntax as specified in ref. [10].
* * * End of Changes * * *
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