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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACM
Address Complete Message

ACR
Anonymous Communication Rejection

ANM
ANswer Message

AP
Authentication Proxy

AS
Application Server

CB
Communication Barring

CD
Communication Deflection

CDIV
Communication DIVersion

CDIVN
Communication DIVersion Notification

CFB
Communication Forwarding Busy

CFNL
Communication Forwarding on Not Logged-in

CFNR
Communication Forwarding No Reply

CFNRc
Communication Forwarding on subscriber Not Reachable

CFU
Communication Forwarding Unconditional

CONF
CONFerence

CPG
Call ProGress message

CSCF
Call Session Control Function

ECT
Explicit Communication Transfer

HOLD
communication HOLD
IAM
Initial Address Message

IFC
Initial Filter Criteria
IMS
IP Multimedia Subsystem

IP
Internet Protocol

ISDN
Integrated Service Data Network

ISUP
Integrated Service digital network User Part

MCID
Malicious Communication IDentification

MGCF
Media Gateway Control Function

OCB
Outgoing Communication Barring 

ODB
Operator Determined Barring
OIP
Originating Identification Presentation

OIR
Originating Identification Restriction

P-CSCF
Proxy-Call Session Control Function

PSAP
Public Safety Answering Point

PSTN
Public Switched Telephone Network

RTP
Real-Time Transport Protocol

S-CSCF
Server-Call Session Control Function

SDP
Session Description Protocol

SIP
Session Initiation Protocol

TIP
Terminating Identification Presentation

TIR
Terminating Identification Restriction

UA
User Agent

UE
User Equipment

URI
Universal Resource Identifier

XCAP
XML Configuration Access Protocol

XML
eXtensible Markup Language
***** Next change *****
4.5.2.6.0
General

If the session is subject to diversion the AS of the diverting user:

-
if modification of the To header is required as specified in the procedures of this subclause, shall operate as an AS providing 3rd party call control, and specifically as a routeing B2BUA, as specified in subclause 5.7.5 of 3GPP TS 24.229 [2];

-
otherwise, shall operate as either an AS acting as a SIP proxy as specified in subclause 5.7.4 of 3GPP TS 24.229 [2] or an AS providing 3rd party call control, and specifically as a routeing B2BUA, as specified in subclause 5.7.5 of 3GPP TS 24.229 [2] 
NOTE:
For the case when the session is not subject to diversion and CDIV, according the requirements in this document, is the only service being applied by the AS, then the AS only needs to act as a SIP proxy. If additional services are applied, then the AS might need to act as a routeing B2BUA.

The AS shall based on local policy to handle PSAP callbacks 
suppress diversion when the received initial INVITE request towards the served user is identified as a PSAP callback.

The mechanism to identify an INVITE request as a PSAP callback depends on local policy and can be based on the PSAP callback indicator specified in draft-ietf-ecrit-psap-callback [xxx].
***** Next change *****
Annex B (informative):
Example of filter criteria

This annex provides an example of a filter criterion that triggers SIP requests that are subject to initial filter criteria evaluation. 

An example of an IFC when the CDIV supplementary service is active at the diverting S-CSCF is:

-
Method:

INVITE.
If the AS cannot suppress CDIV for a call identified as a PSAP callback, an IFC bypassing the CDIV AS can be used. An example IFC using the PSAP callback indicator specified in draft-ietf-ecrit-psap-callback [xxx] is:
-
Method:

"INVITE" and Priority header field not containing a "psap-callback" header field value.
***** Next change *****
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