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7
S101 Messages and Message Formats

7.1
Introduction

This section is divided into path management which defines the general messages for the pre-configured tunnel and a section for the specific messages used for information transfer over the control plane.

Table 7.1 specifies GTPv2-C message types that are used across the S101 interface.

Table 7.1: Message types for S101

	Message Type value (Decimal)
	Message
	Reference

	0
	Reserved
	3GPP TS 29.274 [6]

	1
	Echo Request
	3GPP TS 29.274 [6]

	2
	Echo Response
	3GPP TS 29.274 [6]

	3
	Version Not Supported Indication
	3GPP TS 29.274 [6]

	4
	Direct Transfer Request message
	7.3.2

	5
	Direct Transfer Response message
	7.3.3

	6
	Notification Request message
	7.3.4

	7
	Notification Response message
	7.3.5

	8-24
	For future S101 interface use
	

	25-31
	Reserved for Sv interface
	3GPP TS 29.280 [14]

	32-239
	Reserved for GTPv2-C spec
	3GPP TS 29.274 [6]

	240 to 247
	Reserved for Sv interface
	3GPP TS 29.280 [14]

	248 to 255
	Reserved for GTPv2-C spec
	3GPP TS 29.274 [6]


* * * End of Changes * * * *
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