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***** Next change *****
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AAA
Authentication, Authorization and Accounting

ACL
Access Control List
AKA
Authentication and Key Agreement

ANDSF
Access Network Discovery and Selection Function
ANDSF-SN
Access Network Discovery and Selection Function Server Name

ANID
Access Network Identity

APN
Access Point Name

DHCP
Dynamic Host Configuration Protocol

DM
Device Management
DNS
Domain Name System

DSMIPv6
Dual-Stack MIPv6

eAN/PCF
Evolved Access Network Packet Control Function

EAP
Extensible Authentication Protocol

EPC
Evolved Packet Core
ePDG
Evolved Packet Data Gateway

EPS
Evolved Packet System

ESP
Encapsulating Security Payload

FQDN
Fully Qualified Domain Name
GAA
Generic Authentication Architecture

GBA
Generic Bootstrapping Architecture
HA
Home Agent
H-ANDSF
Home-ANDSF

HRPD
High Rate Packet Data

HSGW
HRPD Serving Gateway

IEEE
Institute of Electrical and Electronics Engineers
IFOM
IP Flow Mobility

IKEv2
Internet Key Exchange version 2
IARP
Inter-APN Routing Policy
IPMS
IP Mobility Mode Selection

ISRP
Inter-System Routing Policies

I-WLAN
Interworking – WLAN
MAPCON
Multi Access PDN Connectivity

MO
Management Object
NAI
Network Access Identifier

NAP
Network Access Provider

NBM
Network based mobility management

NSP
Network Service Provider

OMA
Open Mobile Alliance
PCO
Protocol Configuration Options

P-GW
PDN Gateway

PDU
Protocol Data Unit

S-GW
Serving Gateway

SPI
Security Parameters Index

UE
User Equipment

UICC
Universal Integrated Circuit Card
V-ANDSF
Visited-ANDSF

W-APN
WLAN APN

WiMAX
Worldwide Interoperability for Microwave Access
WLAN
Wireless Local Area Network

WMF
WiMAX Forum

***** Next change *****
6.8.1
General

In order to assist the UE with performing access network discovery and selection, ANDSF provides a set of information to the UE. This information contains the access network discovery and selection information to assist the UE with selecting the access network or the inter-system mobility policy to control and assist the UE with performing the inter-system change or both. This information also contain ISRP information to control and assist a UE configured for IFOM, or MAPCON or both with selecting the access network to be used for routing different IP flows or establishing PDN connections or both. Additionally, the ISRP provided by ANDSF can include information for identifying IP flows applicable for non-seamless offload to WLAN for a UE supporting this optional capability. In addition, this information contains Inter-APN Routing Policy (IARP) information to control and assist a UE configured for Inter-APN routing with selecting a prioritised APN which is associated with an existing PDN connection for routing different IP flows.
This set of information can either be provisioned in the UE by the home operator, or provided to the UE by the ANDSF over the S14 reference point via pull or push mechanisms as defined in 3GPP TS 23.402 [6] by means of the access network discovery and selection procedures as described in subclause 6.8.2. While roaming, the UE can receive a set of information from H-ANDSF or V-ANDSF or both. The V-ANDSF shall not provide any IARP to a roaming UE. If the roaming UE receives any IARP delivered by a V-ANDSF then the roaming UE shall ignore it.
The UE, located in the home PLMN, needs to discover the H-ANDSF by means of the discovery procedure as described in subclause 6.8.2.2.1. The UE, located in the visited PLMN, needs to discover the H-ANDSF or V-ANDSF or both by means of the discovery procedure as described in subclause 6.8.2.2.1.
Through push mechanisms the ANDSF can provide assistance information to the UE e.g. if the UE has previously used pull based ANDSF procedure or if OMA-DM bootstrapping is used as described in subclause 6.8.2.2.1A. Through pull mechanisms the UE can send a request to the ANDSF in order to get assistance information for access network discovery and selection.

ANDSF shall comply with local, national and regional requirements regarding the privacy and confidentiality of location information.
NOTE:
The regulation and legislations of the home operator of the ANDSF server determines whether the ANDSF server can store the user's location information.
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