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Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	1.1
	Profile Download
	TS 31.111 §5.2
	R99
	M
	
	PD_Pro_Dvnl

	2
	1.2
	SMS-PP data download
	TS 31.111 §5.2
	R99
	C279
	
	PD_SMS_PP

	[..]

	179
	23.3
	MMS notification download (if class "j" is

supported)
	TS 31.111 §5.2
	Rel-6
	C238
	
	PD_MMS_Notification

	180
	23.4
	Alpha Identifier in REFRESH command supported by

terminal
	TS 31.111 §5.2
	Rel-7
	C267
	
	PD_Refresh_AlphaIdentifier 

	[..]

	183
	23.7
	PROVIDE LOCAL INFORMATION (NMR (UTRAN/E-UTRAN))
	TS 31.111 §5.2
	Rel-6
	C278
	
	PD_Provide_Local_NMR

	184
	23.8
	USSD Data Download and application mode
	TS 31.111 §5.2
	Rel-6
	C272
	
	PD_USSD_DD

	254
	32.6
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_254

	255
	32.7
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_255

	256
	32.8
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_256


	C201
	[void]
	-- [void]

	C202
	[void]
	-- [void]

	C203
	IF A.1/3 THEN M ELSE O.1
	-- O_Ucs2_Entry

	[..]

	C273
	IF A.1/84 THEN O ELSE O.1
	-- O_No_Type_ND

	C274
	IF A.1/84 THEN bit values "0" / "1" allowed ELSE O.1
	-- O_No_Type_ND

	C275
	IF A.1/132 OR A.1/133 THEN M ELSE O.1
	-- pc_BIP_eFDD OR pc_BIP_eTDD

	C276
	IF A.1/84 THEN O.1 ELSE M
	-- O_No_Type_ND

	C277
	IF A.1/85 THEN O.1 ELSE M
	-- O_No_Type_NK

	C278
	IF (A.1/134 OR A.1/139 OR A.1/140) THEN M ELSE O.1
	-- O_UTRAN OR pc_eFDD OR pc_eTDD

	C279
	IF NOT A.1/135 THEN M ELSE O
	-- O_EUTRAN_NO_UTRAN_ NO_GERAN

	C280
	IF A.1/64 THEN M ELSE O
	-- O_GERAN

	C281
	IF A.1/136 THEN M ELSE O.1
	-- O_Event_CSG_Cell_Selection

	C282
	IF A.1/137 THEN M ELSE O.1
	-- O_CSG_Cell_Discovery

	C283
	IF (A.1/139 OR A.1/140) THEN M ELSE O.1
	-- pc_eFDD OR pc_eTDD

	C284
	IF A.1/143 THEN M ELSE O.1
	-- O_Direct_Com_Channel

	C285
	IF (A.1/73 AND A.1/84 AND A.1/85) THEN M ELSE O.1
	-- O_TCP_Terminal_ServerMode AND O_No_Type_ND AND O_No_Type_NK

	C286
	IF A.1/144 THEN M ELSE O.1
	-- O_CC_IMS

	C287
	IF A.1/145 THEN M ELSE O.1
	-- O_CAT_Modem_Interface

	C288
	IF A.1/146 THEN M ELSE O.1
	-- O_Event_Incoming_IMS_Data

	C289
	IF A.1/147 THEN M ELSE O.1
	-- O_Event_IMS_Registration

	C290
	IF A.1/148 THEN M ELSE O.1
	-- O_UICC_ACCESS_IMS

	
	
	

	O.1
	Allowed: Bit value ="0" or bit not present
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