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* * * First Change * * * *

7.2.10.2
Delete Bearer Response

The Delete Bearer Response shall be sent as a response of Delete Bearer Request.

Possible Cause values are specified in Table 8.4-1. Message specific cause values are:

· "Request accepted".

· "Request accepted partially".
· "Context not found".
Table 7.2.10.2-1: Information Elements in Delete Bearer Response
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Linked EPS Bearer ID (LBI)
	C
	If the response corresponds to the bearer deactivation procedure in case all the bearers associated with the default bearer of a PDN connection shall be released, this IE shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces to indicate the default bearer associated with the PDN being disconnected.
	EBI
	0

	
	CO
	During a TAU/RAU/HO, if an MME/SGSN has received a Delete Bearer Request message with Cause value "ISR deactivation" and multiple LBIs, the MME/SGSN shall include all these LBIs in the response message on S4/S11 interface. All LBI IEs shall have the same type and instance value to represent a list of IEs.
	
	

	Bearer Contexts
	C
	It shall be used on the S4/S11, S5/S8 and S2a/S2b interfaces for bearers different from default one. In this case at least one bearer shall be included.

Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.

Used for dedicated bearers. When used, at least one dedicated bearer shall be present.
	Bearer Context 
	0

	Recovery
	C
	This IE shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces if contacting the peer for the first time 
	Recovery
	0

	MME-FQ-CSID
	C
	This IE shall be included by MME the on S11 interface and shall be forwarded by the SGW on S5/S8 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by the SGW on the S5/S8 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1

	ePDG-FQ-CSID
	C
	This IE shall be included by the ePDG on the S2b interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	2

	TWAN-FQ-CSID
	C
	This IE shall be included by the TWAN on the S2a interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	3

	Protocol Configuration Options (PCO)
	CO
	An MME/SGSN shall include the PCO IE if such information was received from the UE. 

If the SGW receives this IE, the SGW shall forward it to PGW on the S5/S8 interface.
	PCO
	0

	UE Time Zone
	CO
	This IE shall be included, if available, by the MME on the S11 interface or by the SGSN on the S4 interface. 
	UE Time Zone
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if the SGW supports this IE and it receives it from the MME/SGSN.
	
	

	User Location Information (ULI)
	CO
	This IE shall be included by the MME on the S11 interface or by the SGSN on the S4 interface. The CGI/SAI shall be included by SGSN and the ECGI shall be included by MME.
	ULI
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if it receives it from the MME/SGSN. See NOTE 1.
	
	

	ULI Timestamp
	CO
	This IE shall be included on the S4/S11 interface if the ULI IE is present. It indicates the time when the User Location Information was acquired. 
The SGW shall include this IE on S5/S8 if the SGW receives it from the MME/SGSN. See NOTE 1.
	ULI Timestamp
	0

	Private Extension
	O
	This IE may be sent on the S5/S8, S4/S11 and S2a/S2b interfaces.
	Private Extension
	VS

	NOTE 1: 
If ISR is active, after receiving both the Delete Bearer Response messages from the MME and the SGSN, the SGW shall include the most recent time and the related User Location Information in the Delete Bearer Response message on S5/S8 interface.


Table 7.2.10.2-2: Bearer Context within Delete Bearer Response

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Cause
	M
	This IE shall indicate if the bearer handling was successful, and if not, gives information on the reason.
	Cause
	0

	Protocol Configuration Options (PCO)
	CO
	An MME/SGSN shall include the PCO IE if such information was received from the UE. 
If the SGW receives this IE, the SGW shall forward it to PGW on the S5/S8 interface.
This bearer level IE takes precedence over the PCO IE in the message body if they both exist.
	PCO
	0


* * * Next Change * * * *

7.2.17.1
Delete Bearer Command

A Delete Bearer Command message shall be sent on the S11 interface by the MME to the SGW and on the S5/S8 interface by the SGW to the PGW as a part of the eNodeB requested bearer release or MME-Initiated Dedicated Bearer Deactivation procedure. 
The message shall also be sent on the S4 interface by the SGSN to the SGW and on the S5/S8 interface by the SGW to the PGW as part of the MS and SGSN Initiated Bearer Deactivation procedure using S4.

Table 7.2.17.1-1: Information Elements in Delete Bearer Command

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Bearer Contexts
	M
	This IE shall be used to indicate dedicated bearers. When used, at least one dedicated bearer shall be present. Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers
	Bearer Context 
	0

	User Location Information (ULI)
	CO
	This IE shall be included by the MME on the S11 interface or by the SGSN on the S4 interface. The CGI/SAI shall be included by SGSN and the ECGI shall be included by MME.
The SGW shall forward this IE on the S5/S8 interface if it receives it from the MME/SGSN.
	ULI
	0

	ULI Timestamp
	CO
	This IE shall be included on the S4/S11 interface if the ULI IE is present. It indicates the time when the User Location Information was acquired. 
The SGW shall include this IE on S5/S8 if the SGW receives it from the MME/SGSN. 
	ULI Timestamp
	0

	UE Time Zone
	CO
	This IE shall be included, if available, by the MME on the S11 interface or by the SGSN on the S4 interface. 
	UE Time Zone
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if the SGW supports this IE and it receives it from the MME/SGSN.
	
	

	Private Extension
	O
	
	Private Extension
	VS


Table 7.2.17.1-2: Bearer Context within Delete Bearer Command

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Bearer Flags
	CO
	Applicable flags are:

· VB (Voice Bearer) indicator shall be set to indicate a voice bearer for PS-to-CS (v)SRVCC handover.
· Vind (vSRVCC indicator) indicator shall be set to indicate a video bearer for PS-to-CS vSRVCC handover.
	Bearer Flags
	0


* * * End of Changes * * * *
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